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SEWER NETWORK

Concrete Sewer Pipes

Supply, install, test and maintain Reinforced Concrete pipe
Class A. Work to include but not limited to pipes, fittings, ,
excavation in any type of soil including dewatering as
necessary, sand bedding, back filling, supporting existing
utilities, reinstating the surface to its original shape and finish

through existing roads, and natural ground, Fittings and all
necessary to complete the work all according to WAJ
specifications and MPWH secifications and as shown in the
tender drawings and to the satisfaction of the Engineer

® 400 mm Reinforced Concrete Pipe in Asphalt
® 400 mm Reinforced Concrete Pipe in Dirt

Manholes

Construct Precast manholes DN 1200 (for pipe DN 400)
complete, including concrete, reinforced cover slab, benching,

channel pieces, finishes, protective coating, step irons, Heavy

Duty manholes cover and frames as specified and according
to the drawings and specifications

Construct Cast-in-Situ manholes DN 1200 (for pipe DN 400)
complete, including concrete, reinforced cover slab, benching,

channel pieces, finishes, protective coating, step irons, Heavy

Duty manholes cover and frames as specified and according
to the drawings and specifications

Reinforced Concrete

Supply and cast in place Reinforced Concrete; 30MPa
compressive strength including Steel Reinforcement.150mm
thick Concrete Encasement to Pipes of any type or depth as
indicated in drawings,and according to Engineer's instruction.
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Reinstallation works for the tie in manhole, including deepen
the manhole level up to 1 meter according to the Engineer's
instructions
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