ACTED

Discription

comments

1 mafraq 112844 Alhamara Primary School- Mixed 1. add new wash block 1*5. add wash blocks 1*5 at least
2 mafrag 113859  |Abu Obaidah Secondary School-Males 1. add new wash block 1*3. add wash blocks 1*3 at least
1. general maintenace for 2 wash blocks 8 inits
2. remove the floor ceramic and toilets bans tiles o
3 mafraq 111912 3. remove the sewage network GEANERAL Rehabilitation
Aldajaneh Primary School- Mixed 4. add 2 wash basins
1. add new wash block 1*3 of them child friendly.
2. replace damaged water taps and connect it to water tank. o
. . L . . . Rehabilitation wash blocks 1*4 & add wash blocks
4 mafraq 111985 3. install new plastic tank and connect it with supplying pipe from YWC and connect it 1#3 Child friendly
to water taps.
Amar & Omira Mixed School 4. rehabilitation the clean water and waste water net work.
5 mafraq 111999 Um Algitain School 1. add new wash block 1*5. add wash blocks 1*5
1. add new wash block 1*3 tow of them child friendly. 1. add new wash block 1*3 tow of them child
6 mafraq 114150 2. replace damaged water taps and connect it to water tank. friendly. ( possible to add new school room in the
Um Hussain Primary School 3. replace the exist water pipe 1/2 to 3/4 CPVC PIPE. main building )
1. install new pipe CPVC from YWC to concrete tank around 300m with necessary
protection.
2. rehabilitation wooden & steel doors.
3. rehabilitation for windows replace broken glass & and sieve protection.
7 mafrag 112038 4. replace damaged water taps and connect it to water tank. General rehabilitation
5. rehabilitation damaged in concrete tank and cleaning it.
6. rehabilitation exist water pump .
Almdahlea Primary School- Mixed
1. add new wash block 1*3 child friendly ) .
8 mafraq 112824 Y B 2. General Cleanning for Sewage Notwork add wash blocks 1*3 insckut killer
1. add new wash block 1*3.
2. replace ceramic for wall and floor.
3. replace the internal paint .
4. reinstall & connect Turkish toilet and replace damaged.
9 mafraq 112047 5. replace damaged water taps and connect it to water tank. add wash blocks 1*3
6. rehabilitation waste water network.
7. replace the old steel tank with new plastic tank.
8. remove old drinking water taps and provide a new one.
Albstana Secondary School- F I
1. Add one toilet for disabled.
2. general rehabilitation for water and waste water network.
2. supplieing and install a new water pump.
10 mafraqg 112788 3. new drinking water taps. General rehabilitation
4. new water tanks.
5. replace the internal paint.
6. general rehabilitation.

Mughaier Alsarhan Secondary School-Males




ACTED

Excavation and Grading Works:
A.grading and excavation untill 50 cm from natural groun level and should be compacted.

Lot 1, item A: Alhamara Primary School-Mixed

Aa I g iy sl Jus|
) 8 2 ) a1 5 Gl Sy 483 A5« A5 € s 55 S G R snl] pas s

General site | Excavation i s " i i " i
A and Crading B.remove and clean dispose materials out of the site according to the instruction of the concerned authority. T e A ik iy b ok e o iy S| I
Excavation & Backfill | \yorks: e 50 ae i ial) 4% yed il e oWl 2y J e il 2 A e s e 31 e (e
Agnplall G 1 Gy
Excavations il
A.rock and soil excavation according to required dimensions of to reach the required levels. iy Flae Y1 ) e sl 2 sllaall sl g (Blae YL 483U 5 ¢ Bl i ¢ L p3am g 55 IS a Sl sin
B. remove and clean dispose materials out of the site according to the instruction of the concerned authority. i n aamal) (SLY) g sl s mildll Jii gy sl (pania palall il iy i paall ga a3
and to use the excavation for backfilling and to remove the extra materials out of the site identified by the related s of e il jial) B S daadla pie Alla b sl 7 )8 (s pada 25 5l deaiial) sl
Excavations |authority. 3l e ons e %90 o B Y oy Ra s Jadll 3y o 20 US ik o peld) g el 25 10
or toimport selected materials from out of the site in case of the invalidity of the excavated materials. 5 3200 Y1 20158 5 LS il y il y sl pall o
C. backfilling should be on layers each 20 cm and compacted not less than 90% , with all what is necessary according to the
specification and drawings for the foundations and grade beams.
backfilling Tl Ay
Supply and grading a selected materials. I g elally (2505 Al 1 iy ol Sy o) g Sl el dpiatll g il (530 s a5
The price includes backfilling, grading, watering and compacting(15 cm thickness) L ph e an s A il 2y s B 1 U
backfilling 15 WSlau -
a.Inside the building G G m? 27
b. Outside of the building Gz s m? 30
Blinding Blinding Concre_te Works S ) i - o l}l«)‘ﬂl mdu\
N Construction Concrete Supply and casting a normal concrete G15 wlt‘h minimum compressive strength not less than 15 N/mm? after 28 days for Sl La s 28 30 2ake/ (55 15 0o JB Y (5 pua oS 55k 15 da 2 Ale Blu 3 Caay ] m 1
Works | foundations grade beams and slab on grad (inside and outside). g W1 Shadly el
Reinforced Concrete Works Aol A A1 Jlas|
Supply and casting a normal concrete GR 22 with minimum compressive strength not less than 22 newton/mm? after 28 days according to the ving bkl Qe el Lo 28 s 2,00/ (505 22 00 B 5 pkm S 50 (22) B Bk R iy
Reinforced | drawings for foundations columns grade beams and slab the price includes the formuwork system , casting and curing - . b e gy Rl i 80 g g 331 sl e 3
Concrete s ,xui ity i) S o (Mild SteeI’GrAU) (40) 3 3 gludll o sse 338 o i il 2all L{mu: m 16
151 aua ¥ 5 a1 o Rt 1SR iy el a0l ) g g Sl (5 ol Jay
Works iyl sl iy il ) il e LS 5 e e 03 e gl ¥ 35030
Block Works il Jus
supply and building hollow concrete blocks with minimum compressive strength not less than 35kg/cm? after 28 days and 283 2003835 (o JE Y 5 m eS8 s g Al A D Cipian ke (e A sk Gl el il
the price includes the cement and the sand with ratio 1:4 with installation and what necessary to complete the work. Aas Gl o Jaall e a5l L psan s S ) pe (el s Sl 41T Rty D sl iy el s Las
Block Works
a.Blocks thickness 10 cm for the partitions walls and parapets. Ay gpeally plal il a0 ASbaw a5k m? 28
b. Blocks thickness 20 cm for the external walls. Ao Al ol il a2 ASten sk m? 60
Exterior Facilities to disabled toilet L il
supply and install Disable facilitating concret Ramps according to the design produced 28 ) e ol 5 praall 5 Al Y (533 Ui (g0 28 Al T Jf psan
~for toilet without any access steps :no need to build access ramp ((ABL o Y1 sl dala V) g0 05 ialeall
-for toilets with access steps el
1- install concrete ramp (slope 5% , up to 8% in exceptional cases;width:120cm) (= 120 (e, Gaiie) ) VI %8 U1 %5 i) Al dn f ppansi]
concret | 2-install handrails for the whole length of the ramp (hight:90-100 cm , length:same as length of the ramp, #<100-90 g5 ) AL din Y1 s JolS) (m3,5-2.5) s Gl oll Sl 35 (om0 a2
Ramps | materialigalvanized iron tube(2.5-3.5cm) diameter AL fae 31 5k s 5 UmPSUT :
all specifications as per drawigs attached . ol Sl gl o il sl gan
Water Tap Stand\cooler (Stailess steel) 3okl
supply and install mineral water\cooler tap stand include with four faucets and the enhanced iron for the body of the water taps, the price Sl e Jape g By liin ol gn (e i) e ol 3 o/ in S g o]
include: wdady pradl ol pusnd 3 3aal)
3 sl o o 0 e s e g Wgh e gl ios immenn 3/ o e ks it it tlig i . o e ) ) s o Bl ol L
Valve (knife) to control the feeding line nearest to the drinker, in addition isolation and protection the feeding line according to the i el G5 e ) 3/4 L L Rl 53 5 Rl iy ol e gl 55 L 5.2
instructions of the supervisor engineer. sl Clalel e Taadly 3l I ALY A ik Sl ) plas 35 5 gn sl
Water Tap |3 providing and installing drainage line from water taps basin by enhanced plastic pipes (UPVC) diameter 4°, thickness 5.3 mm, from the water okl Lump 1
Stand | taps basin to the floor trap, which consist of enhanced plastic floor trap, diameter 4" of best quality, with all necessary pipes diameter 4", 3 sy " 4 S8 (UPVC) Sl clitedldl il e il G ) i juall ok uS iy i 3| SUM
thickness 5.3 (UPVC) , with the necessary pieces to connect he pipes until the inspection point, the price includes installing lids and lathe of n "4 o k5 S (o ) e (om0 (5 ¢ pm YT el 1 sl (2 gm n le
chrome or enhanced plastic size ( 20 x20 Jcm to the water taps and the floor trap of best quality. a1 im0 2 3301 il ga <(UPVC) 5.3 lanss ¢ 4 Ua 51 5301 i) gms o ¢ S 55 ol
5- Connect the water cooler to closest electrical point ( the cooler to be 220V-50Hz). il s 20720 (U8 5 small LS )5 S (pn A1 S 5 e s e il A i
e s Juml) (a g Y1 i el
(220v-50Hz 0583 O g 2l [l ) o s A5 il () ol )l oo 535
Plastering 5 sl
Three layers plastering of cement and sand with ratio 1:2 for the first layer,1:3 to the other layers and fluidized material in | L lias (s 331 il 311 daniy 31 kel 201 Aoz a5 bV (pn i R85 s e
. addition . The price includes the scaffolding, metal corner, and the metal lath (wide 15-20 ) cm by fixing it probably 1352 4585 a 2(20-15) G e Ol ianal) 2l Aiondl U 5 AR oy Joadl s dmsaal 530
3 Finishes between the bricks and the concrete works and over the different services systems such as the electrical and sanitary o Wiy Al Sl pmal) ol e AR ) iasil Rulid 35y At 21 Qe Yy ol s
installations, where is necessary.
Plastering |\ ternal plastering, three lavers i B Rl e me 80
b. External plastering for three layers and the forth layer should be with shpreez sprinkle. The shpreez sprinkle should be 320 A2 A Bl 5 e 25306 Lm 1A 8l
with ratio of 1:3 of the white cement and Quartz with thickness not less than 3mm, installation all the necessary links and L3l s oSladl dae, pa 3 0o JB Y ASlasy i) s8Il 5 (sl Citan¥l e 301 Ay il 5 5S35
angles and painting with the desired colors according to the opinion of the supervising engineer. il el (51 i el Gl gadls 430 o 633




Floor Ceramic Tiles

supply and install ceramic tiles for floor, class (a) size (30*30) cm?, thickness=0.8cm,the tiles and filling materials should be
approved by the site engineer, the price includes:

a-Install single size aggregate with thickness not less than 4cm & mortar (thickness 3 cm) under the tiles.

g S (Sl B3|

55 0.80m = law 2 o (30 * 30) Lo (1) Aa o ¢ Sl 1 il yadl B3 S 55 2 5]
ey saadly il et U8 (e a5 o g gy

Dl i (e 3 ) & padem) o LeSiams Jis Y Apnase Ranmn 35

Floor b- prepare the ground properly to match the required level according to the supervising engineer. L pall gl g o sllaall 5 ssall pa sl craman JS Y1 2l ,
Ceramic Tiles | c- Remove any waste and leftovers and dispose it properly in an authorized waste disposal site. il gl i e O sy e gl cliis Wi gl 05 | z
d- supply and install all materials needed(filling materials , mortar ,etc) to complete the job according to the instructions of Slalad iy duali e pladtuly Jaadl 138 ALY s e 5355 (e R3O 3l sal) gen S i 05 589
the site engineer. JRE ST
e- clean the site after completion of all works. e gan G el 3 sl il
Wall Ceramic Tiles Ol el o B
supply and install ceramic tiles for walls (tapstand and sinks), size (20*20) cm?, thickness=0.6cm class A for the bathroom Lmall 2250 0 sad (185 0.66m = laws 2 s (20 * 20) Lty eebial oud s 3l S 55 57
walls and the windows lintil beam and the upper edge of the partition ,and rinse the edges so that the thickness of the tiles Ll i Tl ASlas e il all ilat el il (5 slall An gl g Ll gl g a3l
does'nt appear at the outer corners, And installation using cement grout on the brick and concrete walls and water As il A s Judiall g oLl s 0 sl sl O jas e e B3l alasiuly syl da A
tapstand and sinks ,the quality of the filling must be approved by the supervisor engineer , the price including: ey s Rl Gutigall U (e Lasldie ) 4y o ang |
Wall |2 Supply and install all needed material to complete the jobifilling materials, plastic corners 25 ) S Ul el ) G ol 198 oL 201 3 sl g S35 3053
Ceramic Tiles | b Rémove any waste and leftovers and dispose it properly in an authorized waste disposal ste. m? 84
c- Prepare the edges of the wall ceramic tiles at the same level properly and the finishing of all work should be high
standard and alligned.
d- level the walls to the required level according to the supervising engineer.
e- clean the site after completion of all works. el s G LVl 2y sl i a
Emulsion Paint la¥l ¢3k|
supply and install emulsion paint according to Jordanian standard specification number (31), at least three layers except Anslie Il o m s A0 ((31) (8 R Y1 el 5 il sl Gy el 63U S g 2
the foundation face according to the required colors, the price includes the following: o e oy madl ccosllndl 0 5 (ol
Emulsion |2 Treatment of all cracks in the wall wherever it was with required materials. Agslladl ol sall ,uﬁm\ia-\.;{ Wl Jlal) .»\»“ =y ulh. J
Paint b- grinding and applying putty for the internal walls and ceilings, . LOsaaall ,As.fu i) g Al \‘)L‘)A,hh 5o uu:, s m? 35
c- cleaning of the windows, the electricity systems and the ground with all the necessary materials to complete the work ol all G 5 Janl) JLaSY o 5501 31 sall gaan a1 el Sy (381 ) Bl e Alsiladl
according to the and the i of the to ensure full coverage of the walls and the ceilings LA ¢Sy i 5 2l ALISY Al ol Anieadl RS20 Cilatas
with the internal emulsion paint.
Cement Tiles (el B3
supply and install cement tiles outside & around the bathroom building G (20) with minimum breaking load not less than 20 | / 520 ce JB Y S &sen (o 221 32l 00 (20)G plasll (s Jsn s g S el B0 S 535 35 53
N/m? after 28 Days, size(4*40*40 cm) according to the diagrams and specifications. The price includes the following: il e el Jady s puatin JSI) o) sal) Cishatia s J ghecas (ae 40 * 40 * 4) paa s spie sl
a-leveling the ground level before installation of the concrete tiles with required slob. o sl 530 gl iy )y 2530 il g o sllad) ol i L) 35 8 (s Y1 e
b- lay the single size backfilling with thickness of at least 4cm. il pesigall 3 e Badiadl il gsen )
c- Clean the site after completion of all works. (e Falia fecan 3 g a5 a4 g Ji Y gty
Cement Tiles |d- leveling of the manholes with the new cement tiles. Bainall 5LV B s S e el i ) Uiy g A1 m? 60
e- Mortar to be not less than 4cm. L aad) Tan¥) B el (5 siase po AL Gt 5 lna,
f- Clean the site during and after finishing the work L dem ge 05 Y iSlay S U Aigas
iyl etigal) ot e R 33U 31l sl WU s 5,
danll o el s 5 Jadl 38 g sl s
Aluminum Windows PRRPPCTRERIC
Supply and install Aluminum windows which should be painted with paint not less than 16 micron, and the frame should be | sl s pes 10 0o Jis ¥ ey 3lalls (33 S34 16 Co i ¥ s (Tl 0 e ssiall ol (a3 o
Aluminum | with section not less than 10 cm, the shutter frame with section not less than 3 x 6 cm, with moveable aluminum fly net. Sl s ) il g Jady s g o stV (e 48 jate Jade i3 e anfx3 o i Y gy ) N "
Windows | The price includes the all necessary galvanized metal pieces, chrome and glasses with 6 mm thickness, raised and rubber JETCEV St S IS RENE D ES R PR UVE EET L
belt and aluminum polts , brushes and marble sills with what necessary. 3l gen g 2l s o iVl ey Sl LSS S 5 o pefs ASkae gl S|
Windows protection steel grill : PR
supply and install a rhomboid galvanized protection steel grill of a thickness of 2 mm and slot 2 * 2 cm, and the price el el 5 e 2%2 Aty e 2 Litl) Al oma JLE 55 ke (na Ban 2 S 5 2
includes: (0.5% 3) (b8 Bpas lanssa (3n AN Y15, (0.5%4%4) o Bnas Lls) e o)l Y1 |
Windows | The outer frame of metal angles (4 * 4 * 0.5), and the internal frame of ron sheet (3 * 0.5) » - 1 50 S 5 GVl L Sl 30050 (0.573) o e 30m 00 4 Bl s
protection | - Vertical and horizontal double Strengthening of iron sheets (3 * 0.5) and the mesh between them in both directions and , . < i Bl B Ll gl sty 4
steel grill: |EVerY 50 cm, and the strengthening also used at the areas of the mesh connection . ol gl Slasded cans 5 dlasll a0a ) obasl‘f,s Da G s s il il 7
C. Install the mesh well by rail in the walls or protection iron according to the site engineer instructions. Sy dpnand) GGl g Sl 5 g g Ll Gl 5 Akl e 503353 () las e
D. supply a 3 faces of oil painting and ensure the coverage of all the mesh , angels , metal sheet , rails and rails after LG b Al i) sy plall s )
welding after establishment by a spray .
Metal doors Absal) Gl 5Y)
Providing and building intersection section vasson doors 1.25" plated with sheet of two faces, thickness 1.5 compressed of two faces, the price Lol e e, il Gl 1.5mm ASla zls mhoas 1.5 e & geald ol gl S iy e
includes .+ dady |
a-supply and install a concrete frame with a 1.5 mm thichness and a depth of 5 cm from both parties bRl e 50 Bents 1.5 e Ly Sl i |
b-Install the frame and the door and promote all the frame by suture with a special welding . N
cnstall hinges high quality cylindrical locks,hands, stoppers protection grilles for dischargers made from the flat iron section 16x8 mm. N - ol ol 50 b e il JulS ey Sl Gl S S
d-supply three faces of oil painting in addition to the foundation face. o Sl e Slasemn i 5 il 315 1581 5l e a5 YLl S i
e-traet the door concrete frame with the needed plastering, - Bx16mm ghis e 33a
f.installation of a Marble threshold at the bottom edge of the door with a thickness of 3 cm from the finest quality with needed mortar to get ol e 0335 3 T A
Metal doors |the job done. L el s 23 L gy il indly 5 il O ) Sl dallass|  m2 25
g—cunilructing anew door upenninguwuh all neccessary actions if needed which might include but not limited to: Gaadl ¥ A 3001 45 5l pa lia¥) 358 (o s 3 ASlans g3 a5 e a5
1. making an opening in existing walls. e 5 4 Py . s
2. remuv?ng xnz cleagning dehr: materials out of the site according to the instruction of the site engineer in Coordination with the concerned %Ah“ o Y Jus U““J )‘\1\ o lslnl J‘_u)l! e C‘ e »ulj o
_ £ o d K e 1
3.repairing and plastering the concrete frames of the doors after being swished properly. el g Buniily i ptall i) Sl i @5l g A 4t alidly 2 3150 gl U152
4.making of neccessary lintels according to local specifications. Al
5- Installing marble sills to the doors thickness (3 cm) of the best quality. T L 3 ) a5 sy 230l 3
lae L J panall Clieal gall Cana 5 Sl A 30 ClASSH ) cilaadl) Ll 4
ilioa¥) 3 al e 3em ASlam S0 o8 ) Skl S 55
Wooden doors Aplald) Gl Y|
Supply and install an interior wooden doors with or without discharges, Swedish squeeze with a net thickness of 45 cm with o e 45 ALl A8 (53 g (S, Slacnd ) s 032 ) e Bl B ) S5y 25
zanwood from both sides on the Sweden Frames (4.5 * 12) from the top and (4.5 * 18) from the bottom part within Gasa Ja! e (18%4.5 ) 5 eV (0 (12% 4.5) 2 S5l n o Oaiead) e pesiSa 5 Slae|
White wood filling materials (3.5 * 3.5 ) and vertically perforated for ventilation with a thickness of 4.5 cm and a width not Sl (0 p(6-4) 252 Y G gms 5 a5 ASa 45l L pac Aa 5 (3.5%3.5) il i il
Wooden :ﬁe::tl:\igr:ai:rlnzf:“rr:r:}ll:nthlckness of the slot of the concrete wall for the purposes of plastering with installing the frames, and | =itqll cu s 12 e Lk Jis ¥ fussin S 5, 3ol i g s jondl £ A o)
gth with thenecessary wooden frames in case of existence ofChinese tiles , and the price includes Jay ol 5 el W 3my Ja i3] m? 10
doors | A supply and install three Faces of oil painting except the foundation face.

B.adjust the door properly either by raising or shearing it in order to match the tiles level
C. Supply and install the door accessories such as (locks, hands , 3 hinges, )

D. Plastering the door frames after swishing it properly.

E.supply and install marble thresholds with a thickness of 3 cm of the best quality.

o) 4y e L 3 Al om0 gy 4330 3l |

B s g i il ) Gy e o s S il L
Lo, Sdlad 3, s, SVLE) Jie Sl ) S S iy 255

i L aay ol g1 & ) aans |

e g5 Jml (e s 3 ASlans e e S5




The Roof and Anti-Leakage waterproofing

T s g Juas ]

The Roof | 1P the roof by normal concert G 15 with minimum compressive strength not less than 15 N/mm* after 28 days, thickness | s 28 2 2ela/(5x3 15 (e U5 Y 5 s mS 58 (15) s oo e 2 0 ol 3 320 o
and Anti- | 375 €M at the opening of the spout, and making the required slopes according to the drawings, over it two layers of mixed Q\ﬁ—\}‘,%‘\‘ ;(.:._\ \«_)u bl e Al Jpdl J;a; uu):{‘ Retad 15-3;)9« AS)«a;
Leakage asphalt thickness 2 cm, then making single size aggrigate sprinkling over the mixture according to the general standards of LSy (el Aelall Al Sliaal gl o 3 gus) 5 S (30 AR (358 Fpansandl A5 5 e 5 s Al m 27
waterproofin ¢ Buildine : ! i
- Lower layer: class A (asphalt standard 80/100 ) (80/100 e il ), | Ciiam G il 1
& - Upper layer: class D (asphalt standard 20/30). (20/30 e calial), 3 i & all il 2
curb stone : oA s
Supply and install a concrete curbs stone class a ready-made with a breaking force not less than 25 Newton / Mim? after a 2ale/(555 25 Cp Ji5 Y S 5 sk el 8 3aka ) it (S san) Al sa iy el S i 2 5
28-day (12/15 * 30 * 50) with an apparent rise at least 20 cm and the price includes : 2 onedl oty 5 e 20 G S Y a5 ((50%30*12/15 ) o o2 28 2
curb stone |a-compress the soil and spray it with water to strengthen parties with a normal concrete (15 * 10) cm and the price oy saadl 5 pua(10%15 ) e fisle ey iLRY) e e sl Lo, 530 )| m 60
includes Gl eigall Cilaglad y el pall G duala Slilay iy JBY1 s 5 Citad) AaS ol
B.apply cement grout and paint the curb stone with a special painting according to the specifications and instructions of
the supervising engineer.
6" pvc pipes "6 4 s el 34
Mechanica Works | 6" pyc pipes | SUPPIY and install 6" PVC pipes, hickness 7.7 mm to connect between manholes. The price includes excavations,lying out, R in g Ll sy PV.C 5 sl S o ple 77 ASkas 517 S e S Sy ] 30
adhesives material, required fitings and back filling over the pipes. e 5l G5 el A S0 el 5 a3 33l a2l il Sy ey
Toilets pan Ayl gl al)
Supply and install Arabic toilet pan of White painted chinese pottery size 46x56 cm, the price include reinforced plastic Jady sl B 53 ) dpeally Ml Al s andlBX56 el A e i) pe S s b 5 5
pipes thickness not less than 5.30 mm and 4" diamerter and required fittings from the toilet until linking it to the main Alay a pala sl e 1 4 ki ale 5.3 e Ji5 Y ASlaw (5 shal) luOU) (e iy yealll il gaf
Toilets pan |drainage pipes to the nearest manole outside the building , install short neck chrome tap 0.5" also install water flushing 3335 Al 3l s Jlanials SBla g sl 7 s G 5l el g 5o lumpsum 4
hose to be palced at (50-60) cm with (80-120 ) length for anal cleaning. The price includes the Remove any waste and ) e A 5 il ele ) e Lol 55 5 80 385 (9 1/2 S R il )
leftovers and dispose it properly in an authorized waste disposal site. 85l e alally SIS WA A1) Jay jaadls w(120-80) e 0500 5 (60 -50 )
sasiadl
Toilet adaptations for disabled (interior facilities ) Aauall A 5 51 pamada plas)
Adapt existing toilets for access for handicapped students( » ) ) RSl Be Y1 (555 Sl U8 (o p)3353 Cilaben ppans
1.door with a minimum width of 90cm and the door should open inwards with an easy used door handle (no rounded e ) pUaREY Al iy, SR 5 o iy o 90 o Jis Y i pms i1
332:2 )l;arshaH be installed along the wall on the side of the toilet seat (height :70-80cm , length:depending on cubical (el i s
il - +/0- . g L . ¥ - . - 5 - al L
Toilet | ) material:galvanised iron tube(2.5-3.5cm) diameter and another grab bar shal be installed on the opposite side of the saniall il Blall ko e (03.5-2.5) s il sandl i e ol s 2
adaptations | jjet seat (hight:70-80cm,length:80-100cm),material:galvanised iron tube (2.5-3.5) in diameter . e (3.5-2.5: )1, dynd V) Banddl pa (e i sl o 80-70: £U) B AV o 1
for 3. a toilet seat shall be installed with a (40-50cm) hieght equipped with flushing cistern . 1 i) A ) saxiall ALGA Agally an3.5-2.5) i giliadl 3oall Sl e cluaill
disabled | also install water flushing hose (3] i el 3 s n (s 50-40) gl dunid1 822803, (ame 100-80 @ Ik, o
all specifications as per drawing attached il ele 5y Gl Ll a5
© 8 pall il g 5 paelacill 8 5 sl sall gian,
Supply and install bathroom sink + plas Al GuS g 3 55|
Supply and | Supply and installing sink White painted chinese pottery , size 41 x 56 cm with a pvc flexible drain pipe, D= (1.25" ) Gl Jusia PV.C st s p 41X56) o (¥l (pisealy (laall Al o Julin S 58 o]
install connected to the overflow ,supply and install plastic pipes for ground stretch with diameter 2" thickness 3 mm until the Al s a3 ASLans (131 2 T LBy el g A g5 A )l sty Ausiall 29535 e 11525 Lk sink 4
bathroom | ground drainage (floor trap), supply and install of long neck chrome water tap (0.5" ) and fixing the sink properly to the wall | 1xs Jlsall Al it Jay saadly 3l sl ) 5 1/2 58 i Aduskall 32335 a3V el
sink using suitable materials and installing supporter to it of galvanized pipes, diameter=(3/4"). Ll el i s 3/4 ki Al sall G Lgd Alda uS i
Floor Trap ) iy
supply and install floor trap with 4 slots of PVC( 2/4" ) with two chrome covers, one lath and the other sealed, size 20 x 20 ik Laaaal o g Sl e it e GIIPVC 2/8 (o Sl g ) 53 i) sl () e S i ]
Floor Trap |<™ ke ) ) i pemall G0 i el B33 L) Jas )y ani20x20 s Boa 3V Floor )
The price also includes the drainage laying out from the floor trap to the external drainage network and the nearer p3k e gy le 5.3 Al (A1 4 S L3 e Rl gy (S i il Rl el Trap
inspection hole by Heavy duty PVC Pipe with diameter 4" thickness 5.3 mm, and all the necessary fittings . i)
Manhole ) 5 ks
construct a 60X60 CM manhole with cast iron cover. the price includes the excavation and building walls thickness 15cm 30 20em 522l s 15 ASkaw o) paall eliys il Jady jadls s 60%60 ALalS (2505 5 sin Jac|
and a foundation with a 20 cm thickness of the reinforced concrete grade 22 and the anti-salty cement, casting the sewage | Ja1l s s il Jia s 5 séadl 213 (5l cinm g 303l il a5 (22) A2 Al Rk 31
Manhole |inside the manhole, benching internally, plastering outside places, supplying the manhole with circular iron lid of average Jady s 4350 (55 b siall g il (a5 53 sy ellaiy il 34555 7 JLAlL 5 aLEN (SaYT5| Hole 5
weight of 50 kg. and the price includes the the reinforced concrete around the lid according to the specification and painting ellaall s s 0 5) s Jae SIS g i) sall s Dl 5L L pan g elaidl] g Aadosall Dol A La|
the lid with black color and lubricating. . penl)
s A,
S ol 0 32016 e i 36 3 il a(2m)S sl slsall LS (3R S 5 ot
Water Tank ol QY ol iyl tigall 8 o o i) o Ayl oy il y il sl (paa
supply and instal plastic water tank (2m),(3)ayers food class. The price ncludes; flat vlve, nlt, utlet valve, air ventilation and . s £ (s s el Sl 55 (e 13/ 38 il e, iy
buoy diameter 3/4" of the type of high pressure and cleaning valve from the bottom, pvc pipes and fitting to connect to water net 50 kil ("1 734, "1/2) At (p) Sl N gy gl (o By i
work as required :o feed tollets, w:shlr;g b::n an(d t:tpsam;i;‘and(he price also |nc\udesdatl:ck for !hle tankld:or fand msthaI‘IWi ? el U8 Ll ey pmdly, A stiadl UYL ol iy il oladl 52 25350 bl A0 a5
major water supply pipe as required under the instruction of the supervisor engineers. and the price also includes for each tank two | S N TR s s 50
Water Tank ||t and three butterfly valve diameter 1/2" & 1", and feeding pipes up toilets washing basin , and drinkers by PVC pipes with ‘*'L’;“‘Sf Lomd ey ol ll el I8 G st g3 LS T ool il iS55 A1 Tank 4
appropriate and required diameters with all necessary such as corner bends , pieces, tie pipe fitting , reducers , and the required | e el Al ol Judidly M S T g ey 05 U9
valves with copper tongue , the necessary excavation works for the passage of the stretches  inside the walls of buildings or ey ¢l e gy Shoslity ety dusy s B3 218 £ e p 3k Lo o sty T
A2 21l Jayy Al A2 Bapnadl 5N Loy Al 520 Baganll s 540 oy
outside and the accurate re-repaired , wrapping pipes under grounds with two layers of tar jute and three faces of asphalt with J e " ’
capacity of 2 cubic meters and test the network and the water tanks . sl s LS el e g Bl pusteall Gl Rl S Al L)
AN and g ool A ks gl € ol L sl e Pl a3 ol
Rain Spouts sbeall ol 3l
Supply and install rain spouts with metals ties each 50 cm, and the required fittings, in addition to install opened bend at il b b g S a5 pn A ) a5 50 S Aiandll Tl jall e shaall sbae ) e S S35 o)
Rain Spouts | the lower side of each rain spout and casting concrete base under the bend e i Bl A LS ey )3 S LM 7
a- Enhanced plastic pipes, diameters 4", thickness 5.3. 4553 ASLaws (5 she LBl 30 6 4 518
Rain wire: 1 goha dlla]
supply and install of the cable (3 * 6) mm? visible or hidden depending on the nature of work, the price includes: $ ety ndl  Jaall G caea ik ) Al mm? (6%3 )JaS S 5 5 e
A. Excavations required for cable and its connections . sl Jal 2501 il
Electrical Works Rain wire: [B.install manholes according to the specifications and the work requirements and then put the backfilling materials over it e S Le )l s3le ] 5 485 palall o Jaall il 5 Cliaal sall i Jgie Joe O m 50
and then return the situation to what it was . a5 g i Al sl iy 3538 o Sl s o Ll ga Jal) ot s i
C-in case of connect the cable aerobically , the cable must be extended on Konzzalat and install the cable by cups and L p3b e g s Just
antenna wire to hold the Cable and all what is necessarv.
Lighting Unit 33V b
supply and install fully lighting unit including electrical connections and switch , That contains a capacitor to raise the o gsind ol o (el el Al sl Cidbia i) SIS A Lay 5 a8 U1 Slan g S i 0 5|
power factor to (0.9), (36 * I) watts with a plastic cover. LS et e L5 (U%36), (0.9) G 3l e g ) S|
Lighting Unit
1. Florenst 1 * 36 watts with a plastic cover (S5 Ut pa Ll 36x1 iy | Unit 2




2.Globe Wall light unit Capacity 100 watts with a metal protection cover - e iy e b5 100 Aaw s sha kils igls| Unit
Electrical Circuits Breaker sl gl
Supply and install electrical circuits breaker Automatically Magnattsaa thermal capacity of 20 amperes within a metal box 4 Aalal Gional) dulall Gaia paal 20 G slaliin (5l (Slasis) A seS L5 ald S g o]
Electrical  [hidden in walls and contain the necessary cleats and the price includes delivers nearest distribution board by Cable 3 * 6 S Ry R 552l s s oy ey B3 il o sy Olal il
Circuits | mm and the price includes excavation required for cable and extension and work manholes according to the specifications | s dsie dae s 33ally Jul 5301 Sl il s sl ool fash o it 1 2L 20653)| (177
Breaker e i s JuSl anaiAlla g adde IS Le ) gl Bale ]y 48 aalal) o Jaall 3 Sl yall|
GRSl o 5 e g s Dl s ol G ey Gl i 234558 e Ja)|
byl gl Gl pa g clical all
Electrical wiring : T ) DL
Electrical supply and install internal electrical wiring to accommodate (3) fluorescent lights and (2) globs including swit:h‘es ,outlet, e s il Gl ey cagls |2);‘ u—),l:dv (3) rbasiasY A8l Aty el d)—_\" S s, )
wiring 2.5 mm main wiring from circuite breaker to the electrecal outlet , and 1.5 mm for light connection , the price includes all m(,al\ Joa st A-_l.s s e\f,)aﬂ‘ (S M‘ EHll e dumy (22 2.5 ) iy il bl jop
fittings such as (p.v.c pipes , flexible hoze , boxes , switch cover , main circuite , board box ). gl gty (b, il el (tion s ¢ RSO Gl e Ceadl guan el Jad
(A3 ) 3uansY s 5 (b giall
Connection Box Ura i) G gia
Connection | Provide and install lighting point grounded and the price includes plastic pipes and wires booster section 3 * 1.5 mm and 153 e Dl 5 PVC &y siad L5030 gl 3l Sy o)y AlS B o 501 Al S 8y s o
Box |back box and keys and switch on high 2 meter from tile | surface until the electric circuit breaker and all the necessary eV 3 Lo e s (el lf i (L3 s (02 i) o) bl s a5 20l
materials and reauired work by specifications system. lical ally il s 3yl
Demolish |Demolish the old Bathroom units Tl Glabaal) @lan g pt
o | bemolishing works| _theold | remove and demolish the old bathroom units the price includes removing and cleaning dispose materials out of the site s gl A i il ol o g iy A1) o) s Al Bpmdll Shin gy WY
Bathroom |according to the instruction of the site engineer in Coordination with the concerned authority L) leall e Baaatilly iyl (etigal) Slaglas|
units

Suoplier's Signature & Stamo.




ACTED

Lot 1, item B: Abu obaidah secondary-males

i) g sl Jusi|
d Grading Works: sl sl a5 Slae 483055 Bl 3 ¢ 5 ¢ st 5 US m dpsndl] paas i
General site | Excavation | A.grading and excavation untill 50 cm from natural groun level and should be compacted. ke L) ]yl S il iy g el e el i) it el a3 il s
o Fethworks | and Grading | B.temove and clean dispose materias outof the site according tothe instruction of the concerned G0 e i i g Sl ol el 2 05 0f o B S Gt s 30
Works: ~ |authority. okl i 1 e
Excavations by sl
A.rock and soil excavation according to required dimensions of to reach the required levels. il s e ) ) pum sl llaal) a5 Blac L 43U 5 ¢ )53 ¢ g yham 55 IS (n L i
8. remove and clean dispose materials out of the site according to the instruction of the concerned 8 (o 5aml) (ST 1 gyl il iy sl Cpmn o] il by sl e 53
authority. s s ol e il il o5 IS e pie Al 3 chpall g5 (g 255 ol i) gl
and to use the excavation for backfilling and to remove the extra materials out of the site identified cn 3 Le e 0 %00 08 U8 Y oy Al il sy e 20 S i e palall 01553 el
by the related authority. L8030 5 53ee Y1 30 58 5 ) Wl 5 Cillaladall g Colia) sall
Excavations |07 to import selected materials from out of the site in case of the invalidity of the excavated s 6
materials.
C. backfilling should be on layers each 20 cm and compacted not less than 90% , with all what is
necessary according to the specification and drawings for the foundations and grade beams.
backfilling T
Supply and grading a selected materials. T nly olaly (0 A )l e Sty oy ) sl Apial g s (5 3m mm ciam s
The price includes backfiling, grading, watering and compacting(15 cm thickness) S ADPIGE VRTINS O
backfilling 15 A8k
a. Inside the building [ 18
b. Outside of the building s m? 30
Blinding Concrete Works Tal) |
Binding | SUPPlY and casting a normalconcrete G15 with minimum compressive trength not less than 15 U L3 28 305 2] (55 15 0 5 Y (5 s oS G558 15 An > ke Al oy i
Constraction Comrets |V/mm? after 28 days for foundations grade beams and slab on grade (inside and outside). iy ety n
Works
Reinforced Concrete Works Aalual) dlu A el
Supply and 22 with not less th 1 s sk ey sudls Loy 28 3ns 240/ 53 22 G 5 Y (5 i S 558 (22) R A B s |
after 28 d. ing; i I lab, the 3 Lo e s Aol A 201 ] pand ol Angad) oLl 2]y LS gan p 0 el
mild steel GR 40 of allrequired lengths and diameters, | s &l J1 315 JUSSN1 34 e (MIld Steel Gr.40) (40) o2 ool s s S o 5 sl sl il 0
Reinforced | the price includes cutting, bending, loosing, dowel bars, and steel lifting chairs, the extra lengths will not calculated, | JIsb) qauad ¥ sama (51 (o0 e sliadl 1B oy sl S A0 clle s spinll oy gl S5 ol 205 (ol
Concrete  |nor any allowance to it. The price includes all works required to complete the work according to the specifications. ) gl Salal 5 il gl Sl e LS 25k L a5 1283 (51 nen ¥ 5 55 31 m* 12
Works  |and drawings and the instructions of the supervisor engineer.
Block Works skl s
supply and building hollow concrete blocks with minimum compressive strength not less than 28 2535 G 5 Y (5 i S sy A ot o steme i (g A s Ol elicy
35kg/cm? after 28 days and the price includes the cement and the sand with ratio 1:4 with cAng Ol e Janll SV a5k Lo gan s S e (Jasll s Sitand )4:1 Ry B gl Jas jadly La
Block Works |Installation and what necessary to complete the work.
a.Blocks thickness 10 cm for the partitions walls and parapets. Ay yeally plol ll 110 ASkass cis|  m? 20
b. Blocks thickness 20 cm for the external walls. g SN ) poall w20 ASle sk 2 50
Exterior Facilities to disabled toilet ek
supply and install Disable facilitating concret Ramps according to the design produced 5l e sl 5 il Rl BV 555 8 (30 23530 Al i ppan]
for toilet without any access steps :no need to build access ramp (A il Y1 el Bala Y ) 08 05 el
concret |-for toilets with access steps [ [ )
Ramps | 1-install concrete ramp (slope 5% , up to 8% in exceptional cases;width:120cm) (1 120 Lo, Al ill YA 968 1965 i) Ak i f pracsi]
2-install handrails for the whole length of the ramp (ight:90-100 cm, length:same as length of the |, ~100-90 ¢ ) Aiall ca 31 s S (3.5-2.5) sk clll 3l S5 (0 3 s 2
ramp , materialgahvanized iron tube(Z 5cm) diameter Al A 1yl s |
all i ver d L 588 l) Ca p) n sl ) e
Plastering § sl
Three layers plastering of cement and sand with ratio 1:2 for the first layer, 1:3 to the other layers 311 Ay Y1 Fil 2:1 Ay a5 i) o il 2305 sl |
and fluidized material in addition . The price includes the scaffolding, metal corner, and the metal 1353 4535 0 7 20-15) e il el o) Essanall U 305 i) Jady ey a3l
lath (wide 15-20 ) cm by fixing it probably between the bricks and the concrete works and over the | . 3l L &l seSlls Asmaall ilapactl) o 2l Slasil) Al 385 A1) eV sl i Lo
Finishes different services systems such as the electrical and sanitary installations, where is necessary.
Plastering
a.Internal plastering, three lavers Gl BE LA m? 30
b. External plastering for three layers and the forth layer should be with shpreez sprinkle. The e A o Sl Akl e SrPywE
shpreez sprinkle should be with ratio of 1:3 of the white cement and Quartz with thickness not less | L33 5 sl dae, a3 e Ji5 ¥ AStaus 5805 1 Sl (o 301 Aoy S50l 425 01555
than 3mm, installation all the necessary links and angles and painting with the desired colors Ll el gl i a0 Ay aa U1 R
according to the opinion of the supervising engineer. m 0
Floor Ceramic Tiles Gils S S s B3]
supply and install ceramic tiles for floor, class (a) size (30*30) cm?, thickness=0.8cm,the tiles and I 55 080m = e ¥ (30 30) S () o2« a0 el B S 55 5
filling materials should be approved by the site engineer, the price includes: Jady uadly iyl gl 8 o ladlie) e G g 31
a- Install single size aggregate with thickness not less than 4cm & mortar (thickness 3 cm) under the S i o 3 ) B o2 e G ¥ e faan 3155
tiles. i pall il by bl 5 el g i s 2 V) 24
b- prepare the ground properly to match the required level according to the supervising engineer. Bl o) gall A e S0 Gl g Lt palasl]y Sl LG 1 4013)
Floor c- Remove any waste and leftovers and dispose it properly in an authorized waste disposal site. Slalal i g a3 g pladuly Jaall 138 Al 1a gt 5 355 g a3 3l sal) an 1S 555 25 55, .
Ceramic Tiles |d- supply and install all materials needed(filling materials, mortar etc) to complete the job Gyl gl ™ 17
according to the instructions of the site engineer. a1 e m oAV g gl i 0
e-clean the site after completion of all works




Wall Ceramic Tiles Sl Sal e I3
supply and install ceramic tiles for walls (tapstand and sinks), size (20*20) cm?, thickness=0.6cm class Al a1 ) gand 15 0.60M = s 2 s (20 * 20) b i il O i€ 585 355
Afor the bathroom walls and the windows lintil beam and the upper edge of the partition ,and rinse | L33 sie L3l iSlew e ¥ Zumy i sall il e b sll Gl a5l el oy ladld
the edges so that the thickness of the tiles does'nt appear at the outer corners, And installation Al A g5 Judkiall 5 el s sl 5 sl Ol i (e a1 LSl plaily cudil 5, A |
using cement grout on the brick and concrete walls and water tapstand and sinks ,the quality of the Uy nadly iyl utigall U8 on a0 cina
filling must be approved by the supervisor engineer , the price including: RSB Ul s sy (om Janll 138 ALY 203301 31 sl e S 55 2055 |
a- Supply and install all needed material to complete the job(filling materials , plastic corners s ) il 8l 3 s IS g el il Uty gl 203 o
b- Remove any waste and leftovers and dispose it properly in an authorized waste disposal site. sl Alle 0585 0 g Jale V1 A0S Siglali g 2 5 (5 steaay (9585 O g el el i s B
|- Prepare the edges of the wall ceramic tiles at the same level properly and the finishing of all work JERRRY
Wall Ceramic | 1,5,,1q be high standard and alligned. iyl il G g st s stesdl ) Gl 8| 2 60
Tlles d- level the walls to the required level according to the supervising engineer. e s (3n LT 203 g pal) i
e clean the site after completion of all works.
Emulsion Paint S 3l
supply and install emulsion paint according to Jordanian standard specification number (31), at least | cslll a5 lie 1 o sy 830 (31) 43 252 91 15 il bl 2l 63 5 51 3559
three layers except the foundation face according to the required colors, the price includes the bl Jas el ollad 003
following: A stlaall ) pall Ala8dy ina g el ol 3 G2 gan Aallas |
a- Treatment of all cracks in the wall wherever it was with required materials. Ol plaAtls G5 A G aall e Aallaa s i
b- grinding and applying putty for the internal walls and ceilings, il gl g Janll LY A 3301 3 sl g g 1 ol sl S g 3830 B e Alsiad
Emulsion |- cleaning of the windows, the electricity systems and the ground with all the necessary materials to O ¢S Gl el AL il il im0 Sty 2
Paint | complete the work according to thy and the of the to
ensure full coverage of the walls and the ceilings with the internal emulsion paint
Cement Tiles PEREE
supply and install cement tiles outside & around the bathroom building G (20) with minimum [320 05 05 Y uS Usan o 1 220 14 (20)G sl e sy g IS i B3 S 5y 355
breaking load not less than 20 N/m? after 28 Days, size(4*40*40 cm) according to the diagrams and i b oandl dadyy (usia JSI el sall i shatia s J sioas (ae 40 * 40 * 4) pan s e S|
specifications. The price includes the following:
sl 5300 ol s oy B U il sl el o L3l s 5 8 Y1 e |
aleveling the ground level before installation of the concrete tiles with required slob. Sl el 08 il cydiall gen I
Cement Tiles [b-lay the single size backfilling with thickness of at least 4cm. (i) dpulie e S il e SV ps | 2 40
- Clean the site after completion of all works. Sasinal) LY B s S e Galilly i 51 Utk ) L)
d-leveling of the manholes with the new cement tiles. sl a1 IO e i g il i
- Mortar to be not less than 4cm. L em e J5 Y Al oS R
- Clean the site during and after finishing the work ) i) e i S gl 12850y B 5
el G ) 205 5 Jandl I8 sl s |
Aluminum Windows paia sl ulud
Supply and install Aluminum windows which should be painted with paint not less than 16 micron, Ul s 10 Ge S ¥ s Blally 03050 16 0o i Y o3y s 0 e g sl i S 5y i
and the frame should be with section not less than 10 cm, the shutter frame with section not less Skt L U5 (Bl ey sady p sal¥1 0 38 pake Jide i3 gon X3 08 iy ¥ ey i)
. than 3 x 6 cm, with moveable aluminum fly net. The price includes the all necessary galvanized metal | i3y S & 530 il dieall il ssan 5 Jandl S 330 2l e i) 350 0 3
A‘l\'/“':‘;"a‘;"s‘ pieces, chrome and glasses with 6 mm thickness, raised and rubber belt and aluminum polts , Sl g o il ppsal¥l ey Sblaall LU ISy 500 06 28| m? 3
brushes and marble sils with what necessary.
Windows protection steel grill : PEEERY
supply and install a rhomboid galvanized protection steel grill of a thickness of 2 mm and slot 2 * 2 et andl s 2% Aatiy 5 ale 2 St ASlen e JS2 3 e ane B L2 ST 5 05
cm, and the price includes: (0.5% 3) b Ayan Sillanssa G Al Y15, (0.5%4%4) 0 a5 0 o A1 Y
a. The outer frame of metal angles (4 * 4 * 0.5), and the internal frame of iron sheet (3 * 0.5) s 20 50 S 5 0aiVl 5 Lagdy L2 3 3533 (0.5%3) Lo st s Gon i1y Lyl 2l i
b. Vertical and horizontal double Strengthening of iron sheets (3 * 0.5) and the mesh between ) o 5 3l b L iy p2iis
. them in both directions and every 50 cm, and the strengthening also used at the areas of the mesh il gl e s a5 ol pin S Bl g ) st
Windows |/ nection S el ) sl 555 L S Rl e 50523 i i dee |,
protection ¢ |1 tall the mesh well by railin the walls or protection iron according to the site engineer G 28 A ol sl 3 st 3
steel grill: instructions.
D. supplya 3 faces of oil painting and ensure the coverage of all the mesh , angels , metal sheet , rails
and rails after welding after establishment by a spray.
Wt doors PR
e ‘5 o face, thickness 1 | iy, el e S, eal) e 1.5mm A8t rloas mhoas "15 gl sealh ol s i
2-supply and 1 5am +dady
P (xR (e SEm Ganss 1.5mm At sl Sladl oS 3 |
cnsalinges! § ! A A 0T e Gl S 55 Sl Gl S i
n houmill Ailas Clasemn o€ g il 5381 151 3 af m 2l oI VLl S 5
e-traet the door concrete frame with the needed plastering. . 8x16mm ghie Jase 3
the door witha with needed o |
Metal doors | onemcme s wdons et 3l L ey Sy 5 m? 25
1. making an opening in existing walls. ol a3 33U 45l e a1 3 (0 e 3 A8k 530 4 e S 5|
the S e oV a5 a1 038 0 el (om 43 L S g oy A2 |
<oncerned authory. o
p the Sl i o) A e 1
4 making of neccessry lntel according to local specfcaions. lgall o il i) il bt i 8l S e iy o3 1 350 iy A3 2]
Al
L a3 Y1 ladle sy £30al 3
Mlaa gy J panall Cilial gall canea 5 il A 3301 AZSY ) ilaaill el 4]
sl 3 eal e Bem ASlec ) SIS 2w S 6]
Wooden doors FRCEORIY
Supply and install an interior wooden doors with or without discharges, Swedish squeeze with a net Slae o o 45 Tl AL (5 S, Sl 5] IS 058 5 g SIS T il S 3005
thickness of 45 cm with compressed zan wood from both sides on the Sweden Frames (4.5 * 12) fromthe | Cafa Gl i e Jil) e (18%4.5 ) 5 oW1 0a (12% 4.5) 223m 525 e Giead) (a0 0|
top and (4.5 * 18) from the bottom part within White wood filling materials (3.5 * 3.5 ) and vertically 1aall Aa ASLam (1a pus(6-8) 333 ¥ a5 o5 ASLams 435l L gae A 5(3.5%3.5) |
perforated for ventilation with a thickness of 4.5 cm and a width not exceeding (4-6) cm from the 8 U A i 12 0 el i ¥ A Sy, 3l i il 2 ALY
Wooden  |thickness of the slot of the concrete wall for the purposes of plastering with installing the frames , and rail dats )y e B sg da|
doors | ot less than 12 cm in length with thenecessary wooden frames in case of existence ofChinese tiles , and o ey e L Al ) ey 0 G | 6
the price includes. ) Ul 5 e n ] Gl G 0 L g 2 il e
A. supply and install three Faces of oil painting except the foundation face. A, Clead 3, (g, CE) Jia ) S ) 1S 5 2055
B.adjust the door properly either by raising or shearing it in order to match the tiles level. s L 3 i1 AL pmpnn
C. Supply and install the door accessories such as (locks, hands , 3 hinges, ) . . A N . i
. Plastering the door frames after swishing it properly. o el e 3 8 gl o i a5




The Roof and Anti-Leakage waterproofing

Slop the roof by normal concert G 15 with minimum compressive strength not less than 15 N/mm?
after 28 days, thickness 3-5 cm at the opening of the spout, and making the required slopes
according to the drawings, over it two layers of mixed asphalt thickness 2 cm, then making single size

Al ey gt |
2228 2 2Le/ 55 15 e JBY (5 s S 55k (15) Aa s Asle At o andl (e 320 e |
s (s i) gy e ) e Al sl a3 3l a3 e (5:3) (30 Kl

The Roof LS sl abel) Gl il ) a5 33l oS (o RSN (358 Apansand) 2 e 5 o 38
and Anti- | 2EErigate sprinkling over the mixture according to the general standards of the building : Rt
Leakage | Lower aver: class A (asphat standard 80/100 ) (80/100 el ). | Hm Bl Tl 1), .
waterproofin |- UPPEr ayer: class D (asphalt standard 20/30). (20/30 e i), 3 i 2 slall el |
g
curb stone : 088
Supply and install a concrete curbs stone class a ready-made with a breaking force not less than 25 | s Zole/(# 25 0o J Y 5usS 358 aiall 5 3ala J5) i ( 0028 ) Al sa iyl (€ 535 2055
Newton / MIm? after a 28-day (12/15 * 30 * 50) with an apparent rise at least 20 cm and the price omedl Jas 5 2 20 o S Yl gli b (50*30%12/15 ) o o5 28]
includes : oy el 5 an(10%15 ) i due i LY pe S e el L) 5 200 |
curb stone |a-compress the soil and spray it with water to strengthen parties with a normal concrete (15 * 10) iyl el ey lical all ien Auals iy i LY a3 5 ciea¥) eS| 30
cm and the price includes
B.apply cement grout and paint the curb stone with a special painting according to the
specifications and instructions of the supervising engineer.
6" pvc pipes. "6 &Sl i) 34
Supply and install 6" PVC pipes, thickness 7.7 mm to connect between manholes. The price includes ) i Gt Gl PV.C 5 shal S on e 757 AShas 96 53 e 50 S 55 o
Mechanical Works | 6" pve pipes | excavations, lying out, adhesives material, required fitings and back filling over the pipes. gl 5 5l S il B Bl 30 il Juy padlyf 30
Tollets pan High quality Tl Gl
Supply and install Arabic toilet pan High quality of White painted chinese pottery size 45x56 cm, the price include L3 58 ¥l el Ll Al e w5645 S e Sapm 53 e il e s S5y 25
e I I | S S0 e 63,0 e 0 00 s
install water ﬂushmggha::[sleam) to be palced at (50-60) cm with {sn}zh)lengm for anal cleaning. B price 32330 Al s gall iy Sl ill £ IS S S o A Al il oy Sy Arabi
Toilets pan includes the Remove any waste and leftovers and dispose it properly in an authorized waste disposal site. ) BHS e 4S5 5 R ele (B Ut i Wy 355 S 30em 48 U 1/2 5 S Raiiny la sl Arabic 2
1l Lt Gl I WG D03 oy sadly. w(120- 80 ) 4lsk 052 0 5 oef 60-50|  TOIlEE
Bacind
Toilet adaptations for disabled (interior facilities ) Lauall Ao 551 paaia plaa
Adapt existing toilets for access for handicapped students( ) A8l Ae ¥ (555 U U8 G o280 Sl praa]
1.door with a minimum width of 90cm and the door should open inwards with an easy e ga) R Al iy, SR G s o ingy pen 90 08 S Y s s 1
used door handle (no rounded handle ). (R Galid) plssi
2. grab bar shall be installed along the wall on the side of the toilet seat (height :70-80cm , Saadd) il Lailal) Jska e (23.5-2.5) Ly Gilad) yanl) Sy 5 (g Slsatll adia 2
on cubical size), i iron tube(2.5-3.5cm) diameter and i (3.5-2.5: 8, Ao 81 30l s e adingi sl pe 80-70: L)) A 4|
i another grab bar shall be installed on the opposite side of the toilet seat (hight:70- 80-70:g 145 ) i 31wkl AL dgally pui3,5-2.5) ks il ssall s (e il
Toilet | g6¢m,length:80-100cm), material:galvanised iron tube (2.5-3.5) in diameter . , (= 100-80: Jsb, o
3"3";::"’"5 3.3 toilet seat shall be installed with  (40-50cm) hieght equipped with flushing cistern (k) el g sgaa € (= 50-40) 5 aai il 543 | lumpsum 1
also install water flushing hose il ele () i n L Ly 5 )
disabled | ) specifications as per drawing attached 3l g5 el i i 51 2
Supply and install bathroom : plas Aluda S iy 3 8|
Supplyang |SUPPIY and instaling sink White painted chinese pottery, size 41.x 56 cm with a pucflexible drain b iy dusi PLV.C (s ol A1456) A ) inalls lld Sl o Julin 3.5 15
install | PiPe D=(1.25") connected to the overflow ,supply and install plastic pipes for ground stretch with i emall il s 203 S 512 had sl ,39-‘,—»«-‘!-& ) Sy 07-4‘ 2355 g 5125
bathroom | diameter 2" thickness 3 mm until the ground drainage (floor trap), supply and installof long neck 58 ol il Sy el s 5 51 1/2 3.8 i il 355 g0 o ¥ ST 2
sk |chrome water tap (0.5" ) and fixing the sink properly to the wall using suitable materials and Ll Lt "3/4 e Al sl g Al
installing supporter to it of galvanized pipes, diameter=(3/4" ).
Floor Trap ) |
supply and install floor trap with 4 slots of PVC( 2/4" ) with two chrome covers, one lath and the At Lol g S0 e e n GEIPVIC 2/ on Sl ) 55 35558 (i s s 5
other sealed, size 20 x 20 cm. 5 2 A 1 il ol s L)y 2020 S Sl AV
Floor Trap | The price also includes the drainage laying out from the floor trap to the external drainage network | SlS a3l Lo en s ple 5.3 @Sl () 4 58 WLiusdly ol pa Al 53 Q55 5 i o815 I gyl Trap 1
and the nearer inspection hole by Heavy duty PVC Pipe with diameter 4" thickness 5.3 mm, and all
the necessary fittings .
Manhole Al § s
construct a 60X60 CM manhole with cast iron cover. the price includes the excavation and building % 200m 532115 pe 15 A8 o p2al) olizg s sinl) Jas yrlls pm 60%60 ALS (55 5 i ac|
walls thickness 15cm and a foundation with a 20 cm thickness of the reinforced concrete grade 22 o8l iy 5l 305 (5 el i 23 il i) 0 (22) 2 ALl i3
Manhole | steel and the anti-salty cement, casting the sewage inside the manhole, benching internally, el PS50 05 e siall gl 52 S i el 6 il 56 @RI S UGSV I 3
plastering outside places, supplying the manhole with circular iron lid of average weight of S0 kg. and | sl &l (s e S, iyl ooin SIS 5 Lo gy bl Aol B 0 Lo
the price includes the the reinforced concrete around the lid according to the specification and sl g il
painting the lid with black color and lubricating.
Water Tank shga O35
supply and install plastic water tank (2m?), (3)layers food class. The price includes: float valve, inlet, i Lt e i el § " s ks
eu;:lz;lvzlve, airve:matien Land buo\(/ dlarjne(te)r ;/4” of the type of :\gh pressure and cleaning valve 3 Gl Gl el g e S50 8 Bl OPPe sl soll 5% 0158 S5y
from the bottom, puc pipes and fitting to connect to water net work as required to feed toilets, SR iRl el I8 e il e Kl gl Sl
h som. Hets, 5 gy ] (30 iS5 Gty Tl Tkl i (n (34 58 Rl gy ), il
washing basin and tapsatnds, and the price also includes a lock for the tank door and installing a TR N, ’ - S
. " - ) : a2 5300 il ("1, "3/4, "1/2) S8k (pvc) Sl eV any il sall (e sty
major water supply pipe as required under the instruction of the supervisor engineers. and the price 155 ot U8 Lind sy, gl Sy
Water Tank |also includes for each tank two vents and three butterfly valve diameter 1/2" & 1", and feeding S T ; Tank 2

pipes up toilets washing basin , and drinkers by PVC pipes with appropriate and required diameters
with all necessary such as corner bends , pieces tie pipe fitting, reducers , and the required valves
with copper tongue , the necessary excavation works for the passage of the stretches  inside the
walls of buildings or outside and the accurate re-repaired , wrapping pipes under grounds with two,
layers of tar jute and three faces of asphalt with capacity of 2 cubic meters and test the network
and the water tanks

| AL pand sl

s 3 Lo a5 ey s o S R 15515 o (o3 L e g shlnal 5 il
A AN ) Sy gkl Ay Sagaall il 30 ag 5y Aapl Sl 3a0 sl i A day md
3l 5 3l 3 il e g iyl gl (I Ly gl 2 3501 gl ol
4542 Gy el s G Len A1 sl o iy ilaall JA13 g aaly




Toilet adaptations for disabled (interior facilities )
Adapt existing toilets for access for handicapped students(
1.door with a minimum width of 90cm and the door should open inwards with an easy used door
handle (no rounded handle ).
2.grab bar shall be installed along the wall on the side of the toilet seat (height :70-80cm ,
on cubical size), iron tube(2.5-3.5cm) diameter and another

Al BV 552 (anada plaa|
) RSl BeYT (533 Sl U8 (o135 Cililas psans]

PRI i ) P Ay ey, SN A 5 0 ity pme 90 G it ¥ mms 1|
NESEONER]

o 5V sl sl Blall oo le (0n3.5-2,5) by ciliall 3psadl il 5 (om il i )
apall il Ga luadill yadias (3.5-2.5: 5k, L i) Saxiall s e adinid sk, pue 80-70: g))

eu.toilet  |grab bar shall be installed on the opposite side of the toilet seat (hight:70-80cm,length:80- 5xe3 (o 100-80 : Jsh, oo B0-70:¢5 ) i i1 S22kl il Gyl o3, 5-2.5) L il lumpsum 0
100cm), material:galvanised iron tube (2.5-3.5) in diameter . L(3) a1 sgaa n (e 50-40) £ Fund i
3.atoilet seat shall be installed with a (40-50cm) hieght equipped with flushing cistern . 90 il oS85V g i n o 50 285 e 70 £l il d
4. handwashing basin with a 70 cm hight and a 50cm width,tap handle must be easy to 3 5all S el 5 ol g i sl e
£rip(90°)turning bar and easily reachable .
all specifications as per drawing attached
Rain Spouts ol Gl
Supply and install rain spouts with metals ties each 50 cm, and the required fittings, in addition to | JS Jiul (3 o8 £ 55 s 5 o a1 (il 150 S Asnall Sl o sl sbon s S s 5 i
Rein Spouts | "@ll opened bend at the lower side of each rain spout and casting concrete base under the bend e AR RS de sy s
a- Enhanced plastic pipes, diameters 4", thickness 5.3. 53 ASan 5 s Bl s 51 4
Rain wire: ¢ el
supply and install of the cable (3 * 6) mm? visible or hidden depending on the nature of work, the + ety sl 5 Jenlldns cn ita 51 all mm? (6¥3 ) S a5 5 |
price includes: sl UL 30 il
A. Excavations required for cable and its connections . e S e ) gl el 48 palll 3 el ey il pall o Jgia et O
_|Binstall manholes according to the specifications and the work requirements and then put the G il eyl Aol sy ol iy S0 3558 e Bl 200 % L1 n el s Ja i
Electrical Works | Rain Wire: |,y iling materials over it and then return the situation to what it was . bl ™ 50
Cein case of connect the cable aerobically , the cable must be extended on Konzzalat and install the
cable by cups and antenna wire to hold the Cable and all what is necessary.
Lighting Unit 55|
supply and install fully lighting unit including electrical connections and switch , That contains a e 50 e Sl pliiall s A e SDkm s S B Ly 558 501 Shan s S s 25
Lghting Unit | S3P3CItor o raise the power factor to (0.9), (36 *1) watts with a plastic cover. LS el e L1 (0¥36 ), (0.9) b 5 delen ol S
1. Florenst 1 * 36 watts with a plastic cover Sl ol bl 36x1 iy | Unit 2
2.Globe Wall light unit Capacitv 100 watts with a metal protection cover <ot laly il Doy 100 s 5 plae Jails sl Unit 2
Electrical Circuits Breaker PRI
Supply and install electrical circuits breaker Automatically Magnattsaa thermal capacity of 20 4 dalall Ganal) dudall ania el 20 A peashaliin (5 51 a (Sila gl (ile oS 5 el S iy i
Electrical | 2™Peres within a metal box hidden in walls and contain the necessary cleats and the price includes S Ay Rl 35558ty s s Rl o 5y D30 e
Circuits | d€livers nearest distribution board by Cable 3 * 6 mm and the price includes excavation required for | s Jea a5 3p2ailly J:;Uu)ﬁl iy iall Jady »—")M“&“eﬁ- s il 25L(6x3)|  Lump N
Breaker | cable and extension and work manholes according to the specifications 55 " h G 3 D e S L gl s 4658 bl 2 o) Sl il Sum
Al i 5 e gy G 5 e i A Sl Sy 3538 e |
il el 2y iyl
Electrical wiring : ) D
supply and install internal electrical wiring to accommodate (3) fluorescent lights and (2) globs g i el e ol (2) 5 i) (3) e AN Aol ) S 55 25
Electrical  |including switches , outlet, 2.5 mm main wiring from circuite breaker to the electrecal outlet , and el o el 1.5 el ) e R 0 oo 4 25 ) gt ol el i
wiring | 1.5 mm for light connection , the price includes all fittings such as (p.v.c pipes , flexible hoze , boxes , Angl, (et g8, liall ollat (Bidkinm s ¢ ARSI V1) Jie S el gan ) Jady
switch cover , main circuite , board box ). (a5 S o€ g 3yl
Connection Box Jrea s 3 g
Connection | Provide and installlighting point grounded and the price includes plastic pipes and wires booster 15%3 g 3l PVC sl RS sl sl S snly ALIS A a5 0 A S 5
Box section 3 * 1.5 mm and back box and keys and switch on high 2 meter from tile | surface until the el 0 g3k Lo g s (el ) ol i (L) el (30 02 Ui o) liall s lalls 220 Box 1
electric circuit breaker and all the necessary materials and required work by specifications system. il el il s 3l
Demolish the old Bathroom units Tl Clileall Gl |
Demolish  |remove and demolish the old bathroom units the price includes removing and cleaning dispose e g pall A A il a3l g iy ) ) s Aasail) Al Shan ) paa 5 A1
Demolishing works | ¢ 914 | materials out of the site according to the instruction of the site engineer in Coordination with the I eal g Gl iyl il | b o
Bathroom | concerned authority
units
Water Tap Stand\cooler (Stailess steel) ]l o
supply and install mineral water\cooler tap stand include with four faucets and the enhanced iron for the body of Small sl e Jalpe e 5 i ) g (e i) (pitnn shin S e/ e s 5y |
the watertaps the price include: s ol oy o]
engineer. . . A
2-installing feeding line to the water taps by high galvanized quality pipes mzriem 3/4 " from the tanks until water B s '_“)_““ o) Sl s Lo ‘_'““'“f A
taps with installing main valve (knife) to control the feeding line nearest o the drinker, in addition isolation and ot sl G138 G 3/ 1aha e B 8 il s 2l el Bk 5532
protection the feeding line according to the instructions of the supervisor engineer. ol Clalel un Taally el Gl eVl 500 Tty (Sall g plana <3S 5 g ka0
3. Providing and installing drainage line from water taps basin by enhanced plastic pipes (UPVC) diameter 4", Lyl
thickness 5.3 mm, from the water taps basin to the floor trap, which consist of enhanced plastic floor trap, diameter 5.3 claws " 4 k8 (UPVC) Jmall cliudill il e il g ) il i S 5 i 3|
Water Tap |4" of best quality, with all necessary pipes diameter 4, thickness 5.3 (UPVC) , with the necessary pieces to connect " 0y LSO (om0 (g Y1 el ) oyl s m o] Lump
Stand | pipes unti the inspection point, the price includes installing lids and lathe of chrome or enhanced plastic size (20 S im0 5301 gl (UPVIC) 5.3 s <" 4 1o 58 2 3500 ooV g n« 5 | Sum 1

20 )om to the water taps and the floor trap of best quality.
5- Connect the water cooler to closest electrical point { the cooler to be 220V-50Hz).

o pdall s 20%20 (S 5 jaall AL ) o S (po Aot V1 S5 pans Jady g ¢ Aadl i
5 il n g Y1 i umally
(220-50Hz 055 O w2 2 gl fechall ) o 0 A o 81 (M el sel) a5

Supplier’s Signature & Stamp




ACTED

Lot 1, item C: REH Aldaj

h Primery -Mixed

External plastering shpreez sprinkle.
The shpreez sprinkle should be with ratio of 1:3 of the white cement and Quartz with thickness not less
than 3mm, installation all the necessary links and angles and painting with the desired colors according
to the opinion of the supervising engineer.

BTy
dad) dee, a3 oo B Y ASkay sy sVl it (e 31 Ay ) B2 (S5
2l el gy o sl s il a3 L0

Windows Maintenance
Maintenance and coating of metal windows to be painted with a coating at least 16 microns and frame of
the rail with the addition of a sliding sieve of moving aluminum and the price including install glass
thickness 6 mm as well as rubber sheets according to Supervising engineer instructions.

Maintenance of metal mesh

ENTCEEI

e G331 Ty 055050 16 0 i ¥ 3ty ol 0 o iine il +5y A
20 S ey o Sl B IS, 5 A 710 oS5 el i) e 5 |
Gl ) Sl

JESUIEREEIN

Windows protection steel grill (rhomboid ) :

supply and install a rhomboid galvanized protection steel grill of a thickness of 2 mm and slot 2 * 2 cm,
and the price includes:

a. The outer frame of metal angles (4 * 4 * 0.5), and the internal frame of iron sheet (3 * 0.5)

b. Vertical and horizontal double Strengthening of iron sheets (3 * 0.5) and the mesh between them in
both directions and every 50 cm, and the strengthening also used at the areas of the mesh connection .
C. Install the mesh well by rail in the walls or protection iron according to the site engineer instructions.
D. supply a 3 faces of oil painting and ensure the coverage of all the mesh , angels , metal sheet , rails and
rails after welding after establishment by a spray

JEPNER:
ey paadl 5 s 2% Aatly 5 ale 2 Ll ASlau lna JS3 55 ke ine Blen Sl S 5 5 205
(0.5% 3) o Ao Shlasa pn GRS B, (0.5%4%4) oS Ruin L5 m oSS Y1
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Metal doors

Maintenance of metal doors with fixing of the frames and the price includes

a. Apply three faces of oil paint except the base face.

B. Adjust the door correctly either by lifting or cutting to fit the tile level.

C. Supply and installation of door accessories such as (hand, 3-HINGEJOINT, bash).
D. fixed the door frames after digging well.

E. supply and install marble thresholds with a thickness of 3 cm of the best quality.

Liaal) Gl 53|

oy sl 5 Gl e Risna Sl s
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Floor Ceramic Tiles

supply and install ceramic tiles for floor, class (a) size (30*30) cm?, thickness=0.8cm, the tiles and filling
materials should be approved by the site engineer, the price includes:

a- Install single size aggregate with thickness not less than 4cm & mortar (thickness 3 cm) under the tiles.
b- prepare the ground properly to match the required level according to the supervising engineer.

c- Remove any waste and leftovers and dispose it properly in an authorized waste disposal site.

d- supply and install all materials needed|(filling materials , mortar etc) to complete the job according to
the instructions of the site engineer.

e- clean the site after completion of all works

Glhada S (Sl e 13y

Ul e 53y 0.80m = law 2 s (30 * 30) 0ol (1) A ¢ a1 el ppdl 13y a5 255
tdady jadly iyl (etigdl U8 e laalaie) o o) camy gl

S a5 (e 3 ha) iy 5(4cm) 0 LeSam Jis ¥ e Aaan 25

il gl iy ol 5 i) i crpmnn S5 231 6

adiad g8 sd) b s JS5 3 Lyt Gl a0z

il oy Lol 3 kil Jenll 138 2L U 3y 3y 0 R 3301 2l e S 555 3553
-l eigll

el e e el s gl iy

Wall Ceramic Tiles

supply and install ceramic tiles for walls (tapstand and sinks), size (20*20) cm?, thickness=0.6cm class A
for the bathroom walls and the windows lintil beam and the upper edge of the partition ,and rinse the
edges so that the thickness of the tiles does'nt appear at the outer corners, And installation using cement
grout on the brick and concrete walls and water tapstand and sinks ,the quality of the filling must be
approved by the supervisor engineer , the price including:

a- Supply and install all needed material to complete the jobi(filling materials , plastic corners ,
b- Remove any waste and leftovers and dispose it properly in an authorized waste disposal site.

¢ Prepare the edges of the wall ceramic tiles at the same level properly and the finishing of all work
should be high standard and alligned.

d- level the walls to the required level according to the supervising engineer.

e- clean the site after completion of all works.
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Wooden doors
For wooden doors

Maintenance of internal wooden doors with fixing of frame, and aluminum fittings not less than 12 cm
with the necessary detectors in the presence of Chinese tiles and the price includes:

A. supply and install three Faces of oil painting except the foundation face.

B.adjust the door properly either by raising or shearing it in order to match the tiles level.

C. supply and install the door accessories such as (locks, hands , 3 hinges, )

D. plastering the doors after carefully scraping it.

E. supply and install marble thresholds with a thickness of 3 cm of the best quality.
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Emulsion Paint
supply and install emulsion paint according to Jordanian standard specification number (31), at least
three layers except the foundation face according to the required colors, the price includes the following:
a- Treatment of all cracks in the wall wherever it was with required materials.

b- grinding and applying putty for the internal walls and ceilings,

ALY 3

anslie S e o sm g B33 ¢(31) o8 Ais ) Geliall 5 el pall Gy (el ¢35 (a3 3 553
ok o el e (58 6y el

Asladl ol sl ciaa s L lasl) 3 3800 an Aadlaa

Ll a3l L5 I ) ol gan Aallany i

8 | c- cleaning of the windows, the electricity systems and the ground with all the necessary materials to 1y Jaadl JLSY Ao 350 2 sl gaan e i Y15 ol peSll Sy o381 ) Qi3 e Al 52
complete the work according to the specifications and the instructions of the manufacturer to ensure full ALY ey i) () paadl ALK Ak laial Anieadl A8 52l Ciladel s lial sall
coverage of the walls and the ceilings with the internal emulsion paint.
The Roof and Anti-Leakage el giag g Jue)
waterproofing 2528 323 210/ 15 e JB Y (5 hem juS 55k (15) A0 e 4l ja G el (e 530 e
Slop the roof by normal concert G 15 with minimum compressive strength not less than 15 N/mm? after Ghens bt il Ly bl o L) Jgsdl a5 5 3a) G Sie ans (5-3) (30 ASLasss
28 days, thickness 3-5 cm at the opening of the spout, and making the required slopes according to the LSy (laal Aalall Al iiial ) o s 3 g AlA 5 oS o ALl (358 Dpansand) A8 5 Jao o pn ASLes
o |drawings, over it two layers of mixed asphalt thickness 2 cm, then making single size aggrigate sprinkling ‘ sk s
over the mixture according to the general standards of the building : (80/100 ke lind ), | i Sulicdl 2l 1
- Lower layer: class A (asphalt standard 80/100 ) (20/30 ke liud), 3 i i lall Aiik 2
- Upper layer: class D (asphalt standard 20/30).
Rain Spouts sl 3
Supply and install rain spouts with metals ties each 50 cm, and the required fittings, in addition to install | Jisl & &3 g 58 <S5 ga e 30 gl ani50 S Aisndl Tl ) e sl sloa ol 3a S iy s
10 |opened bend at the lower side of each rain spout and casting concrete base under the bend e Jid R 23S, dee s e S| v 7
a- Enhanced plastic pipes, diameters 4", thickness 5.3. 45 53 ASLass (5 sin Ly o 5o 51 4 1 -]
Toilets pan Ayl Gl yal)
Supply and install Arabic toilet pan of White painted chinese pottery size 45x56 cm, the price include Jady madly LI 55 G (gipeally () JAd) (n mu56*45 ol Ao Gl e iS55 2053
reinforced plastic thickness not less than 5.30 mm and 4" diamerter and required fittings from the toilet Alas (n ala sl e Gl 4k ale 5.3 G Ji Y ASlaw (5 sall AU (e iy sesl) s 54
11 |until linking it to the main drainage pipes to the nearest manole outside the building , install short neck 2535 Aaaddll o sall Juanidy C3la il il 7 s 5 )5 Rgast ) iy el 5airabic Toilg 8
chrome tap 0.5" also install water flushing hose (steam) to be palced at (50-60) cm with (80-120 ) length | gliil le 4uS 55 5 el ela Gy Gy Liml a5 55 55y 48 ) (331 1/2 5 S Ainy (ala yall
for anal cleaning. The price includes the Remove any waste and leftovers and dispose it properly in an 83l L alilly LGy UG Q31 Jady sandly, anf120- 80 ) Alsh 055 &) 35 ol 6050 )
authorized waste disposal site. sadindll
Supply and install bathroom sink © pas Al S i 258
Supply and installing sink White painted chinese pottery , size 41 x 56 cm with a pvc flexible drain pipe, D= il Jesia PLV.C Osbine 5 pus{ 41X56) el () realy Aladll A3 (e Juilie S 53 5 i
(1.25") connected to the overflow ,supply and install plastic pipes for ground stretch with diameter 2" il g po3 Alans 5 2 LSl ol g Bl 53 el iy Akl 555 gn (911525 S
12 |thickness 3 mm until the ground drainage (floor trap), supply and install of long neck chrome water tap Sl Al i Jads s Al A5 31 1/2 158 Rl Akl 33335 g o V) imadl| sk 6
(0.5") and fixing the sink properly to the wall using suitable materials and installing supporter to it of Ll laall ety "3/4 Aol ol sl o el ALl S i
galvanized pipes, diameter=(3/4" ).
Floor Trap ) by
supply and install floor trap with 4 slots of PVC( 2/4" ) with two chrome covers, one lath and the other i Lasaal p g S (e (et e GEIPVC 2/4 (e s g )) 53 ) i) sl () i e S 5 o
sealed, size 20 x 20 cm. e V) i peadll G g el Sl L) Jady jandl 5 2020 G Blea Y1 Floor
13| The price also includes the drainage laying out from the floor trap to the external drainage network and o5k Lo g s ole 5.3 ASLau (i3l 4 k8 Lty el o Adand g2 QR 3 s Bl fun AN Gy peadl Trap 4
the nearer inspection hole by Heavy duty PVC Pipe with diameter 4" thickness 5.3 mm, and all the Suis|
necessary fittings .
Manhole 3o A
maintenance manhole with cast iron cover. the price includes the excavation and maintenance walls A Aadedl Al 3l Ga B2l 5 Ol jeall Abea s Sy piall Jady el LS i Abal
and a foundation with of the reinforced concrete grade 22 ,steel and the anti-salty cement, casting the SV A e 8 il s 53 piad) Jal 5 jladll s s 23kl o Sl i) a5, (22))
14 |sewage inside the manhole, benching internally, plastering outside places, and the price includes the the | liusl sal Caus SIS o5 L e 5 slatll s Aealusall s ) Liml Jads ymadl 55 a5 sl Hole 8
reinforced concrete around the lid according to the specification and painting the lid with black color and vl e lnall 3l g Glad Jae IS
lubricating.
ol O13A|
Water Tank Sl placad gy i 23088 e Sl O I Cibea(2mB sl sl (Sl 532 S g s
supply and install plastic water tank (2m°), 3)layers food class. The price includes: float valve, inlet, outiet e AN _f‘ " M‘“L e e ﬂi oy ot o]
valve, air ventilation ,and buoy diameter 3/4" of the type of high pressure and cleaning valve from the ) s e v i 3 s o iy
bottom, pvc pipes and fitting to connect to water net work as required to feed toilets, washing basinand | O3 0 D o R o o L 0u Eioet el S
tapsatnds, and the price also includes a lock for the tank door and installing a major water supply pipe as e 5 (11, "3/, "1/2) s () S5O sl s ol 0o iy i
atnds, 8 L Jady pradly, slladl UL oladl oy il slaall 15 35850 o) 384 Jpom 3
15 |reauired under the instruction of the supervisor engineers. and the price also includes for each tank two | "\ 7 % P25 2 T 28 A T S S T PR T SR B
vents and three butterfly valve diameter 1/2" & 1", and feeding pipes up toilets washing basin , and o : 7 X o aees o
drinkers by PVC pipes with appropriate and required diameters with all necessary such as corner i o K ol Julidly gl B3 RS g 05 3 s 0135 081 Bm
bends , pieces , tie pipe fitting  reducers , and the required valves with copper tongue , the necessary | -7 = 652 s Sles duay Slaly 1) 1,85 i e e L g sty andid) SRSV
v . g ’ . -op - A el Jadiy s dball Ay Sasaall S Al ay 5 g Aagall 15N saaad) il 3al) day s el Jadiy
excavation works for the passage of the stretches inside the walls o buldings or outside and the e il o iyl e I ey ol il Al s S
accurate re-repaired , wrapping pipes under grounds with two layers of tar jute and three faces of S iy el s 53 ] 3 3 s o ng S S813 )y A
asphalt with capacity of 2 cubic meters and test the network and the water tanks . " D
Rain wire: + g
supply and install of the cable (3 * 6) mm? visible or hidden depending on the nature of work, the price 2 ety sl 5 Jandl Bala o i ) als mm? (6*3 )JsS S5 i
includes: Ll 5 Jus A0 ol il
16 | A Excavations required for cable and its connections . cade S Le gl sslel 54858 aakall 2 Jaal) e 5 i) sall s Jgia Jos - m 2
B.install manholes according to the i and the work and then put the Jala A sn el (s Ul 52 o€l iy @3 538 e Jasll a2 s Jal) 30 Jls |
backfilling materials over it and then return the situation to what it was . L o3k Lo gaen s Jal
C-in case of connect the cable aerobically , the cable must be extended on Konzzalat and install the cable
by cups and antenna wire to hold the Cable and all what is necessarv.
Electrical wiring : iy gl DY)
supply and install internal electrical wiring to accommodate (3) fluorescent lights and (2) globs including | g tse  zualid U3 8 ey asla (2) 5 s il (3) e T80 A o) YIS 55 2558
1, |switches, outlet, 2.5 mm main wiring from circuite breaker to the electrecal outlet , and 1.5 mm for cosnll dpnasd e 1.5 5 closeSll g e ) (ase bl G domy (22,5 ) oty Al eloseSl Lump Sum ]
light connection , the price includes all fittings such as (p.v.c pipes, flexible hoze , boxes, switch cover , Hag), e b, cutial olhE (alien ¢ SO (o) dia el gpen ad) da
main circuite , board box ). (A ) pmsnsSY) s g (5 siaall
Lighting Unit BRI
supply and install fully lighting unit including electrical connections and switch , That contains a capacitor O e e bl IO 5 by Sl Sk ) Gl Ly 5elS 500 Sy S 55 )5
15 [toraise the power factor to (0.9), (36 * I) watts with a plastic cover. LS et e Ll (0¥36), (0.9) ) 5 el o S e (555
1. Florenst 1 * 36 watts with a plastic cover Sy oz pa by 36x1 5B | Unit 8




2.Globe Wall light unit (waterproofing) Capacity 100 watts with a metal protection cover ety il 1l 5 100 e (5 s kila Csla [ Unit 3
Electrical Circuits Breaker ) bl
Supply and install electrical circuits breaker Automatically Magnattsaa thermal capacity of 20 amperes | 4 &l uisnd) Gl (pacn jasal 20 e (pushalivn (5o (Sila i) (il oS U5 (ol S g s
within a metal box hidden in walls and contain the necessary cleats and the price includes delivers S U Bl 355 i il el s ol ¢ 23200 T e 5 sy o) aals i
4o |nearest distribution board by Cable 3 * 6 mm and the price includes excavation required for cable and e ey 33485 oS L 20 il ol ol ol i e ) AL 2B3)| )
extension and work manholes according to the specifications " n el 203 lla by ade S L ) gl Bole 5 4658 palll 5 Jal lallia g sl sl Can| &
e o3 Lo ey S el 58 e il Al S 55 3038 e sl i 3
a2 il gy sl sl Al
Cement Tiles ey L3
supply and install cement tiles outside & around the bathroom building G (20) with minimum breaking G20 e Y S U gan (e V) 23l 14 (20)G pleall ise ism s s (e B3l a5y 2555
load not less than 20 N/m? after 28 Days, size(4*40*40 cm) according to the diagrams and specifications. ek e madl iy uesia S ol sl i sladia s e (pae 40 * 40 * 4) a5 e e S/
The price includes the following: 23O palall Jas ol 5 Aa 3N Canelially g o gllaall Jad) Conem oS S 5 U Y A ]
a-leveling the ground level before installation of the concrete tiles with required slob. ) i) O (e sasindl il s I J sl
b-lay the single size backfilling with thickness of at least 4cm. (i) Aandia Lonan 3 go 385l 2 4 08 i Y e p2)
20 |c- Clean the site after completion of all works. Sadiad) QSIS Lk paladl i ) Ul P A | m? 50
d- leveling of the manholes with the new cement tiles. a1 L e (5 s gn i) Capalia S ka3
e- Mortar to be not less than 4cm. L dem e JB Y ASlasy S 1 e
f- Clean the site during and after finishing the work i) il ialeS nen e 3301 31 sal) a5l B g 5
ol o ) 3xs y o) I35 5l s
curb stone : LAS s
Supply and install a concrete curbs stone class a ready-made with a breaking force not less than 25 Zle/(5555 25 o JE Y S 55k il 5 aka ) i (i 5S aa) Ry il a5 205
Newton / MIm? after a 28-day (12/15 * 30 * 50) with an apparent rise at least 20 cm and the price 2 omedl Jady 5 2 20 0o S Y sl £l ((50%30%12/15 ) (A £ 28 3
includes : Jady soadl 5 e 10%15 ) e dsle Aok iy i SBY1 e 5 e olally Lo 5 580 |
21 |5 compress the soil and spray it with water to strengthen parties with a normal concrete (15 * 10) cm il etigall Slsles 5 iyl s Adls Sy i LY sy i A | M 2
and the price includes
B-apply cement grout and paint the curb stone with a special painting according to the specifications
and instructions of the supervising engineer.
6" pvc pipes "6 Ay sl 34
Supply and install 6" PVC pipes, thickness 7.7 mm to connect between manholes. The price includes G i O Ll 3y PV.C 5l S (e e 757 ASkae (51 1 SR el 54 i 55 ol
22 |excavations, lying out, adhesives material, required fitings and back filling over the pipes. el sall (558 palal s e 3301 ol g A0l 330l 32l il Jay el M 30
Connection Box Jra il 3 gia
53 |Provide and install lighting point grounded and the price includes plastic pipes and wires booster section e 3l s PVC Al 8O ad sall Sty ol s LS An ) g 5 ) A S i 5 Box 1
3* 1.5 mm and back box and keys and switch on high 2 meter from tile | surface until the electric o o3 Lo g s el Ul (el i (L) s (3 02 151 ) a5 20 15x3
circuit breaker and all the necessarv materials and required work bv i el sally il s 3 sl JaeY)
Supply and install portable toilet: the toilet should contained (Turkish toilet, bathroom sink with water colie ) siien pe plen Aia ¢ (Sl ala ) Gala sl el il iy i ala e S 55 2555
tap, 1 water tap with spray) the scope includes connecting the portable toilet to the nearset accessable Ay ol saan) Zlie aas il ) sendll Gala sl Jiea 5 20l) Jady (313 g 2al s olaa ) piiaal
2 (water source and waste water network/clean out). The toilet should give privacy for user (for example: Ut o) piandll g sl il sl iy o o (pam g A i1/ all ] Lump 1
the toilet doors to be closed from inside, the toilet windows should clouded heavely...etc). and all the oS SR Al (yals sl 38158 85 0l g ¢ JAIAN (e Al 55 o g ala pall el U Sum
necessary materials and required work by specifications. s pally laladall o 3 gall y Sae V1 G 5k Lo ey ()
Water Tap Stand\cooler Safokgal
(Stailess steel): supply and install mineral water\cooler tap stand include with four faucets and the apall Jadi Jal e g il 5 it gl g (e Oalifing) (ana sbia 3 e/ e S iy
enhanced iron for the body of the water taps, the price include: ey rd) ) sl el
1-The necessary excavation according to the instructions of the supervisor engineer. el uaigl) Claglad Canen Do U iy il ]
2-installing feeding line to the water taps by high galvanized quality pipes diameter 3/4 " from the tanks | sy skl 0l 33 G U1 3/4 b ki ddle 5250 s oy ) a5 ek 4 532
until water taps with installing main valve (knife) to control the feeding line nearest to the drinker, in gl Slaglad Canen Alaally el ) ALa¥ly A3l Jady oSl i) plans S 5 g sl
addition isolation and protection the feeding line according to the instructions of the supervisor engineer. i)
3. Providing and installing drainage line from water taps basin by enhanced plastic pipes (UPVC) diameter | 5.3 slews ¢ 4 ki (UPVC) 5 ndl bl canl 0o sl o sm () ipedll 1 i s o 3| ymp
25 14", thickness 5.3 mm, from the water taps basin to the floor trap, which consist of enhanced plastic floor | "4 s yib s «liudlil e (gl i suaas (1o (3555 (A ¢ ¥ oyl I ol Giasm e el sy 1

trap, diameter 4" of best quality, with all necessary pipes diameter 4", thickness 5.3 (UPVC) , with the
necessary pieces to connect he pipes until the inspection point, the price includes installing lids and lathe
of chrome or enhanced plastic size ( 20 x20 Jcm to the water taps and the floor trap of best quality.

5- Connect the water cooler to closest electrical point ( the cooler to be 220V-50Hz).

Y1 Jaea s 2 U el s ((UPVC) 5.3 lanss ¢ 4 s jla Lo 3501 Conli) an g ¢ e g3 Juadl
o hall pas 2020 b ) a3 ol s o Al V1 S 5 s Jays ¢ il A i
e ol e n V1 i peadl g

(220v-50Hz 05 0 ang 22l /o phall ) o i Al ol ) el e i i 5

Supplier's Signature & Stamp




ACTED

concret Ramps

Lot 1, item D: Mughaier Alsarhan Secondary School-Males

Exterior Facilities to disabled toilet
supply and install Disable facilitating concret Ramps

1-install i (slope 5% , up to 8% in ional 120cm)
2-install handrails for the whole length of the ramp (hight:90-100 cm,
length:same as length of the ramp , material:galvanized iron tube(2.5-3.5cm)
diameter

A A Sl

Ganall Do Y1 553 U (a pl850 Aike Buia | panal

(e 120 e, Aol sl SVl 968 J) %5 Jse) Ala By | ppancii ]

, #100-90 g8 ) Abkall A )Y J o JalS (2ae3.5-2.5) iy il sl Sy 8 (e (it ) 0 pianal-2)
AL R 1 ke e S5l g

Lump Sum

Maintenance of External plastering and Painting
maintenance of external plaster with ratio of 1:3 of the cement and Quartz with
thickness not less than 3mm, installation all the necessary links and angles and
painting with the desired colors and according to engineer instructions.

PSEENETEw T
e, pa3 oo 085 Y a5 515 a1 3o 3:1 st gl 5 il (a4l Bsna
Ll gl S 3l 0l A 403 U5 5 SBlm

120

Floor Ceramic Tiles

Floor Ceramic Tiles
supply and install ceramic tiles for floor, class (a) size (30*30) cm?,
thickness=0.8cm,the tiles and filling materials should be approved by the site
engineer, the price includes:

a- Install single size aggregate with thickness not less than 4cm & mortar
(thickness 3 cm) under the tiles.

b- prepare the ground properly to match the required level according to the
supervising engineer.

¢ Remove any waste and leftovers and dispose it properly in an authorized
waste disposal site.

d-supply and install all materials needed(filling materials , mortar ,etc) to
complete the job according to the instructions of the site engineer.

e clean the site after completion of all works

s B (Sl e 3

513U & iy 0.80m = e 2 o (30 * 30) o (1) R s ¢ o ) il jud) 13 S iy 3]

iy peadly il pigall U Ga ladladel o O cana Ryl

U a3 s Lisas(dem) Ge WeSas iy Y G danan 35 |

il utal) ) Sl e e s S ) 5

Sacinall o) sl b a5 Gl Lyt sl g Sl U 61 2050
e oo Ral 3 g 21285y Janll 38 ALY U 5 g5 o B33 3 sl g a5 25,

RESTRREIN]

) gan n 1BV ans gl B 5

Emulsion Paint

Emulsion Paint
supply and install emulsion paint according to Jordanian standard specification
number (31), at least three layers except the foundation face according to the
required colors, the price includes the following:

a-Treatment of all cracks in the wall wherever it was with required materials.
b- grinding and applying putty for the internal walls and ceilings,

- cleaning of the windows, the electricity systems and the ground with all the
necessary materials to complete the work according to the specifications and
the instructions of the manufacturer to ensure full coverage of the walls and
the ceilings with the internal emulsion paint.

ALY p30s)

ol g i Y1 e B35 (1) 8 R Y1 oty iyl iy 2 30 S 5 355
o ey el 0 G

gl 3l ol Caamy L laall (B 5 AN e Aalna |

JEPRNCR TSR PEUNE J P P R A

e o)y sl ey (3 gl AU e Alsiladl |
15 02l ALASH il ol Axiadl 36,20 e

il all U 5 Jaxll JLaSY R 330 3l
AL ey i

120

metal doors

Metal doors
Maintenance of metal doors with fixing of the frames and the price includes
a. Apply three faces of oil paint except the base face.

8. Adjust the door correctly either by lifting or cutting to fit the tile level.

C. Supply and installation of door accessories such as (locks, hand, 3 hinges,
polts).

Tl Y|

ey ol Bl s o ine il B

¥ a1 Lo A5 A e s s B s

3l 5 s gn k] ol ) M) s e Lol e U ol Jagn
3B S 5 (U, E3Msd 3, 5, V) e ) S S B 258

Wooden doors

Wooden doors
Maintenance of internal wooden doors with fixing of frame, and the price
includes:

A.supply and install three Faces of oil painting except the foundation face.
B.adjust the door properly either by raising or shearing it in order to match the
tiles level.

C. supply and install the door accessories such s (locks, hands , 3 hinges, polts)

Apiall G Y|
e a3l S 13 i ) im

LY an g e e AL A e s g 253 s ]

U 5 e g sl il ) 0 B e L) s JS Ul s
3 S (), S 3, 5, SVE) el S S 1S 5 305

Aluminum Windows

Toilet windows glasses
Remove the old glass, Supply and install glasses with 6 mm thickness, and all
necessary galvanized metal pieces, rubber belt and aluminum polts and all
necessary to complete the work.

Ll Glan gl Bl gl
S 330 il il il 33 e 6 S A o oS i i il o U
s Q) e Ll L o3l Lo gen 3 pial¥) (i allaal) Ll

Windows protection steel
grill:

Windows protection steel grill :
supply and install a rhomboid galvanized protection steel grill of a thickness of
2mmandslot 2 * 2 cm, and the price includes:

2. The outer frame of metal angles (4 * 4 * 0.5), and the internal frame of iron
sheet (3%0.5)

b. Vertical and horizontal double Strengthening of iron sheets (3 * 0.5) and the
mesh between them in both directions and every 50 cm, and the strengthening
also used at the areas of the mesh connection .

C.Install the mesh well by railin the walls or protection iron according to the
site engineer instructions.

D. supply a 3 faces of ol painting and ensure the coverage of all the mesh,,
angels, metal sheet , rails and rails after welding after establishment by a
spray .

vy

el al s o 272 i pla 2 Lol Wl S35 il it Ben 2 2S5 5 35
(0.5% 3) (b8 Apa Eillanase (n IIAN Y15, (0.5%4%4) ol dusssa Uy om0 Y11
0 50 S 5 CAaTL 5 Lagias 2l 3 B30 3 (0.5%3) (o8 Jan 35 on A1 Bl ) o
L) o 5 3l i Lol i il
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‘The Roof and Anti-Leakage

The Roof and Anti-Leakage

waterproofing

Slop the roof by normal concert G 15 with minimum compressive strength not
less than 15 N/mm? after 28 days, thickness 3-5 cm at the opening of the spout,
and making the required slopes according to the drawings, over it two layers of

N s el e
#3228 302 26la/(555 15 e JE Y (5 shea mS 5524 (15) A2 2 dle s A o el a5 Jac
Sl e hls i) L Sl e Rl sl ey 5 S e (5:3) 0 S
= 1ol LSy el Aol Al il g g 3 Ay oS (e Al 3 B 25 e 5 o2
(80/100 Lo i ), | it Aind) daall 1

waterproofing mixed asphalt thickness 2 cm, then making single size aggrigate sprinkling over (20/30 Jue i), s Cia ol i 5| M 35
the mixture according to the general standards of the building :
- Lower layer: class A (asphalt standard 80/100 )
- Upper layer: class D (asphalt standard 20/30).
1/2" pvc pipes "1/2 Ay el 34
Supply and install 1/2 PVC pipes, to connect between the underground tank and | s <l 5all s i 31 Gl 530 G Jas iy PLV.C 5 sl Sl cpn 511/ )b i g S 5 i
Mechanical 1/2" puc pipes the tanks on the school . The price includes, lying out, adhesives material, e ) B 5301 il BB 35 300y el ¥ m 100
required fitings for the pipes.
6" pvc pipes "6 ASiasdly e 34
Supply and install 6" PVC pipes, thickness 7.7 mm to connect between Gl iy g 3y PV.C 5l L) o ol 737 ASans 176 S s 30 35 g o
6" pvc pipes manholes. The price includes excavations, lying out, adhesives material, o) sl (358 el 5 a5 kel AaaBUl el g el iadl Jady paadly m 8
required fitings and back filling over the pipes.
Clean and maintenance work for existing waste water network and repair any el o 033 e 5 AS (g ol (51 Al 553 5m sl el el A2 D e 5 s
blockage in the networks according instructions supervising engineer. dall pigall LS 1
Toilet adaptations for disabled (interior facilities ) (t819) pennd) TV (5530 (i plas
Adapt existing toilets to add additional toilet for handicapped students (inside S il J213) A8l B! (555 DU S 0 125 s oL 5 ALY 8 les o
the existing building, which need to construct one hollowblock wall) (sl (o 25 ian el
1. door with a minimum width of 90cm and the door should open inwards with | il st pie ) plasiul ilew iatiay, Al G o of iy e 90 08 i ¥ o i1
an easy used door handle (no rounded handle). e
2. grab bar shall be installed along the wall on the side of the toilet seat (height | glii,) fss ¥ samiall sy Jailall Jyla e (03.5-2.5) i glicall 3oal il 5 e chosdill alia 2
Toilet adaptations for :70-80cm , ing on cubical size), i iron tube(2.5- Ol gl Sl 55 G Slsdil] Gadie s (3.5-2.5: sk, A i1 saxiall o e aingiJ sk, aas 70-80
disabled 3.5cm) diameter and another grab bar shall be installed on the opposite side of dni i 83ake 3 ( am 100-80 1 Jsh, e 80-70:¢ L)1) i V) 20l ALtadl) dgally a3.5-2.5) | Lump Sum 1
the toilet seat (hight:70-80cm, length:80-100cm),material:galvanised iron tube Al i el A8y Wl (1) s peadll g senm o (e 50-40) gL
(2.5-3.5) in diameter bl e o 4y il el 25 e Lol Lo 5 |
3. atoilet seat shall be installed with a (40-50cm) hieght equipped with flushing A jall Sl 5 gl U5 Slioal sall g
cistern the scope includes installation of water flushing hose
all specifications as per drawing attached.
Supply and install bathroom sink High quality © pbas Aloda oS i 359
Supply and installing sink White painted chinese pottery , size 41 x 56 cm and sl Il 5 s 41X56) o Alle 335 52 (sl (el llaal A Gn Judin S iy |
Supply and install bathroom | €P12ce the old pyc flexible drain pipe, and the price include removing the old el e B 5y ol Sl A il Akl 51 e PG
sink sink and fixing the new sink properly to the wall using suitable materials and Ll Jlaall iy 1374 i dilad|  pes 2
installing supporter to it of galvanized pipes, diameter=(3/4" ).
install of long neck chrome water tap (0.5 ) the price including install and e Lo S ool 3] i 1 a1 ey el Al A R 1/2 g S iy 1534
water tap i . o ! e e 40
connect according instructions of the supervising engineer. . Sl el Slen i
Floor Trap (Cover only) (R plE) ) e
supply and install floor trap chrome covers with lath, size 20 x 20 cm. 23b L goan Jas ol g pas 20%20 b i ga o S (po il 55l sl i pomn ol S iy i
Floor Trap The price also includes all necessary fittings to complete the work and as per Ll gl Sl 5 ca g JaS) le Jaadl LY | pes. 4
Engineer instruction.
Supply and install a hanged-up (external) Plastic Niagara with pumping pipeand | e (3 dlaa aad ol slacay docm oo g fm A (i) RS5030 | landi iy 2055 5 i
valve. The price includes a high-quality paper carrier of porcelain or steel for a3 e 1 3818 5 525 ) olsall A 1yl Jpnm i el Jiy illaall SVl 5 e 5l (pm 32520
the bathrooms. The price includes connection it to the existing water network JETRINN
and all the necessary works according to specifications.
Niagra pes 16
Manhole
construct a 60X60 CM manhole in case there is a blockage or damage in existing | i s Cum 5 AU Runeall Sl i Jle) ) I3 30y s 3) o 60%60 ALS s
drange and when need and as per Engineer intructionwith cast iron cover. the 20cm 332l 5 e 15 ASLaw G saall by Sl iall Jay el (il usigall Slsa 5 o ol 5 Y
price includes the excavation and building walls thickness 15cm and a 8ol iy 8l JA13 (5 bl i 303 il itV a5 (22) 3 Al Bt A1 0
foundation with a 20 cm thickness of the reinforced concrete grade 22 ,steel s 458 50 0335 o sl 51 (5 93 i apim el a5 58 ML 8 AL LAY JA1)
Manhole and the anti-salty cement, casting the sewage inside the manhole, benching ) ol 03 e SIS g il ) i DS 3 L e eladll g Al Bl A Ll S acs N
internally, plastering outside places, supplying the manhole with circular iron Ll g el
lid of average weight of 50 kg. and the price includes the the reinforced
concrete around the lid according to the specification and painting the lid with
black color and lubricating.
Water Tank
supply and install plastic water tank (2m?), (3)layers food class. The price Cpnm Sl (faral 3y S22 g i 30 5 Ciiea{ 2l sl (S 05 "
includes: float valve, inlet, outlet valve, air ventilation ,and buoy diameter 3/4" Sl eigall A ol oy g i pliall Guaigal) U8 0 e sl e 481 sall o5 Galiall 5 Slinal sall
of the type of high pressure and cleaning valve from the bottom, pvc pipes and | e iy 44355 s 5 pubas gl (o il sy (Hal) Sl ¢ 5 (pn (513/4 58 2l sy e
Water Tank fitting to connect to water net work as required, and the price also includes a slaall 48 0l 53 G 58 2 U (il ("1, "3/4 , "1/2) il (pyc) HSamSull ] s a2l pes 7
lock for the tank door, and the price also includes for each tank two vents and A 5aall A Ly sl Gy O3 IR0 S5 5 0154 ol Uil L iy o Al
three butterfly valve diameter 1/2" & 1", and remove the old tank and test | 5N and iyl gl ) g gl ol S5 A1 e s A3l
the network and the water tanks .
Rain Spouts EWCIRIEN
rains, Supply and install rain spouts with metals ties each 50 cm, and the required S il (g 2 S a8 e 33U il 50 S Aianall sl g sl slon o) 3 oS iy il »
ain Spouts m

fittings, in addition to install opened bend at the lower side of each rain spout
and casting concrete base under the bend

LS il Gl 3 355 da g )0
453 ASas (5 sha Lyl pa 1 4




Install electrical motor pump set consisting of 1 pump for domestic water (220
v,50 Hz and 3/4 Hp), assembled with valves, connections, controls etc provided

A ooy ) R 30 il g o smdly el ) e Jand 53,1 ol Alina nd s 5 iy ot
LY 8 e gl e g 5l sl il a3 iy Jomd (e o o) K632

water pump with a protection metal box ] e i 2301220V / 50 2 and 3/4 Hp) <l osiell Sl 5 e i 5 Jod| P '
JEEVSI)
Lighting Unit BN
supply and install fully lighting unit including electrical connections and switch , | < Jle (5 53 o o el 2l A el E3lom 2 ally 8 Lay a8 3100 Sham s S 55 355
That contains a capacitor to raise the power factor to (0.9), (36 * 1) watts with a LS el g a5 (U*36), (0.9) (I 5 e g )
§ plastic cover.
Lighting Unit 1. Energy saving light 1*15 watts e B 12
2.Globe Wall light unit (waterproofing) Capacity 100 watts with a metal e oy Cilaa Ll 100 e 5 e s sl
protection cover pcs 2
Main Distripution Bord Supply and install EN Y A
distribution board as specified and show, including frames, main & branch A e A il )5 10 sl 8 ¢ Y S Ly € iy ey 23me LS s
circuit breakers, neutral bus-bars, earthing terminal,, with all necessary civil ¢ QS iy el 15 gpnn mdl s o iy ey 30 ) QYIS e g 0
works & labor. The price shall include all material and work and handing over B S 1
letely clean, tested and in operable conditi
Electrical Circuits Breaker ) ol
Supply and install electrical circuits breaker Automatically Magnattsaa thermal 45 fealall el el acn el 20 s bl 5 S5 553) S L5 o BlS S i i
capacity of 20 amperes within a metal box hidden in walls and contain the S A i 255 b s e s prds ¢ 3301 ) e 45 gy 0oy e
Electrical Circuits Breaker | N€cessary cleats and the price includes delivers nearest distribution board by e e dae g o)y JasSl A 300 S ind) daly jradly Jaadl Bsila e e ) alls zequxz) Lump Sum 1
Cable 3 * 6 mm and the price includes excavation required for cable and 8 " L ) 35 Al By e (IS o ) ol Bl 5 488 a5 el 5 Slial 5
extension and work manholes according to the specifications B A P S o»ﬂ\
i) i) il ey Slial sl
water tap stand protection steel grill : pdall Pl
supply and install a rhomboid galvanized protection steel grill of a thickness of Al @) (A puia oo 292 Ay g ple 2 Ll ASLas iana JSS 53 (ilin onn las L2 S 5 3
2mmandslot 2 * 2 cm devided for 4 pices , and the price includes: rdedy mdl 5 R utigal) 51 ien
a.The outer frame of metal angles (4 * 4 * 0.5), and the internal frame of iron (0.5% 3) (b v il e AN JUaY1y , (0.5%4%8) (b Rt U3 0 o S Y1
sheet (3*0.5) e 50 JS 5 a5 Lagly L2 53 52 50 (0.5%3) (o Lot 3 (oa Y15 Rl iy 5
b. Vertical and horizontal double Strengthening of iron sheets (3 * 0.5) and the 2l e 5 3l i L) Sl il 2805
mesh between them in both directions and every 50 cm, and the strengthening LGl el Clales o s el 3on 1 0 aa) (B Rppen S A m 2l S
water tap stand protection |also used at the areas of the mesh connection . oall I Tpspanl) K1y a5 U3l 2l Gl Tk g y05my 3 3 a2 e | 1
steel grill : C. Install the mesh well by rail in the walls or protection iron according to the LG 2 Al gy gl 2ny plalll
site engineer instructions. 112 3 iy 03 0S4 e Qs
D. supply a 3 faces of oil painting and ensure the coverage of all the mesh,
angels, metal sheet , rails and rails after welding after establishment by a
spray .
E. 4locks every 3 meteres and 12 roller
Water Tap Stand 3 gsafoal) s
\cooler (stailess steel): supply and install mineral water\cooler tap stand include with four | 5 5xll yaall ol Jal e g 0 5 i ) o (e (i) itnn slon 2 e/ e oS iy ol
faucets and the enhanced iron hrfhe body of the water taps, the price include: ey el sl el
2 mtaling e It the e 35 o/ g e o o e 318" . o il s 30 il 1
from the tanks until water taps with installing main valve (knife) to control the feeding g el 58 On ) 3/4 L e 2 S Rl iy Rl mal G 1 552
line nearest to the drinker, in additi lation and protection the feeding line according | -5} o=l Gl camia Tlaally ol M Bio¥ly A1 Jody 1Sl ) plans 35 5 on e p2d|
0 the instructions of the supervisor engineer. cpla 5.3 oy <" 4 L8 (UPVC) S mall hitudll il (a o pdiall Gm s M el ok S 35 i 3
3. Providing and installing drainage line from water taps basin by enhanced plastic pipes il (04 o b5 L) (pn (goin 1 e (3 (S5 G g Y il ) il e (e
(UPVC) diameter 4", thickness 5.3 mm, from the water taps basin to the floor trap, which s i a1 Jonm 58 RO il e ¢(UPVC) 5.3 lanes ¢ 4 s 8 R 330 ol psen g ¢ e 5
Water Tap Stand consist of enhanced plastic floor trap, diameter 4" of best quality, with all necessary pipes iy oyl s 20720 8 3l LS ) S 0 B 1 o 5 s oy 50 Lump Sum 1
diameter 4, thickness 5.3 (UPVC) , with the necessary pieces to connect he pipes until e N
the inspection point, the price includes installing lids and lathe of chrome or enhanced R L RSSO
plastic size ( 20 %20 Jcm to the water taps and the floor trap of best quality. (2200-50Hz (5% 0l mmg 2l o2l ) e A o 1 S el e i 5
5- Connect the water cooler to closest electrical point ( the cooler to be 220V-50Hz).
supply and install akitchen lackers from aluminium (size 90cm* 3m )provided e GIAN WA J92 s SillabBas e (b e 3 Jsky a0 £ dshae A S s 35 5|
Kitchen with hinges and new sink with water mixer and according to engineer 2l gl Sl s LR gl ) i o N

instructions

Supplier's Signature & Stamp




ACTED

Lot 1, item E: Mufaradat Primary School- Mixed

Excavation and Grading Works:
A.grading and excavation untill 50 cm from natural groun level and should be

a5 iy el Jas|
sl ¥ Gl 5y 5« 5 s 55 S el e i

General Site Excavation | compacted. e A8} 4f gl gzl ) Sy 83 Cpann palall il s i gl g 3301 iy (s Y|
Earthworks | and Grading |g remove and clean dispose materials out of the site according to the instruction of the 0 50 e i il s g Sl e oLy 2 5 o o s gt s e s pa g M 30
Excavation & Backill | works: | concerned authority. U (3 g
Excavations by il
A.rock and soil excavation according to required dimensions of to reach the required il a1 Y gl Al e e Y 4835 ¢ T 5 ¢ R sm 56 S Con Sl
levels. 8 G samall S 5 5 A il iy 8l s palal] i) iy el e R 330
8. remove and clean dispose materials out of the site according to the instruction of the | iy <5 ol e il il 23 1S | Gadlea pie Qs i ol £ m pae 355 sl il
concerned authority. e 3l Lo gm0 %90 G 8 Y 5 sl Ul ses e 20 S it e el S0 el
_|and to use the excavation for backfillng and to remove the extra materials out of the 5 320081 201 85 S 5 SABLA) il |
Excavations | give dentified by the related authority. m? 6
or toimport selected materials from out of the site in case of the invalidity of the
excavated materials.
C. backfilling should be on layers each 20 cm and compacted not less than 90% , with all
what is necessary according to the specification and drawings for the foundations and
grade beams.
backfilling o) ity
Supply and grading a selected materials. U Jadly oLy 1 Al Sl Jay sadls ol a2 o i 5 30 s s
The price includes backfilling, grading, watering and compacting(L5 cm thickness) o3l e g T gy Bl
backfilling 15 Ak
a. Inside the building e B[ m? 18
b, Outside of the building A m? 30
ing Concrete Works T A |
Blinding Supply and casting a normal concrete G15 with minimum comressive strength not ess 30 a5 28 5y 201/ G55 15 02 5 Y 5k oS 58 15 3 e K i
Construction Concrete |15 N/mm? after 28 days for foundations ,grade beams and slab on grade (inside A Nl ppellyf 12
and outside).
Works
Reinforced Concrete Works Al Ll A0 Juas|
Supply and casting 22 with mini 22| s sl e el e 28 s 20/ (59522 o Y e S50 (22) it e i
28 days 8 1! \de be d 3 e gsan g Al il ) e gand ol g Amsaall 53kl ddlual y 43S ppans o 53U o)
siab, the p  casting and install mild steel sl 11y S S o (Mild Steel Gr.40) (40) i3 bl py i s s iy pss 3iad il s
Reinforced | gr d di 3 bending, loosing, dowel bars, 5 st i o st Ly iy s gl s s g () S5 gl (I o)y mads
Concrete i irs, the extra lengt it pr el Sialel s o S 3k e gy A 5 e 5l s Yy 50 Ik at] P 12
Works all works required to ol d dr 'd the il
instructions of the supervisor engincer.
Block Works sl Jlas |
supply and building hollow concrete blocks with minimurm compressive strength notless | 283 2e/psS35 Ue Ji5 ¥ (5 bum o ity 4s S (0 csima i 3 s Slsn elisy s
than 35ke/cm? after 28 days and the price includes the cement and the sand with ratio | . <. coual (e Jarl o o5 L gran s oo 81 o (a5 i JA:1 iy gl Juds ol Lo
Block Works |14 with installation and what necessary to complete the work.
a.8locks thickness 10 cm for the partitions walls and parapets. gl ol 0 S e[ 2 20
b. Blocks thickness 20 cm for the external walls. on Jal ol a0 Sl k| m? 50
Exterior Facilities to disabled toilet A i
supply and install Disable facilitating concret Ramps according to the design produced 288 S g il Al 1 555 U 50 128550 Al A f psnns|
for toilet without any access steps :no need to build access ramp (R g ) Bala ¥ ) 3 0153 Shabea|
for toilets with access steps g Sl
1-install concrete ramp (slope 5% , up to 8% in exceptional cases,width:120cm) (0 120 2 g, e il S 948 U195 ) e A | i1
concret | 2-install handrails for the whole length of the ramp (hight:90-100 cm, length:: , #<100-90 £1i) Al dnca V1 J sla Jalsd (03.5-2.5) s (slical) 23l s g5 (e (31 53 sl 2.
Ramps |length of the ramp , material:galvanized iron tube(2.5-3.5cm) diameter AL fym 1 S s J | lUMPSUM 1
all specifications as per drawigs attached . 85 Sl e il g
Plastering 5 el
Three layers plastering of cement and sand with ratio 1:2 for the first layer,1:3 tothe | Les liaa i 1 (o] 311 oy (1 Rial 2:1 Sy Ja 3 il (o s 20335 sk Jee
other layers and fluidized material in addition . The price includes the scaffolding, metal | L 13a 43335 e p{20-15) G 2 ol isndl Lol duiondl Uy 3y ) dedy sadl dnsad 35
corner, and the metal lath (wide 15-20 ) cm by fixing it probably between the bricks and o3t s Al Al gl e A sl A 8 Al 30 eV o
Finishes the concrete works and over the different services systems such as the electrical and
sanitary installations, where s necessary.
Plastering
a. Internal plastering. three lavers S J [ m 30
b. External plastering for three layers and the forth layer should be with shpreez 208 A Tl 5 Sl T T 5 5 sk
sprinkle. The shpreez sprinkle should be with ratio of 1:3 of the white cement and Quartz | s s <uadl dae, a3 ce i ¥ AStan 51805 V1 Ciiasl Gn 3:1 s Sl 22 055
with thickness not less than 3mm, installation all the necessary links and angles and ) i) 51 e st 5l s 45N
painting with the desired colors according to the opinion of the supervising engineer. ™ 60
Floor Ceramic Tiles S S Sl e 5]
supply and install ceramic tiles for floor, class (a) size (30*30) cm?, thickness=0.8cm,the | 333 fe 555 0.8cm = o @ s (30 * 30) o () s ¢ Sl 1 il ol 13 s 55 35
tiles and filling materials should be approved by the si , the price i : el el iyt el U8 e skt 0 coma s )|
a- Install single size aggregate with thickness not less than dcm & mortar (thickness 3 A3 2 o 3 ) 50 M) O LS iy Y e Tremn 25
cm) under the tiles. i il iy a5 Sl g s s JS2 i Y1 65
b- prepare the ground properly to match the required level according to the supervising a5 A gpmam S ol i (il S Ul 1 03
engineer. il s sl 3 g 235l 138 A 55 (n B3 315 a3 5,
Floor c- Remove any waste and leftovers and dispose it properly in an authorized waste L gt 17
Ceramic Tiles |

disposal site.

d- supply and install all materials needed|(flling materials , mortar etc) to complete the
job according to the instructions of the site engineer.

e- clean the site after completion of all works

el gran n o\ Sn g gl s o




Wall Ceramic Tiles

supply and install ceramic tiles for walls (tapstand and sinks), size (20*20) cm?,
thickness=0.6cm class A for the bathroom walls and the windows lintil beam and the upper
edge of the partition ,and rinse the edges so that the thickness of the tiles does'nt appear at
the outer corners, And installation using cement grout on the brick and concrete walls and
water tapstand and sinks the quality of the filling must be approved by the supervisor
engineer , the price including:

e S |

gl san g1 ol () 0.60M = hewe @ o (20 * 20) Lok sl youdl s IS S 5 255
Ll i IS Al gl Y s i) it e ol ill g shel 4 5 el s Sl
Sl e g il il gl gl 2 gl ) U il il R AL
s s 2l i) U8 G i) s of s

AL U g5 ey g e end 198 ALY 23301 3l e S g 2058

Saciedl g8l sl i gramen JS ol 5 Lot alatl) 5 S Wtk 6l 0151

Cera‘:’n?cumes a- Supply and install all needed material to complete the jobifilling materials , plastic corners. Sasall Alle (665 0 g Jale Y1 S Sy 2 (5 fimans 055 O wrimg lsal ol i siom g 7 m 60
) pdady
b- Remove any waste and leftovers and dispose it properly in an authorized waste disposal iyl uigall Gy o slladl 5 siasdl I ) paadl A o)
site. el s (el das sl s A
c- Prepare the edges of the wall ceramic tiles at the same level properly and the finishing of
all work should be high standard and alligned.
d-level the walls to the required level according to the supervising engineer.
o rloan th cits wevke
Emulsion Paint AL 53
supply and install emulsion paint according to Jordanian standard specification number | sl an s b Ji¥1 e s gy 3305 ¢(31) 45 A2 3 andidl y iioal pall 1y (2l #30a S 515 3535
(31), at least three layers except the foundation face according to the required colors, b e ey el e 50
the price includes the following: gl 215 5l ey Ll sl i 3R e Aalne
a-Treatment of all cracks in the wall wherever it was with required materials. O nadl p Iy i1y S Gl g lany i o
b-grinding and applying putty for the internal walls and ceilings, il Uyl LY R S 35l g g 1 ol S 130 G e Al ]
Emalsion |G- leaning of the windows, the electricity systems and the ground with al the necessary AT ey il a0 S A (il i) 28,20 Sl
ot aterials to complete the work according to the specifications and the instructions of m 30
the manufacturer to ensure full coverage of the walls and the ceilings with the internal
emulsion paint.
Cement Tiles ) B
supply and install cement tiles outside & around the bathroom building G (20) with 520 o JBY 1S Wyan o 1 0 4 (20)6 planll e Sy £ ) 1 S 5y )]
minimum breaking load not less than 20 N/m? after 28 Days, size(4*40*40 cm) i e nadl Uty gnnia B gl il e (e 40 ¥ 40 * 4) g3 ogm S
according to the diagrams and specifications. The price includes the following:
s 50 ) a2y pnad s 3300 il ot il i B3 S 5 I8 ) e |
a-leveling the ground level before installation of the concrete tiles with required slob. i pial) gl U G Saainad) i) aren )
Cement Tiles |- 12V the single size backilling with thickness of at least 4cm. (i) i s S s e Y L] »
¢ Clean the site after completion of all works. il LY s IS Lyt il LS 1 Uk 5 03
d-leveling of the manholes with the new cement ties. ) ¥ ) e g i) i i
- Mortar to be not less than 4cm. L dem oo J Y ASlasy S 501 g,
- Clean the site during and after finishing the work L i) ) e e B3 35 185y B 5,
el e el ms  anll IR g8 5l i)
Aluminum Windows [PERRENIY
Supply and install Aluminum windows which should be painted with paint not less than g s 10 G Jis Y s 3laly 03 S 16 G i Y #3005 e il it S S
6 micron, and the frame should be with section not less than 10 cm, the shutter frame | ASta clutaill oy i3 Jads saudly  3ia¥) (0 AS e Jiia 33 e i3 0o Jis ¥ s i3
Aluminum iy soction not less than 3 x 6 cm, with moveable aluminum fly net. The price includes 2l oS 5301 il Aiandl il e s Jan) Sl 330 B gl e ilia) 2al e o 3 3
Windows | a1l necessary galvanized metal pieces, chrome and glasses with 6 mm thickness, 3l s g 2y p ¥l ity Bl LIS ISy 50 paf S
raised and rubber belt and aluminum polts , brushes and marble sills with what
necessary.
Windows protection steel grill : PEFWER
supply and install a rhomboid galvanized protection steel grill of a thickness of 2 mm ey pradl g 2%2 iy pla 2 Sl ASlans gisna K2 3 ik gisna Ben a2 S 5 31555
and slot 2 * 2 cm, and the price includes: (0.5% 3) (b s e (0 BN UYL, (0.5%474) 08 fasin Ul e a0 Y1
a. The outer frame of metal angles (4 * 4 * 0.5), and the internal frame of iron sheet (3* |, s 50 JS 5 (oWl s Lagis Ll 53 53 50 (0.5%3) (ol s 20 pn R85 A Y1
0.5) L a2l g i (Bl B Lyl il il 2855
Windows | - Vertical and horizontal double Strengthening of iron sheets (3 * 0.5) and the mesh i) Sl el i 5 Gl S i Al L ) i
arotection | Petween them in both directions and every 50 cm, and the strengthening also used at | s e s sl S 5 bl 3 U331 5 il 6 5 Bl G 500y 3 G de S| o N
‘teelgrill, |t areas of the mesh connection G 2 ek 3y el s T
C. Install the mesh well by railin the walls or protection iron according to the site
engineer instructions.
D. supply a 3 faces of oil painting and ensure the coverage of all the mesh, angels ,
metal sheet , rails and rails after welding after establishment by a spray
et doors T o5
of o fces,the price includes w TSRS | s, Cpen ) e oS, gl e 1.5 Sl s 1.5 e il o i
L + daty
Ll e em Ganss 1.5mm Ak ) Sladis S 3
el nges o) el 5l e Gl S Sy S Gl S i
O Sl i Slasma 8 55 Sl 538315 151 2] 0 e SV 5 SVl 1S 50
e traet the door concrete frame with the needed plasterng. - 8x16mm i basa 3|
staaton of the doorwitha o 05n5 3 i) cns,
with needed mortar to get the job done. Sl e gy il ol st
Metal doors | ring an opening inexisting wals. el Sa3¥ T U 45 e oYY 350 (50 e 3 Al 2 iy e iS5y P 25
these aincer in S e s ¥y ol Gy 1 43 el (e L S n
Coordination with the concerned authory o s i e 1
thedoors
4.making of neccessary lintels according to local specifications. Seal g Ganaily Gl el Sl s 18 5] 7l 4a il g o) 3 g s A2
Aadl|
Ly g 30y 31 sy sl 3
Ban g Jyanal lical i il e D0 G2 ) kol L2 4]
il 3l e 3om ASkan 530 A5 bl S 55
Wooden doors Tl il Y|
Sl o e 45 Tl A (53 S, S ) S 0 5 g A3 A ) S 2055
Suply and st e waaden door wihor it dsares, S s e 37| S e e 1905 ) S (120 45) S s ) 0 e
thickness of 45 cm with compressed zan wood from both sides on the Sweden Frames (4.5 * P ) o h ; PRSP
e e s o 23 | 2 ) 43 5 el e 359
vertically perforated for ventilation with a thickness of 4.5 cm and a width not exceeding (4-6) cm Lia ez PR s R R
from the thickness of the slot of Jads radl 5 el B 2505 s
frames , and rail not less than 12 cm in length with thenecessary wooden frames in case of existence sl s e Lo i adl e A
ofChinese tiles , and the price includes O 5 e g ol il ) g B e e el s JS U e
A supply and install three Faces of oil painting except the foundation face. o), oDlad 3, (s, 2] e il Sl el 1S 55y 235 g
Wooden [ agjus the door property either by aisng or shearing it inorder to match the teslovel, 1 e g o) S | 2 o
doors | C. Supply and install the door accessories such as (locks, hands , 3 hinges, A 55 0l (o e 3 Ayl 0 i 5 b

D. Plastering the door frames after swishing it properly.
E.supply and install marble thresholds with a thickness of 3 cm of the best quality.




The Roof and Anti-Leakage

waterproofing.

Slop the roof by normal concert G 15 with minimum compressive strength not less than
5 N/mm? after 28 days, thickness 3-5 cm at the opening of the spout, and making the

2 s g e
#3228 383 2Le/5i 355 15 (8 JB Y (5 shem oS 5 5k (15) A2 Al adlas j3 (a el (Dsa 50 |
Al s bl i i L) e s sl a5 531 B i o (5:3) (o Bl
1 LS () el Bl il e 500 ol oS (0 ARSI 5 Spmad) 2 e o2

::‘; :‘;‘;f required slopes according to the drawings, over it two layers of mixed asphalt thickness (80/100 e i) | itn 2 5 1
Leakage | 2.c then making single sze aggrigate sprinking over the mixture according to the (20/30 e i) s im b ad G 2|, W
. |general standards of the building :
waterproofin
- Lower layer: class A (asphalt standard 80/100 )
€ |- Upper layer: class D (asphalt standard 20/30).
curb stone : S |
Supply and install a concrete curbs stone class a ready-made with a breaking force not | s Zale/issi 25 ce JB5 Y juS 5 s gieall 8 50l I ok (58 ) A A iy el S iy 20553
less than 25 Newton / MIm? after a 28-day (12/15 * 30 * 50) with an apparent rise at ) Jals 5 e 20 0 S Y AL £ i L (50730%12/15 ) o 5 28|
least 20 cm and the price includes : ay radl 5 ;e 10415 ) e e A s i) e 5 cn ol Lot 5 0 s
a-compress the soil and spray it with water to strengthen parties with a normal concrete il ol B 5 S sl i Rl Sl BV s 5 S AS
(15 * 10) cm and the price includes
curb stone " . o oain m 30
B.apply cement grout and paint the curb stone with a special painting according to the
specifications and instructions of the supervising engineer.
pvc pipes "6 iy 54
Supply and install 6" PVC pipes, thickness 7.7 mm to connect between manholes. The Gl i (a1 sy PLV.C s shall LS e e 757 ASlaw 5116 Sl e a S g i
Mechanical Works | 6" pvc pipes |price includes excavations, lying out, adhesives material, required ftings and back filling el (3l 55U el Al 52y s sl day el m 30
over the pipes,
Toilets pan High quality Tl G|
sthe | B 8 Gl il Tl A (e pu56%45 GAS Ale S25m 53 e e s s 35
rice include remforced lastie thickness ot s than 530 i damerterand required i bl (s 1 4 e 5.3 ¢ B Y At 5 A LS (el pd e o el
ﬂlﬁ\ﬁ‘imm.. ek crome :an 0.5 also nstllwater llushmg hose (steam) to be palced at s Al sl Skl 2ol el I B A 2 fs ) Rl el ny
Toilets pan- | (50-60) cm with (80-120 ) lengt cleaning. The p v ) B e a5 g B e ) g Ll a5 St ) B 12 00 8 Bl | T 3
ef d dispose it properly in an sl e el y S5 LR W51 Jay seadls . pf120-80 ) 4lsk 050 5 \?ﬂ oilet
Toilet adaptations for disabled (interior facilities ) Tl DoY) 5 52 pancia gl
Adapt existing toilets for access for handicapped students( ) RSl B Y1 (553 DUl U (e o285 il g
1.door with a minimum width of 90cm and the door should open inwards with an €asy | e xu) 551 Ager (i, J1A il i ol ity s 90 o s ¥ i pmt ol 51
used door handle (no rounded hande ) RENE ey
2. grab bar shall be installed along the wall on the side of the toilet seat (height :70- e ’ . s .
Oim, on (umfl ize), iron tube(2.5. BgScm) saniall sl Jadall Jl e (3.5-2.5) iy (il ssiadl s sl i 2]
Toilet  |diameter and another grab bar shal be intalled on the opposite side of th toet seat adia s (3.5-2.5: k8, Gnd V) 33kl s Sl Sdinrdsh, pe 80-70: £ ) dni AV
ion | (hig! length: iron tube (2.5-3.5) in diameter 70:g15)) A E1 Saaiall LA dgally ani3.5-2.5) sy iliall sl S 5 (e sl
s for 3. tollet seat shall be installed with 3 (40-50cm) hieght equipped with flushing cistern iy ol 4 s o (e 50-40) 145 fumi 1 330803, ( pe 100-80 : J shs, e 80| lUMPSUM 1
disabled | the scope includes installation of water flus (ml)
all specifications as per drawing attached. oY, )Wy 3 5
u)JVu\‘}.‘)U*\..mﬂuJuLpA}JV
Supply and install bathroom sink High quality s A 3 5]
Supply and installing sink White painted chinese pottery, size 41 x 56 cm with a pvc PV.C s o 41X56) o Ale & sl ppeally laadl il o Julin S i 5 i
Supplyand | flexible drain pipe, D= (1.25" ) connected to the overflow ,supply and install plastic pipes Lo (25 2 S8 8y a0 A 5 J NN & 125 b il Joie
install for ground stretch with diameter 2" thickness 3 mm until the ground drainage (floor Al 5 Jaly el s Al 485 91 1/2 u,&md«-d‘ w5 rfﬂ\ i e il a3 sink 2
bathroom  [trap), supply and install of long neck chrome water tap (0.5" ) and fixing the sink Ll s s 3/4 8 Rl s g Al S 55 3l
sink  |properly to the wall using suitable materials and installing supporter to it of galvanized
pipes, diameter=(3/4" .
Floor Trap o) iy
supply and install floor trap with 4 slots of PVC( 2/4" ) with two chrome covers, one lath i Luasal g U ( cptlat n PV 2/ n Slah g} 33 ol 5 g ) i a8 g ]
and the other sealed, size 20 x 20 cm. sl 5 G (g V1 o sl S il el 20020 S Bl AV
Floor Trap | The price also includes the drainage laying out from the floor trap to the external SalS o5 Lo gaan g ple 5.3 ASLans (51 4 b LBl juud ga Al g (G 6 jks o g A 1) Trap 1
drainage network and the nearer inspection hole by Heavy duty PVC Pipe with diameter
4" thickness 5.3 mm, and all the necessary fittings
Manhole u‘aﬂ‘a\‘ bh
construct a 60X60 CM manhole with cast iron cover. the price includes the excavation Oa 20em 5l 5 e 15 ASlaws ) sl elis g S iad) el s 60760 ALiS
and building walls thickness 15cm and a foundation with a 20 cm thickness of the O s el Jiam s 5 il Ja3 (g el i s £33 il a) paal 5 (22) A5 oy 41-»"
reinforced concrete grade 22 ,steel and the anti-salty cement, casting the sewage inside | aadls siS 50 ¢35 b sidl g 5l (e o5 512 S o el & inll 3355 7 AN 5 AU GSLAYL5 31
Manhole  |the manhole, benching internally, plastering outside places, supplying the manhole with 23l ) 3 e ISy il gl i alS 3 L a5 el s Aalod) Sl Al Loyl Jalf  Hole 3
circular iron lid of average weight of 50 kg. and the price includes the the reinforced ol g ol
concrete around the lid according to the specification and painting the lid with black
color and lubricating
Water Tank ohoa 33|
supply and install plastic water tank (2, (3)layers food class. The price includes: float valve, nlet, Sl Gl i 3208 g Sl 2306 15 a2 sl sl (53l 05 S
outlet valve, ar ventilation,and buoy diameter 3/a" of the type of high pressure and cleaning vave. ol A e s 2l il 8 n 58l )y il 5 (2
from ‘1:; oo, peenie: i o cornet ot network s e o "«:e‘:&::::‘:a iy il 5 gy ) (0 S pamny el il 3 (0 13/ 8 A 2yl A
. 3.2 ol 300 il (11, 3/, "1/2) S (prc) SN ) gy ol n i
major water supply of the supervisor andtheprice | ] G ) ol S ol sy Dt o i s
also includes for each tank two vents and three butterfly valve diameter 1/2" &1 , and feeding A O e > Oy >
Water Tank |pipes up tollets washing basin , and drinkers by PVC pipes with appropriate and required diameters O U R i il iy padly 2l il U8 st 8 LS R ) | g 2

‘m all necessary suchas corner bends , pieces , tie pipe fitting , reducers , and the required valves
, the necessary. inside lhe

wausafbunmngsomuxsmeana , wrapping pipes under g

layers of tar jute and three faces of asphalt with capacity of 2 cubic meters and test the ne(work

and the water tanks .

i) UV Riila i 3 a5 S8 5 Qo) sl 553 00 B35 s gy s puima
s el Uy 3 e sty Sy Jamy a2 5 1815 8 e b s st
ol A2 205 ol Al RS e i 5301 a5 Al 5 23 i)
Gl it sl a3 Sl i e g il s sl 521
A0 k5 ool S iy il S e 5 1) e




Toilet adaptations for disabled (interior facilities )

Adapt existing toilets for access for handicapped students(

1.door with a minimum width of 90cm and the door should open inwards with an easy
used door handle (no rounded handle ).

2. grab bar shall be installed along the wall on the side of the toilet seat (height :70-
80cm, ling on cubical si i iron tube(2.5-3.5cm)
diameter and another grab b shalbe nstalled on the opposit side o the tietseat

o) 33 mmie aa
) Sl eV (558 Ul S (m o125 ek g

P85 e ) PR Rl i, A ) g O s e 80 G B Y i me 5
(R il

o A1 Baeid L\AI\J,LJL-. (13.5-2.5) yhis i) sl Sl o ol i 2
sl Sl e e (3. , G A1 Sanidl pas o i, o 80-70: 140
3 (o 10080: e, 3»3070&»1-)\)-1“)&\.4._\&&\_\4\\40_\!\4(»3525))ﬂuJLAXA

eu.toilet | (hight: iron tube (2.5-3.5) in diameter . (2 i ol 5 pm e (e 50-40) 15 A | lumpsum 0
3. a toilet seat shall be installed with a (40-50cm) hieght equipped with flushing cistern . (790 i) 258! A i o o 50 255 e 70 iy Al d
4. handwashing basin with a 70 cm hight and a 50cm width,tap handle must be easy to 5 g sl iy iyl g
&rip(90°)turning bar and easily reachable
all specifications as per drawing attached
Rain Spouts Sl
Supply and install rain spouts with metals ties each 50 cm, and the required fittings, in | S Jid 8 i £ € S 5 a2 3300 il 50 S Esiandl Il el gn il s i a s iy s
addition to install opened bend at the lower side of each rain spout and casting concrete £ G A 2 ey 5
Rain Spouts | base under the bend 745 3 ASLa 5 e A pd e 14 | LM 35
a- Enhanced plastic pipes, diameters 4", thickness 5.3.
Rain wi © g e e
supply and install of the cable (3 * 6) mm? visible or hidden depending on the nature of oy sedl 5 Jorl Al cm i 1 ol mm? (673 )sS s 5 5 i
work, the price includes: ol QS 0 iyl
A. Excavations required for cable and its connections e S I g el 488 a2 el it Slical ) e Jgie e O
B.install manholes according to the specifications and the work requirements and then dela il gp ey (il Aand gy Jal) i 230 358 e Sl 208 25 L ga Jul)) 30 Jla e
s Electrical Works put the backfilling materials over it and then return the situation to what it was . RS VSR B s0
Cin case of connect the cable aerobically , the cable must be extended on Konzzalat and
install the cable by cups and antenna wire to hold the Cable and all what is necessary.
Lighting Unit BRI
supply and install fully lighting unit including electrical connections and switch , That e 553 0 e e il S St 1 S 8 LS 80 Sy S 35
contains a capacitor to raise the power factor to (0.9), (36 * 1) watts with a plastic cover. LA el e 15 (J%36 ), (0.9 ) 5 e g )
Lighting Unit
1. Florenst 1 * 36 watts with a plastic cover (S50 ol By 36x1 i | Unit 2
2.Globe Wall light unit (waterproofing) Capacity 100 watts with a metal protection cover e s e 5100 Re g e M 5
Electrical Circuits Breaker
Supply and install electrical circuits breaker Automatically Magnattsaa thermal capacity | 4 &alill &l el Gaa sl 20 S bl 5 m (S (i€ 5
of 20 amperes within a metal box hidden in walls and contain the necessary cleats and O i 3.5 R ol s oy A ) s ol
Electrical |6 price includes delivers nearest distribution board by Cable 3 * 6 mm and the price by inll oty adly Janll G o e 51 ol 204(6%3)]  Lump
Giredits ncludes excavation required for cable and extension and work manholes according to 18 J) 30 Al Ay tile IS Lo I a5 485 pald) 5 Jaal) il s Clioal )| sym 1
Breaker |he specifications s DSl ka1 5m ol (i At 5 sl iy 3358 e |
Rl g 3 e i)
Electrical wiring : e S D)
supply and install internal electrical wiring to accommodate (3) fluorescent lights and (2) | e s il s Loy sl (2)5 Sy (3) o 8131 TS LY o 55 355
Floctrical | E10bS ncluding switches, outlet, 2.5 mm m ing from circuite breaker to the ) i e 15 5 b e ) ) () e om0 25 ) s ey el
electrecal outlet , and 1.5 mm for light connection , the price includes all ittings such as R, gt g, cuitid] el ¢k ¢ S Ca1) e S gad) e el Jaf  jop 1
(p.v.c pipes,, flexible hoze , boxes , switch cover , main circuite, board box ). (R3S a5 3 il
Connection Box Gy 3 i
Comnection | Provide and instal lighting point grounded and the price includes plastic pipes and wires | 15x3 g—bia SBluly PVC &6l A8l ol s iy jnly AS A 5030 A a8 5
Box | |booster section 3 * 1.5 mm and back box and keys and switch on high 2 meter from Jee V1 G p 5 s i oS0l (8 i (341 el 50 2 1) ) gl ol 200 Box 1
tile | surface until the electric circuit breaker and all the necessary materials and i)ty SARLA s 3l
required work by svstem.
Demolish | Demolish the old Bathroom units Lol bl cisag o
7| bemotishing works|  theold  |remove and demolish the old bathroom units the price includes removing and cleaning o ol S e iy 213 iy T3] )ty el B i gy B o
Bathroom |dispose materials out of the site according to the instruction of the site engineer in il gl g Bl i) et el
units | Coordination with the concerned authority.
Elecronic insect Killer iy A 2
~Three - Two UV lightbulbs. ol 35 cobond 032
- Amesh screen to prevent accidental contact with the electrical grid. A A g S pumidl i 3,5
Electronic |- Chain to it hooks on the top of the unit. S ) e sl a4 ol it s
Insect Killer |-Removable plastic tray at the bottom of the unit collects dead insect. i 2yl g 553 Jind (B 21530 A3 4850 |
- Chemical free. EERCRRN
Water Tap Stand\cooler (stailess steel) el
supply and install mineral water\cooler tap stand include with four faucets and the enhanced iron for | 3l sl Juli o il 3 hiin o) o (s i) s sl e/ ia oS Sy i
e by ofth e g, e e e sl 2l g
the supervisor engineer. st EWENNE Y
drinker, in addition \vsalanan and pm«eman the feeding line according to the instructions of the ) e i Tl o) ) ALl A s oS ) s s 5 0t )
Water Tap | supervisor engineer. 02 o
Stand 3. Providing and installing crainag ot (wevo) 5.3 oy 7 4 S (UPVC) ) il ol i )20 g ) il Bk s 5 5 3| gy 1

diameter 4", thickness 5.3 mm, from
plastic floor mp, dameter 4 ofbost cualty, with aH necessry pipes diametr 4, thickness 5.3
(UPVC) , wit
installing, hds and the of chrome or enhanced pastic size 20,20 Jm o he water taps and the
floor trap of best quality.

5 Connect the water cooler to closest electrical point ( the cooler to be 220V-50Hz).

"0 0y (B g e (50 0S5 5 € g V) el I 2l 0 e
) s 5 501 il g ¢(UPVC) 5.3 s <" 4 L 518 531l g o« e 53 Sl
gl s 20720 o 5 nal D )y S o A ) a5 sy il A
5 el (g 1 il
(220v-50Hz 0583 ol s 2l [l ) -ﬁ»«.h._.,; o bl Jasi 5

Supplie’s ignature & Stamp.




ACTED

Lot 2, item A, part1: 3UNIT amrah &ameareh child friendly

Excavation and Grading Works:

g by i) Juas

mm, from the water taps basin to the floor trap, which consist of enhanced plastic floor trap, diameter 4" of best quality, with
all necessary pipes diameter 4 ", thickness 5.3 (UPVC), with the necessary pieces to connect he pipes until the inspection
point, the price includes installing lids and lathe of chrome or enhanced plastic size ( 20 x20 Jcm to the water taps and the
floor trap of best quality.

5- Connect the water cooler to closest electrical point ( the cooler to be 220V-50Hz).

BT S 5 mas ¢ ail) A i a1 om0 il cn <(UPVC) 5.3 ey < 4 La i e 3300
Ao g Qi n (g Y gl y 0yl s 20%20 G 5l Il 3l g S0
(220v-50Hz 058 O g 2 sall /e pll) o 50 A o ) ) el ) dpm i 5

.\ Genera site ;’:Z"raa:‘i’:g Agrading and excavation untill 50 cm from natural groun level and should be compacted. G 1 ) Gl s Gl A0 5 5 5 S el oy Sl .
Excavation & Backfil | \orks: B.remove and clean dispose materials out of the site according to the instruction of the concerned authority. Cn 85 3 g (o pale Ailn) f gl A (il Jiip 8 gl (panie bl sl iy i el gn A U il
. el ) e (0 pm50 G i il o By o Sl e oLl it 5 0 e sl 7 4|
Excavations il
A.rock and soil excavation according to required dimensions of to reach the required levels. el a3 Cpiall g Bl ) e ) g stlaall b1y Blac L 43S 5 ¢ Al 5 ¢ &y a5 S gm i
B. remove and clean dispose materials out of the site according to the instruction of the concerned authority. ks )5 Al gl U (e 23mal) (ST g sl 7 A8 iailill Jig o sal) (anin palall il il
and to use the excavation for backfilling and to remove the extra materials out of the site identified by the related authority. | x: s 20 JS ik Jle palil (1585 elalls (55 95 o le i sinl) 235 LS Radla e Al 5 85l 2 3|
or toimport selected materials from out of the site in case of the invalidity of the excavated materials. 8505 51 3218 Sl Wl el i pll e 3l e e 0 %90 e Ji5 Y Ly Jal
C. backfilling should be on layers each 20 cm and compacted not less than 90% , with all what is necessary according to the
Excavations | specification and drawings for the foundations and grade beams. m 6
backfillin .
Supply anﬂ grading a selected materials. u s s e e G S
The price includes backfilling, grading, watering and compacting(15 cm thickness) T g s ey s B Syl By ol gty Byl g s g0 gpn ot 9
d g el gy el g
backfilling 15 S
a. Inside the building e 5[ m? 18
b. Outside of the building oz sl m? 30
Blinding Concrete Works DAl s
Blinding Supply a‘nd casting a normal concrete G15 wit‘h m imum cu@pressive strength not less than 15 N/mm? after 28 days for 2l s sl s Slalasd e sy 28 2x 2ple/ (5 15 e JEB Y 5 jhem S (55 15 da o Asle Dl A s
5 Construction Concrete | foundations grade beams and slab on grade (inside and outside). Ay 2
Works
Reinforced Concrete Works Aadual) Al 4 Juas|
Supply and casting a normal concrete GR 22 with minimum not less than 22 after 28 d: to the 23 bl span g sl Sy jaadly Lays 28 3w 2le/ g 22 08 JE Y 5 e S (22) 2 Aadan Bt A a5 |
drawings for foundations ,columns,grade beams and slab, the price includes the formwork system , casting and curing. supply and install 5 e ey Al s A s g ol Anged) a5 OUS |
‘mild steel GR 40 of all required lengths and diameters, the price includes cutting, bending, loosing, dowel bars, and steel lifting chairs, the il Jady )y 2 slladl 158y i) 23S _r(M\ld Steel Gr.40) (40) da 2 bl o g j3a a5y w5 all il ga
Reinforced | extra lengths will not calculated, nor any allowance to it. The price includes all works required to complete the work according to the ol caad ¥ 5 3500 ) a3 ¥ 5 teme 5l o gl U1 ,:.vn WL, ,..\v, gl Gl y yoal ) g S5 &\_\v, “.m,
Concrete |specifications and drawings and the instructions of the supervisor engineer. ol ) ol Sl o NS 4 L m 12
Works
Block Works skl Juae
supply and building hollow concrete blocks with minimum compressive strength not less than 35kg/cm? after 28 days and el Lo 28305 2/ S35 o 5 Y 5 st oS sy A 53 (o s £ ke a3 5 Ol el
the price includes the cement and the sand with ratio 1:4 with installation and what necessary to complete the work. Ly ) e lanll i 3 L gan s oS 8 g ( el i) )21 Rt 5l
Block Works
a.Blocks thickness 10 cm for the partitions walls and parapets. ool y ol ll ] 0 AShans sk m? 20
b. Blocks thickness 20 cm for the external walls. S el 20 e o b 2 50
Exterior Facilties to disabled toilet 5
supply and install Disable facilitating concret Ramps according to the design produced A 5all Sa g M 5 ppanaill i 5 Aysesall Fle V1 (553 S (30 plai
~for toilet without any access steps :no need to build access ramp (AL a1 il Al ) 2 05 Chalaall|
-for toilets with access steps. o el
1-install concrete ramp (slope 5% , up to 8% in exceptional cases;width:120cm) (e 120 = e, Austsie) Jall AT %8 U1 %5 Jsa) dliks fpa f ppansi 1
concret | 2-install handrails for the whole length of the ramp (hight:90-100 cm, length:same as length of the ramp , Jshlly, 2e100-90 glis ) ALl da Y1 J ke Jals (13,5-2,5) Dl liall wsandl i 38 (a0 313 ppanai-2|
Ramps | material:galvanized iron tube(2.5-3.5cm) diameter AL o 1 ke | lUMPSUM 1
all specifications as per drawigs attached . 5 el s Clial sl gan
Water Tap Stand\cooler (Stailess steel) afolall i pdial
supply and install mineral water\cooler tap stand include with four faucets and the enhanced iron for the body of the water |, all sal 55nal sall Jai Jalpa g sy i ) o (e (i) iomn s 2 e/t S 5 s
taps, the price include: ey el
1-The necessary excavation according to the instructions of the supervisor engineer. il el Slales seen A 3 il 1
2-installing feeding line to the water taps by high galvanized quality pipes diameter 3/4 " from the tanks until water taps o el i ol )34 m 51 3/4 1a 8 Al 5293 3 il iy okl o sal 565 14 S 5 2
with installing main valve (knife) to control the feeding line nearest to the drinker, in addition isolation and protection the il aigal) Slaglel i laall 5 Jal I ALV Al lady oSaill s plana S |
feeding line according to the instructions of the supervisor engineer. Gasm e cla53 —\-—, €4 58 (UPVC) S mal cLiasdldl candal o o sliall pmsm (M) el Tk S iy i 3]
Wl‘;’ﬂ?" 3. Providing and installing drainage line from water taps basin by enhanced plastic pipes (UPVC) diameter 4", thickness 5.3 ) e e ¢ s il (a0 0 8 (LN G )| e G 0055 5 4 Y1 el ) L:‘:“: 1




Finishes

Plastering

Three layers plastering of cement and sand with ratio 1:2 for the first layer,1:3 to the other layers and fluidized material in
addition . The price includes the scaffolding, metal corner, and the metal lath (wide 15-20 ) cm by fixing it probably between
the bricks and the concrete works and over the different services systems such as the electrical and sanitary installations,
where s necessary.

ngual) 5Ll L) a5 AV (Tl 311 Ay (1) Fil) 21 Ay ol g Citans) (o i 2530 5 Juc e
e V5 cshall 0 Lo Vi 425 g e 20-15) e Gl ismall il Ramal) U 305 i) Sy s
o Wi A 5l s Al iyl Jie Al ilanal) A 3 6 Al 31

Plastering
a. Internal plastering. three lavers il 5 A3 § sl m? 30
b. External plastering for three layers and the forth layer should be with shpreez sprinkle. The shpreez sprinkle should be with e R Al Faaly e 230 R a5 o
ratio of 1:3 of the white cement and Quartz with thickness not less than 3mm, installation all the necessary links and angles AU L5 da sl e, pe 3 00 8 Y A8y 555 () i) m 300 By 3y A2 00555
and painting with the desired colors according to the opinion of the supervising engineer. Ll gl (gl ) o lladll ol Gladl g e .
Floor Ceramic Tiles s 0 S s B
supply and install ceramic tiles for floor, class (a) size (30*30) cm?, thickness=0.8cm,the tiles and filling materials should be | &l was s il 5 B3k &e 55 0.8cm = e 2 s (30 * 30) (e (1) A2 ¢ o 1 el ol 3y S 55 308
approved by the site engineer, the price includes: adiy el y il putigall U8 e laalie)
a- Install single size aggregate with thickness not less than 4cm & mortar (thickness 3 cm) under the tiles. B i (e 3 lans) B ga5(dem) 0 LeSams S ¥ Rpesie danan 355 0
b- prepare the ground properly to match the required level according to the supervising engineer. el il g sl sl g i s S35 Y 25
¢ Remove any waste and leftovers and dispose it properly in an authorized waste disposal site. Bl 5l B e S Al gk Galily L U gl ) 2
Floor | d-supply and install all materials needed(filling materials , mortar ,etc) to complete the job according to the instructions of | . il Gesigall Cilaes coun s sl o g L2850l anll 130 (LY Ua 5 835 o R 30 2] en S 55 2559 ,
Ceramic Tiles | the site engineer. e gaen 0 ol mg gyl e [ 7
e- clean the site after completion of all works
Wall Ceramic Tiles Sl S e B
supply and install ceramic tiles for walls (tapstand and sinks), size (20*20) cm?, thickness=0.6cm class A for the bathroom Lo gy aSldl s Fmall san ) 013l ()35 0.60m = el 2 2 (20 * 20) ok elual jaudl s LI S 5 356
walls and the windows lintil beam and the upper edge of the partition ,and rinse the edges so that the thickness of the tiles LUl iy il g, T A0 Ll 3 e L3l ASlans e Y g il sl Calad s el il 5 el a5l 5 Lol
does'nt appear at the outer corners, And installation using cement grout on the brick and concrete walls and water tapstand il Getigall U8 G Waalaie) s ) i s s A gt g Jusliall 5 il o sblll s sl ol e e e
and sinks,the quality of the filling must be approved by the supervisor engineer , the price including: + dady ad
Wall |a-Supply and install all needed material to complete the jobi(filling materials , plastic corners 244 ) A U 55 s s m Jand) 138 LY a3 25l qan 1S 5 255 R
Ceramic Tiles | b- Remove any waste and leftovers and dispose it properly in an authorized waste disposal site. Sadinall g8yl 3 g S Gl Lk Gl S Ul 51 203 m 60
c- Prepare the edges of the wall ceramic tiles at the same level properly and the finishing of all work should be high standard bl Bl Ale 55 o) comy Jale V1 ABS gy a5 nns 00555 0 ring e sl s el
and alligned. ) el Gy gl 5 sl ) o) poa) 25 3
d-level the walls tothe required level according to the supervising engineer. e g (e AT 305 8 gl s 4
e- clean the site after completion of all works.
Emulsion Paint ALY ¢3k|
supply and install emulsion paint according to Jordanian standard specification number (31), at least three layers except the ol iy il g i B e gy D36 ¢(31) 5 Y1 o) )yl Gy (2] 63 55 255
foundation face according to the required colors, the price includes the following: el e s ol el
a- Treatment of all cracks in the wall wherever it was with required materials. gl 3yl a5 ity Lkl i) 3 3552 e las
b- grinding and applying putty for the internal walls and ceilings, JEPSRECH IR PET A R PPN SO
. |- cleaning of the windows, the electricity systems and the ground with all the necessary materials to complete the work il lial el iy CJarll JLSY 330 31 sl g n (o 915 ol g1 Sy 0381 ) AL e Al ¢
Emulsion | _ o rding to the and the i of the to ensure full ge of the walls and the ceilings ALY Sty G gandly o paall ALY il e dabead A, 2 30
Paint | with the internal emulsion paint.
Cement Tiles ) B0
supply and install cement tiles outside & around the bathroom building G (20) with minimum breaking load ot less than 20 e iaf £ 20 08 JB Y S en a1 32l 14 (20)G plaal (e Jm s gz A lianl T3 S 55 255
N/m? after 28 Days, size(4*40*40 cm) according to the diagrams and specifications. The price includes the following: sk e el Jal g puatia B8 (il all Cashatia g J s (p 40 * 40 * 4) pan s
a-leveling the ground level before installation of the concrete tiles with required slob. g I pmm sl o 3 el By el s 300 il st Jaadl o B S 5 U (Y1 e
b-lay the single size backfilling with thickness of at least 4cm. il gl (3 (e Bl il
Cement Tiles | ¢ Clean the site after completion of all works. (Apaie) fpia G g S e B 02 BV L ps o 20
d-leveling of the manholes with the new cement tiles. aadinadl SLY) 8 nn I e il Ll ) L 1 D151
- Mortar to be not less than 4cm. sl a1 L el 5 s g Jaliall Capuia s a3
f-Clean the site during and after finishing the work L dem oo U8 Y iSkas S 01 B e
G sl i) e o a3 3 gl ply B 5
a4V 3ng p el NS 5l i)
Aluminum Windows
Supply and install Aluminum windows which should be painted with paint not less than 16 micron, and the frame should be posias) bt
with section not less than 10 cm, the shutter frame with section not less than 3 x 6 cm, with moveable aluminum fly net. The | s i) sty s 10 0o i ¥ gabos GBlals 0050 16 0 o ¥ o3 (Mo o e il il a5
Aluminum | Pice includes the all necessary galvanized metal pieces, chrome and glasses with 6 mm thickness, raised and rubber belt and | sl al s 3 Sha sl i Sl iy oy ] w48 i i 0 53 0 5 Y
Windows | 21uminum polts , brushes and marble sills with what necessary. Ul LS ISy San s ASan gl 305 S 3301 il Aineal) il gsen  anll S A 30 Bl | 2 3
. 3kl e o s ) s
‘Windows protection steel grill : )
supply and install a rhomboid galvanized protection steel grill of a thickness of 2 mm and slot 2 * 2 cm, and the price ey el g e 2% Aadiy 5 ple 2 Ll ASlans ima JSE 53 (ilka ma dlea ok S 5 5 3 ) 5
includes: (0.5% 3) A A il e A1 YLy, (0.5%4%4) 8 Rovam U3 om0 1T
a. The outer frame of metal angles (4 * 4 * 0.5), and the internal frame of iron sheet (3 * 0.5) iyl a5y, s 50 US 5 a5 Lagiss a8l 5 G530 (0.5%3) (ol danise 3 (g BY1 Bl 1 g5 0
Windows | - Vertical and horizontal double Strengthening of iron sheets (3 * 0.5) and the mesh between them n both directions and ) i ; 3 S Joo g Bl S
protection every 50 cm, and the strengthening also used at the areas of the mesh connection . Ll petigal) Sladel i Aleal) aa ;)' JJ_AI"@ A»a-ya S Al g L ) Sl m 3
ol gril, | C:Insall the mesh wel by ral i the walls or protection iron according to thesite engineer instructions. s plall e paall ey oyanll ISy lagal) 5 Ll 5 a2l Bl e 505 3 o b et

D. supply a 3 faces of oil painting and ensure the coverage of all the mesh , angels , metal sheet , rails and rails after welding
after establishment by a spray .

RET RS TURPt]




Metal doors

Providing and building intersection section vasson doors 1.5" plated with sheet of two faces, thickness 1.5 compressed of
two faces, the price includes

a-supply and install a concrete frame with a 1.5 mm thichness and a depth of 5 cm from both parties .

b-Install the frame and the door and promote all the frame by suture with a special welding

cInstall hinges high quality cylindrical locks, hands, stoppers protection grilles for dischargers made from the flat iron
section 16x8 mm.

d-supply three faces of oil painting in addition to the foundation face.

Aganal) o s

tdady saadly, el e e, gl e 1.5mm ASlew glosy hoas "1.5 gaie ¢ peald 5 S iy
0 e Sem Banss 1.5mm AShaws il ) Siadles oS 5|

bl Al 5t el JaS S xs il Glall S

e 23 e ol e x5 5y Sy gdls 53815 £ 250 G e SV 5 VLl i
- 8x16mm gk

e NPV IEE T

L st o 3 Lo e s il il 5 a1 Sl Al

anll 312 3301 4550l gn a1 2521 Con 3 28a 3 i) e 155

Metal doors | &-traet the door concrete frame with the needed plastering. - e 25
finstallation of a Marble threshold at the bottom edge of the door with a thickness of 3 cm from the finest quality with A (e e 5 o (5 e 30 0 Slel ) G a3 Lo S g 3o s el )
needed mortar to get the job done. E S R P §
g-constructing a new door openning with all neccessary actions if needed which might include but not limited to: el Sl o Gl il uttgall Sl o 185 @ e aldl g o3 350 i U15) 2]
1. making an opening in existing walls. Ly Lgia 3mg o) a8 sy 30l 3
2. removing and cleaning debris materials out of the site according to the instruction of the site engineer in Coordination e Ly sanall sl gl s 5 ol 40 330 SIS ) Sl el 4
with the concerned authority. ol 3l e 3em Aa 50 dla ) S S
3.repairing and plastering the concrete frames of the doors after being swished properly.
making of neccessary intel accordingtolocl speclictions.
o cill e o OIS .
an‘ten doors. RCTOURKIN
Supply and install an interior wooden doors with or without discharges, Swedish squeeze with a net thickness of 45 cm with compressed zan | (. ySa (5 (uSlaa gon pae 45 &iloall ASLan (53 s (S, iannd o I 053 o gon 13 Dol S s 305
wood from both sides on the Sweden Frames (4.5 * 12) from the top and (4.5 * 18) from the bottom part within White wood filling e (3.573.5) sas) 2 O pda e i) 0 (18%4.5 ) 5 Al 50 (127 4.5) 3 52 3 e a0
‘materials (3.5 * 3.5 ) and vertically perforated for ventilation with a thickness of 4.5 cm and a width not exceeding (4-6) cm from the 3 ol g ol LY LI i) A A o pe(6.4) 33 ¥ 00 5. S 413650 L
thickness of the slot of the concrete wall for the purposes of plastering with installing the frames , and rail not less than 12 cm in length with Sy A 305 30 i 13 op Ll Jir ¥ feses o5
thenecessary wooden frames in case of existence ofChinese tiles , and the price includes d 3l s Ja g Aa &epel2 00 3 A “
Wooden (A, supply and install three Faces of oil painting except the foundation face. ¥l g oo L 0 Gl oy B Gl ), A
doors. B.adjust the door properly either by raising or shearing it in order to match the tiles level. O (5 s g canlitd il Sl gl Gl e Ll gaes S Gl Jas
C. Supply and install the door accessories such as (locks, hands , 3 hinges, ) ), @3lal 3, sy, VL) e Sl S S S iy 855 T
D. Plastering the door frames after swishing it properly. N Ui 3ay ol ¥ ) yapeans 2|
E.supply and install marble thresholds with a thickness of 3 cm of the best quality. e Jund) e e 3 ASles Al e Sl S A
The Roof and Anti-Leakage waterproofing TN gy i Jee!
Slop the roof by normal concert G 15 with minimum compressive strength not less than 15 N/mm? after 28 days, thickness 3- | -3) (e AStass a3 28 3x3 2le/0iss 15 (e Ji Y (5 jaem oS 558 (15) A 2 sl 4ilas 3 (0 anal] (hsa 530 e
The Roof and |5 cm at the opening of the spout, and making the required slopes according to the drawings, over it two layers of mixed Al 225 dae 2 pn2 Al leas Ghld i L g bl e Al Jgpall Jae 5 ol all a8 i e (5
Anti-Leakage | asphalt thickness 2 cm, then making single size aggrigate sprinkling over the mixture according to the general standards of -t LSy (laall bl Ayl il ) iy 3 gl S 5 oS (e ALISY (3 ) .
waterproofin | the building : (80/100 e cdind ), | Ciioa i dgll 7| M 7
g - Lower layer: class A (asphalt standard 80/100 ) (20/30 e i), 3 i By all Bl 2
- Upper layer: class D (asphalt standard 20/30).
curb stone : aAS s
Supply and install a concrete curbs stone class a ready-made with a breaking force not less than 25 Newton / Mim? aftera | ) ol ps2 28 3x: Zale/ 55 25 Ge Ji5 Y eS8 4k qinall 338l ) 83 (oS Jaa) Al 3 el a5 )5
28-day (12/15 * 30 * 50) with an apparent rise at least 20 cm and the price includes : el Jay 5 20 0o Jis ¥ sl glid s 50*30*12/15|
a-compress the soil and spray it with water to strengthen parties with a normal concrete (15 * 10) cm and the price includes Jady ol 5 pua(10%15 ) g dle Db 35 Y1 w5 g elally Ly 5 &l o
curbstone | B.apply cement grout and paint the curb stone with a special painting according to the specifications and instructions of the i phall otigall laglad g liaal gall Canea deali ililay iy Y1 (A3 iyl AlaS o m 30
supervising engineer.
6" puc pipes "6 &Sy e 4
Mechanical Works | 6" pvc pipes upply and install 6" PVC pipes, thickness 7.7 mm to connect between manholes. The price includes excavations, lying out, Jady yuadl s Gl i G dag U 35 PLV.C s siall LSl (e ale p7 Sl wls kb e 34 S 50 i m 30
adhesives material, required fitings and back filling over the pipes. [P Y PRATIE RS UPS FPE SRS PR PN}
Toilets pan High quality Al el sl
Supply and install Arabic toilet pan High quality of White painted chinese pottery size 45x56 cm, the price include reinforced | Jel Jrdly B3I 3 sl el (Ll Al (0 1i56*45 (o8 B e pand e i 5y 35
plastic thickness not less than 5.30 mm and 4" diamerter and required fittings from the toilet until linking it to the main iy el el sy Ay (i ala sl e 1 4 Sl ple 5.3 (e JE5 Y Al (5 stall LU (e g peall e sal
drainage pipes to the nearest manole outside the building , install short neck chrome tap 0.5" also install water flushing hose | &8, (il 1/2 45 S dsking Giaba sl 2155y daalall ol pall Jlanily i3l sl (isall g J R85 8 s o il 5 el
Toilets pan | (steam) to be palced at (50-60) cm with (80-120) length for anal cleaning. The price includes the Remove any waste and L (12080 4lsh 5% 0 s e 60-50) £ oo 45855 5 il el 5 ey Lo W35 55| ATabIC 2
leftovers and dispose it properly in an authorized waste disposal site. Sadinal @) paly Lk aladll y I 5 i) D031 Jay | TOIlEE
Toilet adaptations for disabled (interior facilities ) Lad) ABeY) (g 91l pamada plas|
Adapt existing toilets for access for handicapped students( ) RS all BV 553 Ol J8 e plasind Clales apans
1.door with a minimum width of 90cm and the door should open inwards with an easy used door handle PR e ga) AR g ey, JRIA U s o s e 90 08 JB Y e sl 1
(no rounded handle ). L (Al padad)
2. grab bar shall be installed along the wall on the side of the toilet seat (height :70-80cm , i Y1 saxial) o Lilall Sl e (203.5-2.5) b Clkal) sl il o8 (e sl alia 2
ling on cubical size) i ised iron tube(2.5-3.5cm) diameter and another grab bar il g (o ool adia s (3,5-2,5: 5, G i) 530l e e adins sl ae 80-70: g5
Toilet  |shall be installed on the opposite side of the toilet seat (hight:70-80cm,length:80- (= 100-80 : Jsh, s 80-70: 15 ) Ani Y 5axiall Aadl Agally pni3,5-2.5) ki il apasl)
ions| 100cm), ial:galvanised iron tube (2.5-3.5) in diameter . (3R el g e g (o 50-40) Ui R sk 3 | N
for 3. atoilet seat shall be installed with a (40-50cm) hieght equipped with flushing cistern . alaiill el (2 (i w Lyl Ly 38
disabled | also install water flushing hose L A yall il gl 5 aseliaill W8 5 Clial sl goen
all specifications as per drawing attached
Supply and install bathroom sink  plas Aluda iy 393
Supplyand | Supply and installing sink White painted chinese pottery , size 41 x 56 cm with a pvc flexible drain pipe, D= (1.25" ) connected | 11,25 ki (il dusia PV.C Ot s 41X56) (o ) sl (adl i) 0 Julie o 55 o
install | to the overflow supply and install plastic pipes for ground stretch with diameter 2" thickness 3 mm until the ground Al 335 g g 31 gl L 3 AL 512 Ly g Bl e st Al 3B | 1
bathroom | drainage (floor trap), supply and install of long neck chrome water tap (0.5" ) and fixing the sink properly to the wall using 3/ b Aol sl o Lgd Al 555 Vi oy Al 5 Ly ol Ao 28 (1 1/2 55 B
sink |suitable materials and installing supporter to it of galvanized pipes, diameter=(3/4" Ll laalls Ll
Supply and install bathroom sink High quality : phas Al S iy 351
Supplyand | Supply and installing sink (child friendly) White painted chinese pottery, size 41 x 56 cm with a pvc flexible drain pipe, D= PV.C Oshine s pus( 41X56) ook Alle 5253 53 GV gsmally lladll il (e JlSU Apuin Sl S 5 5 s
install (1.25") connected to the overflow ,supply and install plastic pipes for ground stretch with diameter 2" thickness 3 mm until WAl 5 pe3 ASlaw (2 2 el LSy sl go sl gy dpuin ) olnay ALkl 3 58 e (511 525 el omdlilly ol
bathroom | the ground drainage (floor trap), supply and install of long neck chrome water tap (0.5" ) (made in ltaly or Turkey) and fixing Aol 5 oy oy Ay 38 858 ) Al delim (21 1/2 3 S iy Aol 255 gn a1 ool si 1
sink (child | the sink properly to the wall using suitable materials and installing supporter to it of galvanized pipes, diameter=(3/4" ). Ll ol Lty "3/4 S dladl sl sll o Led Alda S iy N Janlly

friendly)




Floor Trap )
supply and install floor trap with 4 slots of PVC( 2/4" ) with two chrome covers, one lath and the other sealed, size 20 x 20 cm. i A1y sl oy S G Gl g GHIPVIC 2/4 (0 58 ) 55 il 5l il e i
Floor Trap | The price also includes the drainage laying out from the floor trap to the external drainage network and the nearer 5k s i SN i el e ) g Y1 iyl e ol S i Sy smedl s m20x20 48| Floor .
inspection hole by Heavy duty PVC Pipe with diameter 4" thickness 5.3 mm, and all the necessary fittings . S 3 Lo g pla 5.3 ASLaw (51 4 S8 Ay e Aol (55| Trap
Manhole JEEEN
construct a 60X60 CM manhole with cast iron cover. the price includes the excavation and building walls thickness 15cm | Aabudl &ilu 21 (e 20cm 33216l 5 per 15 ks &l 3all slizy Sl siall Jay saudly s 60*60 AalS (255 5 i ae:
and a foundation with a 20 cm thickness of the reinforced concrete grade 22 ,steel and the anti-salty cement, casting the 2 5 AL LTy A1 (a5 sl iy 5 il 12 5l caemy e il il y0all,(22) |
Manhole | sewage inside the manhole, benching internally, plastering outside places, supplying the manhole with circular iron lid of eatll g a2l Ll iy s (3850 (333 b sl ) m 533 s yom el inll 3355 Hole 3
average weight of 50 kg. and the price includes the the reinforced concrete around the lid according to the specification and el o Uil 350 ) G e Sy il gl e SIS 25 L g
painting the lid with black color and lubricating.
Water Tank PR
supply and install plastic water tank (2m?), (3)layers food class. The price includes: float valve, inlet, outlet valve, air lioal yll (e 3ol ol iy 32618 pn il 30 I3 (2 bl sl (S5 058 S
ventilation ,and buoy diameter 3/4" of the type of high pressure and cleaning valve from the bottom, pvc pipes and fitting to ey sl iyl etigald ARG il s sl el U8 pn o ) e il i)
connect to water net work as required to feed toilets, washing basin and tapsatnds, and the price also includes a lock for the ) ey sl o R A5 S5 by 1 o A sy ol Sl 55 m (134,08
tank door and installing a major water supply pipe as required under the instruction of the supervisor engineers. and the sl oy i) badl 53 A58 sladl 3802 o 5 25301 il 5 ("1, "3/4, "1/2) 83k (puc) A
price also includes for each tank two vents and three butterfly valve diameter 1/2" & 1" , and feeding pipes up toilets ) il U on st 58 LS Bt sl sl i 05 S 0 L el el ysllndl LS|
washing basin , and drinkers by PVC pipes with appropriate and required diameters with all necessary such as corner Al ol i)y sl 553 RAR A5 g o ey 055 SR8 o i L) iy
bends , pieces,, tie pipe fitting , reducers , and the required valves with copper tongue , the necessary excavation works for 2l L g g Slaaling Sleliy Jomy SlaZ s g5 1815 o (a0 e o sl s Aanliall UYL Rl ol e
the passage of the stretches inside the walls of buildings or outside and the accurate re-repaired , wrapping pipes under bl A A1 oy 3501 Ao gl S0 501 ) 5 sl S AL Sapanl) S 530 gy e e
Water Tank |grounds with two layers of tar jute and three faces of asphalt with capacity of 2 cubic meters and test the network and Al Jala Gl Syl 5 pal Aa 5 S il e g il Getigall (M Lgasdad s il U155 Al Tank 2
the water tanks . AN and s sball 4S5 and s el (S Sl sl lga A sl ey
Rain Spouts. EWCRRIN
Supply and install rain spouts with metals ties each 50 cm, and the required fittings, in addition to install opened bend at the e I8 Jinl 8 gl g S S5 g AU il 5 50 S Al Tl e el slaa e S g
. lower side of each rain spout and casting concrete base under the bend RN RN TS Wy
Rain SpOuts |, Enhanced plastic pipes, diameters 4", thickness 5.3. 2053 e 5 ia Sy e 2 4 | M 35
Rain wire: + g
supply and install of the cable (3 * 6) mm? visible or hidden depending on the nature of work, the price includes: 3 ity sl ol Gal oo it )l mm? (6%3 ) S 5 5 o
A. Excavations required for cable and its connections . a5 QS A 30 i),
B.install manholes according to the specifications and the work requirements and then put the backfilling materials over it e S L I gl 3o 5488 el o el il lial sl e Jeie Jae O
and then return the situation to what it was . Lo gy Sl b gm llay (il Aol ol 85 305558 e il 0 o L pp )l o s i
R Erecuical works | Rain wire: case of connect the cable aerobically , the cable must be extended on Konzzalat and install the cable by cups and RS- 50
antenna wire to hold the Cable and all what is necessary.
Lighting Unit B ) Baag)
supply and install fully lighting unit including electrical connections and switch , That contains a capacitor to raise the power | Jabes gl i€ e (5 i3 o) o Al Sl Uhall 5 4 oSl S35 Al 3 Lag 5 50l 5 01 i g a5 3
Lighting Unit | 2¢t0r t0 (0.9) (36 * 1) watts with a plastic cover. LS ekt g L, (*36),(0.9) M 5okl
1. Florenst 1 * 36 watts with a pl oSS et pa bly 36x1 iy i | Unit 2
2.Globe Wall light unit Capacity 100 watts with a metal protection cover e ity i 515 100 & s e Bl o[ Unit 2
Electrical Circuits Breaker g )
Supply and install electrical circuits breaker Automatically Magnattsaa thermal capacity of 20 amperes within a metal box Ol s 4 sl ol ) (e el 20 i il 55 (Sl (S el S 5 i
hidden in walls and contain the necessary cleats and the price includes delivers nearest distribution board by Cable 3 * 6 mm | <ius dde 5l Al 25la(6x3) JuS Aanl 5 dpmbie 558 A o) o i alleal iy sl s ¢ A 531 i ) e 5 5
Electrical | and the price includes excavation required for cable and extension and work manholes according to the specifications el 465l 8 bl Sl i) i i ey 3y Dyl 301 il Bty oy dosl o)
Circuits Sl (8 Al s o iy 3058 o Sl 35 %" Liln Gl 3 Bla By ade S L m] g 1
Breaker bl i) 4 gy il sall y Sl o 3 L e 5 S Jela 8
Electrical wiring : A Sl S
supply and install internal electrical wiring to accommodate (3) fluorescent lights and (2) globs including switches , outlet , by ol Sl gz iy il s Ly gl (2) 5 e il (3) b AR Aty sl YT CaS 5y 3 53
2.5 mm main wiring from circuite breaker to the electrecal outlet , and 1.5 mm for light connection , the price includes all el qran rdl ey ce gl daa sl dla 15 5 el peSl) 7k ) gl ablill G e (0 2.5 ) ot
Electrical | fittings such as (p.v.c pipes , flexible hoze , boxes , switch cover , main circuite , board box ). (0 ) oSV e s B il B, o) @l il ol cbivms ¢ AN i) e
wiring jop 1
Connection Box gl G stial
Provide and install lighting point grounded and the price includes plastic pipes and wires booster section 3 * 1.5 mm and back el s 25le 1 55%3 gtie I3l s PVC i shel) LSED sl sl Jay 5 ALAS Hin 50 551 s S 55 |
| box and keys and switch on high 2 meter from tile | surface until the electric circuit breaker and all the necessary materials S s s pally Y1 m 3 L g sl Al bl i (Ll g 3 2 1) ) ol
C""’;“"’" and required work by specifications system. clia,ds| Box ;
x
Demolish the old Bathroom units Al Claleal) Clang o
Demolish the | remove and demolish the old bathroom units the price includes removing and cleaning dispose materials out of the site eigall Claslal canen 1 sall 7 A 4de Galidl 5 ol 3l pa sla s A1) pradl Jady s Aagaill dgmaall clan gl a5 A1)
7 | Demolishing works | ¢ according to the instruction of the site engineer in Coordination with the concerned authority il Sl g Golly G2l o
Bathroom
units

Suoolier's Senature & Stamo




ACTED

Lot 2, item A, part 2: REH Amar & Omira mixed school

install of long neck chrome water tap (0.5" ) the price including install and connect according

bl i) G 5 i 3 L JS 3 ol 28 im0 5 oS0 sy R ) U1 1/2 8 s 20530

watertap | N it v pes

instructions of the supervising engineer.
Maintenance work for existing water network and replacement of damaged pipes O AL il (e apall GV Qi 585 S 555 V) AU 5Y) Jady sl g 4l CandiV1 it 5 53 5 sal) slpall A0 Ailpaa Jae
The price includes removing the pipe and installing and connecting the new pipes from The Ll Geigall Cilaglad cana o530 Jee JlsaY) sile |
TAPS TO the tank and the Reset Situation required according instructions supervising LS
engineer.
Water Tank ol O A
supply and install plastic water tank (2m?), (3)layers food class. The price includes: float valve, inlet, outlet il 5 ial gal) ann Bl eaal (il 52018 e il G306 32 Ciiea(2m?)s el slall (K3 (1 3A S i a|
valve, air ventilation and buoy diameter 3/4" of the type of high pressure and cleaning valve from the Ll i e 23/ R0 A ey o, iyl A e sy iyl il 08 e il e 85 g
B i 5 S|4 ) ) i s S e sl o,
re:uired under m:nsuucnon of the supervisor engineers. and the price zio |nc:udes for e:c: LZ:twa O3S i L aiadly, st S sl ey Julidl s 5 0 o) A om0 il
vents and three butterfly valve diameter 1/2" & 1" , and feeding pipes up toilets washing basin , and pelgns w8 uinns 055 I8 5 Loy el il el O Om sl b LS gt S syl ol S 55

\Water Tank |drinkers by PVC pipes with appropriate and required diameters with all necessary such as corner bends , Sy 515 g 585 o (00 3k L e st g Al UYL Aidlae el ya Al 53 o Jliall Jsbiall 5 slaall ) 50 A1 3 Tank
pieces , tie pipe fitting , reducers , and the required valves with copper tongue , the necessary excavation Sy A0l A%y Bapanl) AN day ) 5 el il A0 Baaadl A dayy radl Jay s o5k Le gan g laalii g gy Jua
works for the passage of the stretches  inside the walls of buildings or outside and the accurate re-repaired , | Jals &) aally Cilapaall 5 yal 330 iy sindl Jae ga b piall Gutgall () Lpasled s Fagal i 50 5 Al sl 38a2 A1 e
wrapping  pipes under grounds with two layers of tar jute and three faces of asphalt with capacity of 2 LAY and  alyall 645 Gand y anall S ) el lea s ) ol oLy )
cubic meters and test the network and the water tanks .
Lighting Unit B Baag
supply and install fully lighting unit including electrical connections and switch , That contains ) B Jabea g ) S e (5533 0 e (el Ukl 5 Al 5l a3 Ly 5 5alS 5 ) lan s S 535 2055

Lighting Unit | a capacitor to raise the power factor to (0.9), (36 * |) watts with a plastic cover LSk ekt e Ll (J*36), (0.9
1. Florenst 1 * 36 watts with a plastic cover S Lt Ll 36x] iy | Unit

Supplier's Signature & Stamp.




ACTED

Lot 2, item B, part 1: Albstana Secondary School- Females

Excavation and Grading Works:

A I 5 iy jhadl Juas |

¢ Remove any waste and leftovers and dispose it properly in an authorized waste disposal
site.

d- supply and install all materials needed(filling materials , mortar etc) to complete the job
according to the instructions of the site engineer.

e- clean the site after completion of all works

Ll eigal
e s (e LB 203 ) i

General Site Excavation |A.grading and excavation untill 50 cm from natural groun level and should be compacted. o s sl sl a1y (Hlae YL 438 Rl 3 ¢ Rl 5 ¢ By a5 S (gl el g il |
1 arthworks and Grading | B.remove and clean dispose materials out of the site according to the instruction of the e i) 5 ) Al i 8 g (s ol il gl il a0 iy e 2 30
Excavation & Backfill | works: | concerned authority. o 50 a2 (i il 2 &y g il e oLl By 5 o le g8yl 7S m 5 3 m
Al a1 i
@l iad)
Excavations 3300 il Gae 1 () sl sl e Blae s 483 ¢ A5 ¢ By 55 S 0 g
A-rock and soil excavation according to required dimensions of to reach the required levels. laall U8 On B22nll LY My sl g S il iy sl (yacn bl il gty i sl 4
B. remove and clean dispose materials out of the site according to the instruction of the Ll (A 5 ol Gl il ial) g AHS 5l Aadls pae Wl 3 gl g 8 0 pabe 3,5 5f Aaital
concerned authority. Shieal gl chn 3l Lo e 0 %90 08 S5 Y S A s dall ang o 20 S Sl e pubdl 053
and to use the excavation for backfilling and to remove the extra materials out of the site L5305 B Y1 22185 bl ol Cilabadal
identified by the related auth m* 6
or toimport selected materials from out of the site in case of the invalidity of the excavated
materials.
C. backfilling should be on layers each 20 cm and compacted not less than 90% , with all what
is necessary according to the specification and drawings for the foundations and grade
beams.
backfilling A sy
Supply and grading a selected materials. 8 s el 25 0 S s sl A g ol 5 s
backilling | T Price includes backiiling, grading, watering and compacting(15 cm thickness) Leblges p
a. Inside the building P I
b. Outside of the building e 30
Blinding Concrete Works
Blinding | 5ypply and casting a normal concrete G15 with minimum compressive strength not less than A Lagy 28 3m 2/ G 15 08 B Y (5 s oS 55 15 o sl Al A i |
2 Construction C°w"“i‘e 15 N/mm? after 28 days for foundations grade beams and slab on grade (inside and outside). o sy el M 12
orks
Reinforced Concrete Works Aadwall A Al Juas |
Supply and casting a normal concrete GR 22 with minimum compressive strength not less than 22 iay skl daty )—4‘)‘4)4 28 302 2alaf 55 22 08 B Y (5 e oS 55k (22) B2 rdeaa Tl A smy |
newton/mm? after 28 days according to the drawings for foundations ,columns,grade beams and slab, 302\ e Sl T30 Jlae a5 Angal 3L Gy 4TS punt 30U el
Reinforced | the price includes the formwork system, casting and curing. supply and install mild steel GR 40 of | xdly &esliadl J1 415 U1 25 o (Mild Steel Gr.40) (40) &2 odll o e 3 s iy il sl hical s
Concrete |2 reauired lengths and diameters, the price includes cuting, bending, loosing, dowel bars, and steel Y s Yy iama gl st 51 syl g )l a5 oS g gl y e [ n
lifting chairs, the extra lengths will not calculated, nor any allowance to it. The pnce mcludes all works il J) hagla g Silieal gally ills i S 5k Le pany IS, @l s ¥y 33|
Works | required to complete the work according to d d the
supervisor engineer.
Block Works skl s
supply and building hollow concrete blocks with minimum compressive strength not less Lt 28305 20m/p5S35 0 U5 Y (5 st oS sy Aot 13 (e ke s 3 35 0l el el
than 35kg/cm? after 28 days and the price includes the cement and the sand with ratio 1:4 cAny Ol o aad) ¥ a3k L guan s S A e (ol it 1411 Aty R pal) s pandly
Block Works | with installation and what necessary to complete the work.
a.Blocks thickness 10 cm for the partitions walls and parapets. Ayl y plo) Al 210 ASa sl m? 20
b. Blocks thickness 20 cm for the external walls. A Al gyeall 220 ASlew o] 2 50
Exterior Facilities to disabled toilet D s i
supply and install Disable facilitating concret Ramps according to the design produced 2 all g sl Ayt BV (555 8 m 23530 A g
~for toilet without any access steps :no need to build access ramp (033 230 an 165 g k) g2 o abaall|
for tolets with access steps £ el
concret | 1-install concrete ramp (slope 5% , up to 8% in exceptional cases;width:120cm) (o 120 G e, Gslie) 5l YISk %68 )95 Jse) Al Gpn | sl | lump N
Ramps | 2-install handrails for the whole length of the ramp (hight:90-100 cm , length:same as length , #100-90 gL ) Al L V) J slo JolS (23,5-2.5) sy Gl yanl) Sy Gn ()0 paanai2| sUm
of the ramp , material:galvanized iron tube(2.5-3.5cm) diameter AL A Y1 s a5kl
all specifications as per drawigs attached . 4l g e il e
Plastering 5 ol
Three layers plastering of cement and sand with ratio 1:2 for the first layer,1:3 to the other Ll Ulitan (35 831yl 3:1 Ay 131 Siall 2:1 iy a3 Sl e Sl 28305 sl o
layers and fluidized material in addition . The price includes the scaffolding, metal corner, Lol 43458 a0 20-15) e Gl hanadl Ll s Al Ul 55 Sl Jay el s Ansadll 33
3 Finishes and the metal lath (wide 15-20 ) cm by fixing it probably between the bricks and the concrete b L A el Ryl lapadl) i Alal) Sasdl) Al 3 R 3)) Jlae V15 sl
works and over the different services systems such as the electrical and sanitary installations,
where s necessary.
Plastering
a. Internal plastering. three lavers il 250 Adals § jlad) m? 30
b. External plastering for three layers and the forth layer should be with shpreez sprinkle. The R A J) m-\u Sl B a5
shpreez sprinkle should be with ratio of 1:3 of the white cement and Quartz with thickness U3 a3 e Y A 50 Y] ¥l 031 s 5500 A2 059
not less than 3mm, installation all the necessary links and angles and painting with the LR i) sl e ol ol Gadls 4| 60
desired colors according to the opinion of the supervising engineer.
Floor Ceramic Tiles la S Ssa) e B
supply and install ceramic tiles for floor, class (a) size (30*30) cm?, thickness=0.8cm,the tiles B3 & iy 0.80m = e 2 o (30 * 30) o (1) R s ¢ Siban ) ) 13 58 555 351
and filling materials should be approved by the site engineer, the price includes: 1y nadly iyl il 8 (e i) ¢ o o Bl
a- Install single size aggregate with thickness not less than 4cm & mortar (thickness 3 cm) AU o (o 3 ) (0 08 Ve i ¥ Rt a3 |
under the tiles. il il iy el 5 sl g ookl ez (S oY) 2
Floor | P Prepare the ground properly to match the required level according to the supervising sainall @ ) B e IS ol Lt sl il U 2013
Ceramic Tiles | E"BIN€ET- iladal iy Aald 3 g o1l Janl) 38 2LV a5 Ry e RO 3 gl e S 17




Wall Ceramic Tiles

supply and install ceramic tiles for walls (tapstand and sinks), size (20*20) cm?, thickness=0.6cm
class A for the bathroom walls and the windows lintil beam and the upper edge of the partition
,and rinse the edges so that the thickness of the tiles does'nt appear at the outer corners, And
installation using cement grout on the brick and concrete walls and water tapstand and sinks ,the
quality of the filling must be approved by the supervisor engineer , the price including:

a- Supply and install all needed material to complete the job(filling materials , plastic corners 25 )

O Sl e B

maall im0 0] (125 0.66M = o 2 s (20 * 20) (5 el y LI S Sy 3558
Ll e L3l ASLans gl ¥ Casmy il gal i e el il 5 slell 4 ) 5 Sl L gy Sl
g e gy Jubiall y il ¢ gl sl s (e i1 I3all plasindy apfilly | R )
Uy radly i pall gl J e Waldie!] 5 o cingy

A U3 5 iy R Gm ol 0 2L 205301 25l oo i€ 55 35

sl )l 3 i S el Lol s U 51 23]

Cera\'::c”mes b-Remove any waste and leftovers and dispose it properly in an authorized waste disposal ste. Sl e 5555 0l oing DY TS gy 8 5 aany 0555 0 wring ol cigian s 2 60
- Prepare the edges of the wall ceramic tiles at the same level properly and the finishing of all work ad|
should be high standard and alligned. iyl Gesigall iy gl 5 sl ) 0l By
d- level the walls to the required level according to the supervising engineer. a1 e o oY 2 el i
e clean the site after completion of all works.
Emulsion Paint AL 3
supply and install emulsion paint according to Jordanian standard specification number (31), | sl 4n s e G591 o s sn.3 830 ¢(31) b e 1 Cuplialy Slioal sl Gy (3040 3l S 55y 358
at least three layers except the foundation face according to the required colors, the price b L ey el sl 50
includes the following: sl ol 1385y itny Ll B 52N e Anllna |
Emulsion |- Treatment of all cracks in the wall wherever it was with required materials. gl Pl R AR ) an) gpes Anlens is
Paint b- grinding and applying putty for the internal walls and ceilings, il gl U5 Lasll JLSY 35U 3 gl e e 15 el jeSl S g 360l Ailas e Aal 30
c- cleaning of the windows, the electricity systems and the ground with all the necessary ALY 63Uy i ghaddl y ) o) ALK Glaal) laniad dminanall S 520 ilagla
materials to complete the work according to the specifications and the instructions of the
manufacturer to ensure full coverage of the walls and the ceilings with the internal emulsion
paint.
Cement Tiles ) B
supply and install cement tiles outside & around the bathroom building G (20) with minimum | i/ ¢ 20 e Ji5 Y S Uses Ga 31 231 10 (20)G plasll it Jsns g S (i) B S iy 3535
breaking load not less than 20 N/m? after 28 Days, size(4*40*40 cm) according to the b Lo oy i S (il gall i shaliay J fam s 40 % 40 * 4) s i
diagrams and specifications. The price includes the following:
s 30l s R 30 il o sl sl e Il a5 8 )5
a-leveling the ground level before installation of the concrete tiles with required slob. i pliall aigall U (e saainall elial) aas )
Cement Tiles | b- 12V the single size backfilling with thickness of at least 4cm. (o) Al Rmn S gl 4 02 BV e pt) o 2
- Clean the site after completion of all works. Bacinall QLAY b o K2 gl Galill LS ) Ui 1 3051
d-leveling of the manholes with the new cement tiles. 3l e LS e 5 e e aliah) i s plae 3
e- Mortar to be not less than 4cm. L Acm e JB Y Al S U4
f-Clean the site during and after finishing the work iyl i) g e 31 3l 35l B3 a5
el G 51 302 5l 38 54 il
Aluminum Windows
Supply and install Aluminum windows which should be painted with paint not less than 16 posiaghl i
micron, and the frame should be with section not less than 10 cm, the shutter frame with bl e 10 e Ji Y pdaiy Blalls 055850 16 G S Y 3y Gl ) e sl il G i |
Alumingm | S€€tion not less than 3 x6 cm, with moveable aluminum fly net. The price includes the all 3 8t Bl Gy sl i 06 e S i 3 2 S Y i )
Windows | ECeSsary galvanized metal pieces, chrome and glasses with 6 mm thickness, raised and Al gl s 8 B 3301 Rl Fgionall il goen 5 Jondl S A3 gl pa iV sal Ga | 3
rubber belt and aluminum polts , brushes and marble sills with what necessary. e e g il oY) iy Jsll) LS GIES e
Windows protection steel grill : ) e
supply and install a rhomboid galvanized protection steel grill of a thickness of 2 mm and slot el el 5 s 2% Ay 5 ple 2 Gl ASLans e JSE 53 Gilha (ane Blan GLS S 5 5 )53
2*2 cm, and the price includes: (0.5% 3) (o8 s il (a1 Y15, (0.5%4%4) o8 fun W55 G oS80 YT
a. The outer frame of metal angles (4 * 4 * 0.5), and the internal frame of iron sheet (3 *0.5) 2 50 S 5 (il 5 Logisy il & 3250 (0.573) o Jane 3 (0 AV 5 Rl Sl
b. Vertical and horizontal double Strengthening of iron sheets (3 * 0.5) and the mesh oLl Jm 55 (3lalia b a2y il o805
Windows | between them in both directions and every 50 cm, and the strengthening  also used at the R i) Sl ey el im0 2l (B e S B L S
protection | areas of the mesh connection sl e Ryl S Sl U ) S R s g0 n 5 3 Al s dee 3
steel grill: | C: Install the mesh well by rail in the walls or protection iron according to the site engineer LG 2 ) g ) 205 pal 3n
instructions.
D. supply a 3 faces of oil painting and ensure the coverage of all the mesh , angels , metal
sheet,, rails and rails after welding after establishment by a spray .
Wetal doors Tl o )
M A 0 5 5 57D SR 10 WS ST |, i ) o, ) 15 S g e LS e 5 o] Sy
a-supply and install a concrete frame with a 1.5 mm thichness and a depth of § cm from both parties # ety
and promote s8R e 5em Ganss 1.5mm iSkaws 591 sk a5 |
Lt . bl Sl G S 5 bl Gl
+suppl o paintingin 5 (e Sl s Clasena 1S 5 Sl s 53315 £ 581 3l e 3l SV YLl a5
e-traet the door concrete frame with the needed plastering. L 8X16mmM e Jawssa
il f  rle e he bt g o e dor it s of . et sty it el e 3 o
Vet doors |¢<onstucins arew dotcperingwith a1 o e 2
1. making an opening in existing wals. el a3 R 3301 45l n oY) 22l (30 e 3 AShans 530 A e 5 :
2. removing I the site according to M e o Y 5 i g a1 230l Sl (e 4 Lo S e i s ol )
ith th oncene auerty . o o o 2 e 1
a maling of neccessary tes according o local specicatons il il e il ) i) S i 3l £ 4 Galaly 2303 e iy A1) 2
5- Installing marble sills to the doors thickness (3 cm) of the best quality 1 lgia 3a Gl Y1 Sladl s sy 230a) 3
M s e lical yall iy ol 350 A2 ) il o123 4
i) sl e 3em AShes S plA ) il S 5,
Wooden doors FRRCECRIPY
Sl g o 45 ioall s (5390 S, S 1 S5 05 ) s 35
Sl et e ot Wt SO S U ML | s o 8031 12 49) 1 i ) e
the top and (4.5 * 18) from the bottom part within White wood flling materials (3.5 * 3.5 ) and vertically A*':‘“'\‘ :_L '?:“:&T‘E'A’ Y ""‘Jl’;“" Sf"_;:*"'ﬂ,_‘*”:‘:m_‘f‘ ’13'5 ,3"5’ el
perforated for ventilation with a thickness of 4.5 cm and a width not exceeding (4-6) cm from the s da e e 120 sk Ji 2y Gofal) S g foaill gl 2
thickness of the slot of the concrete wall for the purposes of plastering with installing the frames , and sl 5 eall L
W:""E“ il not less than 12 cm in length with thenecessary wooden frames in case of existence ofChinese tles , AT oy e L 0 A G 02 0 Bk 6
joors

and the price includes

A. supply and install three Faces of oil painting except the foundation face.

B.adjust the door properly either by raising or shearing it in order to match the tiles level
. Supply and install the door accessories such as (locks, hands , 3 hinges,

D. Plastering the door frames after swishing it properly.

E.supply and install marble thresholds with a thickness of 3 cm of the best quality.

3 5 e g il Gl ) g G 0 L s S ) v
(sl S5 3, g, VIe) ia Ll SIS Sy 35

s Ll 3 Gl g1 Ll anand

A 58 il e s 3 Al il 0 e S 5 b




The Roof and
Anti-Leakage

The Roof and Anti-Leakage

waterproofing

Slop the roof by normal concert G 15 with minimum compressive strength not less than 15
N/mm? after 28 days, thickness 3-5 cm at the opening of the spout, and making the required
slopes according to the drawings, over it two layers of mixed asphalt thickness 2 cm, then

N s g !

#3228 2 26la/(555 15 e JE Y (5 jkem mS 5524 (15) A2 2 dle s A o ol a5 Juc
Sl Gl g bl i) g8 g el e Bl J sl a5 ol ) A i o (5-3) o Blang
= 1ol LSy aall Auball Al il g g 3 A5 oS (e Rl 3 B 25 e 5 02
(80/100 e il ), | Ciiom i) Akl 1

waterproofin | making single size aggrigate sprinkling over the mixture according to the general standards (20/30 o clivl), > im gl 2| v
[ of the building :
- Lower layer: class A (asphalt standard 80/100 )
- Upper layer: class D (asphalt standard 20/30).
curb stone : S s
Supply and install a concrete curbs stone class a ready-made with a breaking force not less 0 7l 55525 0 Y S 5k el 8 Jala ) ki 0038 ) Rl iyl iS5 205
than 25 Newton / MIm? after a 28-day (12/15 * 30 * 50) with an apparent rise at least 20 cm el Jady 5 e 20 o Ji Y bl £l L (50%30%12/15 ) ok o 28
and the price includes : Jay sl 5 {10415 ) e Sl By YN 5 cn ol L2 52 500 s |
curbstone | 5_compress the soil and spray it with water to strengthen parties with a normal concrete (15 il (il Slaas 5 Slioalpall caun Aald SBlay GBI Glad y il S| M 30
*10) cm and the price includes
B.apply cement grout and paint the curb stone with a special painting according to the
specifications and instructions of the supervising engineer.
6" pvc pipes. "6 ASiasdly e 34
Supply and install 6" PVC pipes, thickness 7.7 mm to connect between manholes. The price I i ol Gy PVLC 5 sl SOl (757 H8Ls 5176 8 gl 50 S 55 |
Mechanical Works | 6" pvc pipes |includes excavations, lying out, adhesives material, required fitings and back filling over the o) sl (358 el 5 a5 kel 2Bl el g el iadl Jady paadly m 30
pipes.
Toilets pan High quality Al Gl el
Supply and install Arabic toilet pan High quality of White painted chinese pottery size 45x56 cm, the B3 5 ) il el Al (e u56*45 (o Ale S3sm 53 e sl e S iy 25
price include reinforced plastc thickness not less than 5.30 mm and 4" diamerter and required fttings il e G 58 ol 5.3 e Ji5 Y AStan 5 il Sl (s iyl s s ey
from the tolet unti lnking it to the main drainage pipes to the nearest manole outside the buiding , iy Al 3 il 3 5 o A S o s ) gl g
install short neck chrome tap 0.5 also install water flushing hose (steam) to be palced at (50-60) cm 7’ A A - PEPON N
Toilets pan | with (80-120) length for anal cleaning. The price includes the Remove any waste and leftovers and ) £l e 4S5 5 Bl ele (B e Lo a5 5 S 485 U1 1/2 pp S i pala | peg 3
dispose it properly in an authorized waste disposal site. Sl sy Lgte (sl S WA A1 daly jrdls . (120-80) sk 0% 0l 5 e( 6050
Toilet adaptations for disabled (interior facilities ) Aaual) Bley) 5 8 yawada plas)
Adapt existing toilets for access for handicapped students( ) RSl BVl (553 Ul U8 e 23330 Calen pgancs]
1.door with a minimum width of 90cm and the door should open inwards with an easy used o () PRI U a3 Il i o iy o 90 00 i Y iy ol 5.1
Toilet :Dm }::d‘er(.nfl’l Lou‘nd‘eduh:nd‘le . the wall on the side of the toilet seat (height :70-80¢ - (il ol s
. grab bar shall be installed along the wall on the side of the toilet seat (height :70-80cm, s o il ey A
i . ing on cubical si oo iron tube(2.5-3.5¢cm) 5iamster and sasiall s, Lilad ‘J’L)"\f' '”?'5_'2'5) SR Q'l_"x‘ il st o M “"“"Z
for |another grab bar shall be installed on the opposite side of the toilet seat (hight:70- et (3.5-2.5: )k, Aant il 53l pas le v sla, e 80-70: £145) Rund | lumpsum 1
disabled |80cm length:80-100cm),material:galvanised iron tube (2.5-3.5) in diameter . -70:g ) A3V 3aaiall ALGA Al 4u3.5-2.5) Ll Gilacall waall i e sl
3.a toilet seat shall be installed with a (40-50cm) hieght equipped with flushing cistern .the s peall g jgem g (e 50-40) gL Aa il 834303 (e 100-80 1 J sk, o 80)
scope includes installation of water flushing hose (k)
all specifications as per drawing attached. Bl ele () Gl e L Loy 5 |
8 sl Eila oo )¢ aselosl] U ¢ il aall e
Supply and install bathroom sink High quality © plas Ao G 5 35
Supply and installing sink White painted chinese pottery , size 41 x 56 cm with a pvc flexible Jesia PV.C Oshie s pae{ 41X56) ool e 5393 53 G gismally lladl) il (o Juin S iy o
Supplyand | drain pipe, D=(1.25" ) connected to the overflow ,supply and install plastic pipes for ground Ty pe3 ASlan (51 2 8 LA ) s Al 5 i) aas ALkl 535 pa GBI1 25 kel (milall|
install stretch with diameter 2" thickness 3 mm until the ground drainage (floor trap), supply and Y oty Lkl s sy ol Ay s 385 G 1/2 58 Biny Al 3555 s pua W) ipeadl] 2
bathroom | install of long neck chrome water tap (0.5" ) and fixing the sink properly to the wall using Ll ks L "3/4 518 Rilladl sl L) ALk S 5
sink | suitable materials and installing supporter to it of galvanized pipes, diameter=(3/4" ).
Floor Trap ) G
supply and install floor trap with 4 slots of PVC( 2/4" ) with two chrome covers, one lath and a2 Laasa) 8 e it ga GEIPVC 2/4 (o a3 ) 5358 ) i e o g il
the other sealed, size 20 x 20 cm. iyl ) 31 byl gy el Sy L)y ey 120020 i Glon AV
Floor Trap | The price also includes the drainage laying out from the floor trap to the external drainage el 5k Lo pan 5 ple 5.3 ASLass (01 4l LDy el 3o Al 3 (R 8 pim 0 )5 A Trap 1
network and the nearer inspection hole by Heavy duty PVC Pipe with diameter 4" thickness
5.3 mm, and all the necessary fittings .
Manhole
construct a 60X60 CM manhole with cast iron cover. the price includes the excavation and 50 20Cm 33618l e 15 48Laws Gl eliss il Jal ey pus 60%60 AdS 55 & i |
building walls thickness 15cm and a foundation with a 20 cm thickness of the reinforced 3 i3 il Jal3 5 ol i g 2030 ) Sl 0l (22) A2 ) )
concrete grade 22 ,steel and the anti-salty cement, casting the sewage inside the manhole, el 5 23S 50 &3 dans shall g 5l (pm 5 i1 s o elany il 50 gl 3 el Sl 5 Jal)
Manhole | benching internally, plastering outside places, supplying the manhole with circular iron lid of 3900 5 a3 e S lial sl i SIS 35 e ey il Rabd &2l L ey 3
average weight of 50 kg. and the price includes the the reinforced concrete around the lid Ll el
according to the specification and painting the lid with black color and lubricating.
Water Tank
supply and install plastic water tank (2m?), (3)layers food class. The price includes: float o Bl Gl (il 52018 e Sl 200 58 (2P sl sl (S 0% S i e
valve, inlet, outlet valve, air ventilation ,and buoy diameter 3/4" of the type of high pressure S okl eigall A a5 i piall Geigal) S8 0 e sl e 481 sall o5 Gapliall 5 Sliaal sall
and cleaning valve from the bottom, pvc pipes and fitting to connect to water net work as o Ry Ay 8 s 1 (e s g Ml Sl 55 e (35134508 e el
required to feed toilets, washing basin and tapsatnds, and the price also includes a lock for il ool 4,8 ol A 3O il (1, 374, "1/2) Uil (pve) SO ¥ ey il 5ol
the tank door and installing a major water supply pipe as required under the instruction of sl il iy 5% S 8 Ll i pady Rl UL sl g el o 2559
the supervisor engineers. and the price also includes for each tank two vents and three pd Genas O 53 SS90 S 5 Ll iy el iyl Guigall i G o sllna s LS Bl
Water Tank | PUtterfly valve diameter 1/2" &1 ,and feeding pipes up toilets washing basin, and o o sty il SRSVl il ) o A g il il ol S5 R B el )

drinkers by PVC pipes with appropriate and required diameters with all necessary such as
corner bends , pieces , tie pipe fitting , reducers , and the required valves with copper tongue
, the necessary excavation works for the passage of the stretches inside the walls of
buildings or outside and the accurate re-repaired , wrapping pipes under grounds with two
layers of tar jute and three faces of asphalt with capacity of 2 cubic meters and test the
network and the water tanks

Sasiall 520 a5 ) g 30 L qaan ol Sy oy oy Rl 1581 @ o 34
Al 00 50 Tl olsal) A0 A1 e iy g Autall Ay 50l il A1 Lay g gl 0 580
szl g () 315 ol sl g5 A il e g sl gl I g
L AN and g shadl 3843 kol (S el lga s )




Toilet adaptations for disabled (interior facilities )

Adapt existing toilets for access for handicapped students(

1.door with a minimum width of 90cm and the door should open inwards with an easy used

door handle (no rounded handle ).

2.grab bar shall be installed along the wall on the side of the toilet seat (height :70-80cm ,
on cubical size), iron tube(2.5-3.5cm) diameter and

another grab bar shall be installed on the opposite side of the toilet seat (hight:70-

Tl B! 5 53 pamada sl

) Sl oYl (5 55 Uall U8 (30 AR Silibas e

il 1ol g ) Pl Al ey, S L g o iy e 90 o b Y G pms .1
NEOE

1) A 41 S30ial il Lilall Il e (u3.5-2.5) s Glaa) sl il 5 n il inlin 2
il 08l by 5 (ga dloscill i s (3.5-2.5: 8, A Y1 S2akall paa e adingr s, pas 70-801
Al 330803, (e 100-80 1 J sk, e B0-70:2 1) i 431 5aiall ALiial) dgallyf p3.5-2.5) iy

eutoilet | gocm,length:80-100cm), material:galvanised iron tube (2.5-3.5) in diameter . (2 0) ol s o e 50-40) | 1UPSUM 0
3.a toilet seat shall be installed with a (40-50cm) hieght equipped with flushing cistern . (790 i) p1a85Y) A i g e 50 a3 o 70 £S5 Alkn 4
4. handwashing basin with a 70 cm hight and a S0cm width,tap handle must be easy to 28 5l gl 5 gl 8 5 il gl p0n|
£rip(90°)turning bar and easily reachable .
all specifications as per drawing attached
Rain Spouts ol 34
Supply and install rain spouts with metals ties each 50 cm, and the required fittings, in S i) B il g S S 5 e RO il an50 S Aanall das sall e Jlaall sl ) e S iy ol
Rain Spouts |addition to install opened bend at the lower side of each rain spout and casting concrete base L il A A A8 dee s G| LM 35
under the bend 453 H8las (5 i LSl e 1 4 b
a- Enhanced plastic pipes, diameters 4", thickness 5.3.
Rain wire: ™
supply and install of the cable (3 * 6) mm? visible or hidden depending on the nature of work, F e el 5 el sl o (it sl als mm? (63 ) S5 5 e
the price includes: Ll e 30 i |
A. Excavations required for cable and its connections . e S L i salel 54 ekl 5 daadl Slllie g Slieal sl ea Jyie das 0|
| Buinstall manholes according to the specifications and the work requirements and then put | JSl (s (58 s cinlis Al s o1 iy 533555 o Jasll 300 % Ui Qo) 3 Jla iz
: Electrical Works | Rainwire: | . \filling materials over it and then return the situation to what it was . Lelges ™ 50
C-in case of connect the cable aerobically , the cable must be extended on Konzzalat and
install the cable by cups and antenna wire to hold the Cable and all what is necessary.
Lighting Unit S sy
supply and install fully lighting unit including electrical connections and switch , That S e 5 a3 o) e el i)y RSl SBpem 501 S Ly 85alS 5500 Shin s S iy 258
contains a capacitor to raise the power factor to (0.9), (36 * ) watts with a plastic cover. LSl et pa L5 (J*36), (0.9) 5 s g
Lighting Unit
1. Florenst 1 * 36 watts with a plastic cover (oS53 sl e ol 36x1 iyl | Unit 2
2.Globe Wall light unit (waterproofing) Capacity 100 watts with a metal protection cover e il 1 100 dne e R o] R
Electrical Circuits Breaker S gl
Supply and install electrical circuits breaker Automatically Magnattsaa thermal capacity of 4 Aal ) sl Al o el 20 e il 5 n Syl oS S ool S iy o
. 20 amperes within a metal box hidden in walls and contain the necessary cleats and the S Al Al 555 A o) AL Ayl Jay s s o a0 Ll e g sty s Ol panlls isal
Electrical | i o includes delivers nearest distribution board by Cable 3 * 6 mm and the price includes i e ey 3530 5 QS 330 S il ey yuadly Ganl) G inia a5 s 20L(6x3)| Lump
Cireuits | o cavation required for cable and extension and work manholes according to the 2305 0" L Sl 30 Al s e IS Lo () goia sl Bale 5 4858 palall 8 anl) il s il sl Sum B
Breaker | pecifications bl n 3l Lo ey Sl a0 el 5n Ll oS sy %3555 e o)
iyl atigal) 4 pa y inal pall
Electrical wirin; ) B
supply and install internal electrical wiring to accommodate (3) fluorescent lights and (2) e s ol ol Ly s (2) 5 i ) (3) e BRI Rl 3o ALY S s 255
Electrical | 10bs including switches, outlet, 2.5 mm main wiring from circuite breaker to the electrecal ol a e 1.5 5 oS e ) gl QM G oy (0025 ) oy e eS|
wiring outlet , and 1.5 mm for light connection , the price includes all fittings such as (p.v.c pipes, Aagl, ) ol @Al el (Gulias ¢ ASALII CalI) Jie Sl ea) men el dalisf - JOP 1
flexible hoze , boxes , switch cover , main circuite, board box). (3501 )y ey Bl
Connection Box Jra sl 3 5ial
Connection | Provide and install lighting point grounded and the price includes plastic pipes and wires 153 gt 3l 5 PVC 4 siall 80l el sall Jady pradl 5 ALelS A 5o 5 00 Aali S i g i
Box |Pooster section 3 * 1.5 mm and back box and keys and switch on high 2 meter from tile DV m 5 Lo s (e pel S b8 i (3 e e 02 1651 ko) il lall 20| Box 1
surface until the electric circuit breaker and all the necessary materials and required work by JETERRPRE DX O TR
sustem
Demolish the | Demolish the old Bathroom units Aapil) Clabaall s g pa|
7 | Demolishing woRks old remove and demolish the old bathroom units the price includes removing and cleaning ot ggall £ A e alily 020 ) g iy A1) ) iy Augsll Gyl Slaa g pany 3 0 o
Bathroom | dispose materials out of the site according to the instruction of the site engineer in il Sl g ety sl ! il
units | with the concerned authoritv.
Elecronic insect Killer g A il pal) AN
- Three - Two UV lightbulbs. i) 38 aad) 3032
Electronic |- Amesh screen to prevent accidental contact with the electrical grid. Aot 5ol AS2M a2 sl el il e -
Insect Killer |- Chain to it hooks on the top of the unit. A m el 3l e abledd iyl | Unit 3
- Removable plastic tray at the bottom of the unit collects dead insect. Al 2 phall g 5 5m  Jid (3 A 530 A4S A5 ien
- Chemical free. Asbal 3l e illa -
Water Tap Stand\cooler (Stailess steel) 3 pafobsall o pdia
supply and install mineral water\cooler tap stand include with four faucets and the enhanced iron for the Sl spiall JaZ Jalpe o 8y i gl e (e (o) itne s /s e i iy ]
body of the water taps, the price mcmuezh . . ‘ ey ol sy )
- engineer. . e o Al
i e it weter o5 M o sl e e 3/ o the s . . ol il s o 2 S 1
until water taps with installing main valve (knife) to control the feeding line nearest to the drinker, in (ring ol GIA n 9 3/4 Lk Al B 3 Rl il ) e gal 455 Lk oS 5
addition isolation and protection the feeding line according to the instructions of the supervisor engineer, | =l Coiall Cilaa’ cania Ziaally ) A8Vl 25l oy 1Sl ) s a5 gon 2l
Water Tap |3. Providing and installing drainage line from water taps basin by enhanced plastic pipes (UPVC) diameter | taks 5.3 dlaws " 4 18 (UPVC) Jaall eliudl casldl gha sl G sm () sl o3 S 55 S 3| Lymp
Stand 4", thickness 5.3 mm, from the water taps basin to the floor trap, which consist of enhanced plastic floor acail (304 ol g (LS (e (a8 A g e VT i pead) ) s Sum 1
trap, diameter 4" of best quality, with all necessary pipes diameter 4 ", thickness 5.3 (UPVC) , with the A i a1 S il A DU ci;dv &= +(UPVC) 5.3 claws " 4. a ki 300 e e e il
necessary pieces to connect he pipes until the inspection point, the price includes installing lids and lathe i peaall oyl pas 20%20 b 5 small LS gl S0 e A V) S 5 pras By g ¢ il
of chrome or enhanced plastic size ( 20 x20 )m to the water taps and the floor trap of best quality. it o
5- Connect the water cooler to closest electrical point ( the cooler to be 220V-50Hz). A
(220v-50Hz 055 O comg 2l e p2all ) o 5 sim A s 1l I el sell Jim 5.5
steel ladder i ol
supply and install a ladder with a height of 4 meteres requires a cage protection around the i (g 5in 5l ) Al Bl ) n Ll Jm Blen i e a1 4 £ e S 5 25
steel ladder | ladder as per International Standard Norm. provided eith a lock. iyl e Al pes 1
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The Roof and Anti-Leakage

Lot 2, item B, part 2: Rehabilitation Albstana Secondary School- Females

The Roof and Anti-Leakage
waterproofing

Slop the roof by normal concert G 15 with minimum compressive strength not less
than 15 N/mm? after 28 days, thickness 3-5 cm at the opening of the spout, and
making the required slopes according to the drawings, over it two layers of mixed

TN ey ol Jus!

3228 30 2L/ 15 (e 5 Y (5 s oS 55k (15) Rin Rl 4 5 (e ] (Shsa 320 e
Al e Bl i g i dl e Al Pl a5 3l A e s (5-3) (30 AShan
- b Sy ol el il il oy 3 oS € (o RIS 8 ) A3 e 3 2
(80/100 e lia ), | Ciion dulid) A5kl 1

Finishes asphalt thickness 2 cm, then making single size aggrigate sprinkling over the (20/30 e ind). 3 i &yl m? 40
waterproofing 4§ s e
mixture according to the general standards of the building :
- Lower layer: class A (asphalt standard 80/100 )
- Upper layer: class D (asphalt standard 20/30).
Floor Ceramic Tiles a0 s 3
supply and install ceramic tiles for floor, class (a) size (30*30) cm?, B de iy 0.80m = law 2 (30 *30) G (1) a0 ¢ i, il pand) 3 S iy 5]
thickness=0.8cm,the tiles and filling materials should be approved by the site Jady pradly il Gutigal) J8 e Waldie | 25 O g A5 0
engineer, the price includes: B s (,,4 3 dla) Lisas(dem) oo LeSaw S ¥ Lpuse dacas 35581
a- Install single size aggregate with thickness not less than 4cm & mortar (thickness il el 5 o slladl 5 stasall o il s JS2 G e
3 cm) under the tiles. aainal) ol sl b uinaa JS Gl g Lgta palddll 5 Ll Wi 61 3] 2
Floor Ceramic Tiles b- prepare the %round properly to match the required level according to the il s 5 sl 3 s a3l Jaall 138 LadY U st 5 5 e a0 3 sl an ‘Tus,” 550 it 1
supervising engineer. JRERTATPPIN]
- Remove any waste and leftovers and dispose it properly in an authorized waste Jue Yl s el 2us sl i
disposal site.
d- supply and install all materials needed(filling materials , mortar ,etc) to
complete the job according to the instructions of the site engineer.
e- clean the site after completion of all works
Emulsion Paint Gl ¢34
supply and install emulsion paint according to Jordanian standard specification Ol 4 g lae JBY1 (e 0y s A3 ¢(31) ) A Y1 Goliall 5 sl pall Gy 2Ll 3 S 535 3555
number (31), at least three layers except the foundation face according to the b Lo Jady ! e glladl) oyl
required colors, the price includes the following: st o gl pladinly sy Lal sl (3 31 e Aallaa |
a- Treatment of all cracks in the wall wherever it was with required materials. Ol plaidy CR s AR lal) gren Aallass Cia
Emulsion Paint b- grinding and applying putty for the internal walls and ceilings, il 65 Janll JSY B350 5 e o 13 o) SISy 30 Gl e Adladig| 105
c- cleaning of the windows, the electricity systems and the ground with all the O ¢Sy o il 5 ol paadl ALlS) Adarill lancal Aiead) AS A Cilaglat g
necessary materials to complete the work according to the specifications and the
instructions of the manufacturer to ensure full coverage of the walls and the
ceilings with the internal emulsion paint.
Cement Tiles ) B3
supply and install cement tiles outside & around the bathroom building G (20) with | /020 0e Ji5 Y juS ilses (e (331 230l 12 (20)G pleall e Jsm s g IS (el L3 uS 55 25
minimum breaking load not less than 20 N/m? after 28 Days, size(4*40*40 cm) sk b md) sy et B el sl i glalia s g (pes 40 * 40 * 8) a5 cgm e
according to the diagrams and specifications. The price includes the following: a3 el Gy yondl s a3 il 5 st Joall o LU a5 O ) e
iyl el 08 Baind) Capudial] e )
a-leveling the ground level before installation of the concrete tiles with required (e ) R Fanas S g a8 o 4 00 Y Lepas
Cement Tiles slob. adindl (SLY) A s S5 ke palidll 5 i ) LG 51 410 E m? 25
b-lay the single size backfilling with thickness of at least 4cm. L uall a1 B e 5 sne g S sl
- Clean the site after completion of all works. . Aem oo JB Y ASLansy (aS ) A ga
d- leveling of the manholes with the new cement tiles. iyl i) Slalel a3 0l a2l B g 5
e- Mortar to be not less than 4cm. Jaall G el 2ay 5 Janl) J3A sl il )
f- Clean the site during and after finishing the work
External wall ST
supply and building hollowblock wall (9 m * 1.5 m) with minimum compressive 53y 0l a Gsae w10 Ak il (b AN Gkl e (o 1.5% 5 9) ast s elivy pi|
strength not less than 35kg/cm? after 28 days thickness of blockis 10 cm and the | ik S35 e ( Jalls Citand 4:1 Ay D55l iy jaad) s La sy 2830 20me/paS35 0o Ji5 Y (5 s | 5
price includes the cement and the sand with ratio 1:4 and 3 layers plastering and das oma) e Jaall e o3l Lo gen s S0 g sty da e s ddala s sl ™ 17
shepreez with installation and what necessary to complete the work.
Toilets pan High quality gl Gyl
Supply and install Arabic toilet pan High quality of White painted chinese pottery size 45x56 L 58 ) el LAl (e 156445 (o8 Tlle 5asn 8 e il e oS i 35
em, the price include reinforced plastic thickness not less than 5.30 mm and 4" diamerter i ) G G 58 e 5.3 e Y ASLan 5 ) LGS (0 i)yt a Ja ey
. e ey s e e AR | bl it o St
Toilets pan hose (steam) to be palced at (50-60) cm with (80-120 ) length for anal cleaning, The price ) BU) o 4 il el ) s Lol Lo 35 5 8 eead 25 U811/2 58 Rig oala ) RS 3
includes the Remove any waste and leftovers and dispose it properly in an authorized waste | ++4) &81 30 leia aladly Ll LGN S| Jas dly . ~(120- 80) 45l 5% 0l 3 ( 60 -50
disposal site.
Supply and install bathroom sink High quality s Ao it i 4,5
Supply and installing sink White painted chinese pottery , size 41x 56 cm with a Jusie PLV.C (5hins o 41X56) (o Aulle 5353 55 ¥ gl (] Al (30 s S 55 oo
pve flexible drain pipe, D= (1.25" ) connected to the overflow ,supply and install 43 ASlaw 1 2 518 iy sl pa aud gy a5} Ciasacly Alusiall 20535 o 1525 S (sl
plastic pipes for ground stretch with diameter 2 thickness 3 mm until the ground Al il Jay gl Ayl 05 01 1/2 S ki ALl 303 35 gn (a3 iyl B
Supply and install bathroom sink | 4 inage (floor trap), supply and install of long neck chrome water tap (0.5" ) and sl 3/4 58 Rilad) ssud ) el Alela S 5y 3 ol PSS 3
fixing the sink properly to the wall using suitable materials and installing supporter
to it of galvanized pipes, diameter=(3/4" ).
water tap install of long neck chrome water tap (0.5") the price including install and connect e b 08 o RS e S ety s g R 12 e S s 3] 5

according i of the supervising engineer. .

il gl S 53




Floor Trap
supply and install floor trap with 4 slots of PVC( 2/4" ) with two chrome covers,
one lath and the other sealed, size 20 x 20 cm.

02 Gipan
Lt Ll )00 e ot g CSIPVC 2/ (o S ) 55 35 ) e
il el g Y1 il n i o) S L s sadly pn20X20 (8 a1

Floor Trap The price also includes the drainage laying out from the floor trap to the external S 3l Lo pen g ple 5.3 ASans (51 4 5 iy oo A 5 Sk o iy T AN g 2
drainage network and the nearer inspection hole by Heavy duty PVC Pipe with
diameter 4" thickness 5.3 mm, and all the necessary fittings .
Manhole R 3 jis
construct a 60X60 CM manhole with cast iron cover. the price includes the (0 200m 53185 e 15 ASbaw 0 ol ey S sinll Jady smadl s pes 60%60 ALelS (i 5 jin Jac|
excavation and building walls thickness 15cm and a foundation with a 20 cm s heal) Sy 3 jial J813 5 jlaall sy 2503 o i) Cianiy) il 5, (22) s Aabd) B3
thickness of the reinforced concrete grade 22 ,steel and the anti-salty cement, el 23S 50 (35 s siall £ 5l (pm (553 S i oty Bl 2555 ANl 5 LA SLYTy a1
casting the sewage inside the manhole, benching internally, plastering outside e ) 3 e S i) o 3l 31 e ey ol o Al il bt Sty )
places, supplying the manhole with circular iron lid of average weight of 50 kg. and il e oLl
the price includes the the reinforced concrete around the lid according to the
specification and painting the lid with black color and lubricating.

Manhole

Manhole N
maintenance manhole with cast iron cover. the price includes the excavation Ao Aaldl Al 81 e Baelall 5 Gl paall Alea g Sl i) Jay pradl s ALIS (A0 5 jin Db
and maintenance walls and a foundation with of the reinforced concrete grade ALl CSLY 15 JAll G 8 sl Jia 55 il Jal (5 el aa s 300 o 5l i) ol (22)
22 ,steel and the anti-salty cement, casting the sewage inside the manhole, dae NS g sl gl Canen S 5l Lo gan g elaill Jsa Aadusall A a0l Limg) oy a5 Al pes 2
benching internally, plastering outside places, and the price includes the the o pandill g eladll 2 gl o s
reinforced concrete around the lid according to the specification and painting the
lid with black color and lubricating.
Water Tank G 36l Sl 0 il 32018 e i S5 3 a2 shall sbiall (S8 03RS 55 |
supply and install plastic water tank (2m?), (3)layers food class. The price includes: ol el S ol 5y oyl il U e ) e 481 pall 5y il 5 il sl
float valve, inlet, outlet valve, air ventilation ,and buoy diameter 3/4" of the type 8 5 gy £ (0 il usna s lall k) 55 (0 (513/4 518 A o1 ey )
of high pressure and cleaning valve from the bottom, pvc pipes and fitting to utaal ol A% Joua sl 350 el ("1, "3/4, "1/2) UaL (puc) LSAuSU Gl gan s il sl
connect to water net work as required to feed toilets, washing basin and slaall Canlil Ca€ 55 0 38 ol i Ll Gy peadl g, A slladll UYL sl o piie g Judidll sl il 53]
tapsatnds, and the price also includes a lock for the tank door and installing a e ene s 1A U1 A 8 a5 L) ey a5l Guigal) J (e osllan b LS Agaasi |
major water supply pipe as required under the instruction of the supervisor Lo oo sttt UREYL Qe yand g L g ol 5 il g o) 533 200 2383 o s

Water Tank engineers. and the price also includes for each tank two vents and three butterfly 1 i 330 a5 rad) Jadi s o3k Lo gy sl iy s aZiy B3 g1 o815 ol e o34 PCS 2
valve diameter 1/2"& 1", and feeding pipes up toilets washing basin , and gl A0 Al bl A2 A1) sy Gl Ay 50l A0 a5 gl i 31
drinkers by PVC pipes with appropriate and required diameters with all necessary | st <l s Aball Jals gl sl Slanddl s s i3 Slial e e il Gesied I Ll
such as corner bends , pieces,, tie pipe fitting , reducers , and the required valves L AN Gand s sl A and sy el (uS il el lea s )
with copper tongue , the necessary excavation works for the passage of the
stretches  inside the walls of buildings or outside and the accurate re-repaired ,
wrapping pipes under grounds with two layers of tar jute and three faces of
asphalt with capacity of 2 cubic meters and test the network and the water tanks .
Rain Spouts sl 3
Supply and install rain spouts with metals ties each 50 cm, and the required S il 8 2 5SS 5 n A ) il 5 ans50 S Aianal) Ll sl s sl slsa capl 3a S 55 sl
fittings, in addition to install opened bend at the lower side of each rain spout and LS i e 2 RS e 5 ) 30

Rain Spouts . X y o m 35
casting concrete base under the bend 4553 ASlaus (5 sk LDyl ga 21 4 ki -]
a- Enhanced plastic pipes, diameters 4", thickness 5.3.
Lighting Unit BRI
supply and install fully lighting unit including electrical connections and switch , S e g8 Ol (e (e iy Dl el B ) S 8 Ly 5alS 3 U Sy S iy 28
That contains a capacitor to raise the power factor to (0.9), (36 * ) watts with a LSk sl aa b5 (U*36), (0.9) ) 5l dabea g

Lighting Unit plastic cover.
1. Florenst 1 * 36 watts with a plastic cover (Sl olat ga by 36x1 sl | pes 4
2.Globe Wall light unit (waterproofing) Capacity 100 watts with a metal protection Lgna iy Cilie Ll 5 100 A (5 ke Tl o la | pes 2
cover
Demolish the oldwatertap stand o sl e
remove and demolish the oldwater tap stand (1.4 x 2.4 x1.2 m) the price includes TS e Gl g an 0 ol ge a3 ) el Jadis (1.2%2.4%1.4) el sladl ke o 5 A1)

Demolishing WORKS| Demolish the old watertap stand | removing and cleaning dispose materials out of the site according to the . hyghr hgjlldIhj hgrhzim , el el ga il iyl otigd) Siladel o o sl LUMP i

instruction of the site engineer in Coordination with the concerned authority Sum
steel ladder JEEV
supply and install a ladder with a height of 4 meteres requires a cage protection il 5 i 5 Al ) Al Aioal sl s oLl I Blan Gl g Ul 4 gl b S iy 3 53

steel ladder around the ladder as per International Standard Norm and the cage contain a door Wiy e Al pes 1

provided with a lock.

Supplier's Signature & Stamp




ACTED

Lot 2, item C: 5UNIT Um Algitain

Excavation and Grading Works:

Aoy byl g

Genera site ;:‘:2::‘::@ Agrading and excavation untill 50 cm from natural groun level and should be compacted. 5l 0 b G ) s sy Gl A 5 Rt 505 g ey S| ©
Excavaion s Backil | yyorge. | B-remove and clean dispose. materials out of the site according to the instruction of the concerned authority. il e i e ey 3 25 0 e 85 2k 5 e 315 e Al o iyl Al i iyl (e el il
Asnall 1 e 1 50 G
@hyhal)
o gl il gty el e 33 iy a1 Ly S5 By B3y« 5 gy 55 S 0 i
S A pie A gl 2 e 3455 5l i) gl U ool (S M gl b Gl i 854
Excavati Clheal sl i 3 L e e 590 G Y 2 ey il e 20 S il bl 5505 el iy 5 o e i
reavations 53y 831 158 S sy il
A.rock and soil excavation according to required dimensions of to reach the required levels. R i o 7|
8. remove and clean dispose materials out of the site according to the instruction of the concerned authority.
Excavations |and to use the excavation for backfiling and to remove the extra materials out of the site identified by the related authority. me 10
or toimport selected materials from out of the site in case of the invalidity of the excavated materials.
C.backflling should be on layers each 20 cm and compacted not less than 90% , with all what is necessary according to the
i  drawings for the foundations and grade beams.
backfilling
Supply and grading a selected materials A
The price includes backfiling, grading, watering and 15 cm thickness) e ey T dnpy 1 8 13m0 el nady ol ) a5 i 5
backfilling 1538
2. Inside the building PSR 27
b.Outside of the bulding Ll sl m 30
Dt 3 em Juse |
Binding | PG Conerete Works A W Sl el D ey 28 s D] (5555 15 (2 5 Y (5 o 5 15 et e A A iy
Cconstucton Comerete.|SuPPly and casting a normal concrete G15 with miimum compressive strength not less than 15 N/mm? after 28 days for foundations . .
igrade beams and slab on grade (inside and outside).
Works
Reinforced Concrete Works L G A e
Supply and casting a normal concrete GR 22 with minimurm compr not less than 22 28 days A LD e 50 oD s sl e s L 28 20 2L/ i 22 08 B Y 5 sk S 854 (22) 3 s b
Reinforced for foundations col de beams and slab, the price includes the formwork system , casting and ) . e gy ) T 80 ] g )
Concrete | curing . 535 g o Gy oy ) 513 S o (M SteelGr.40) (40 3 S 3 i s it i) St | 1
Worke o S o 8 e s 5 05 B e 5 s 3y s )
Block Works ol |
supply and building hollow concrete blocks with minimum compressive strength not less than 35kg/cm? after 28 days and the price | i) }4:1 iy 5sall day madly Loys 28ns 20/p8S35 0 Ji5 ¥ (5 oS 5ty At (o pioin i e 8 e 0l iy |
includes the cement and the sand with ratio 1:4 with installation and what necessary to complete the work. Lty Gl el S 3 e e s s e (|
Block Works
a.Blocks thickness 10 cm for the bartitions walls and parapets. Al el ll 10 WS k| 28
b. Blocks thickness 20 cm for the external walls. A AUl w20 b m? 60
Exterior Facilities to disabled toilet T i
supply and install Disable faclitating concret Ramps according to the design produced 8l i e 5l Al BV 5 5 8 0 255030 s S |
for toilet without any access steps :no need to build access ramp (AL g 1 il il Y ) 10 5% Sl
for toilets with access steps % il
1-install concrete ramp (slope 5% , up to 8% in exceptional cases;width:120cm) (1 120 o e, Rdic! il YA 98 1 %5 Jse) ALk S pracsi 1
concret | 2-nstall handrails for the whole length of the ramp (hight:90-100 cm, length:same as length of the ramp , material:galvanized iron AL a1 I e 5l 1100-90 £145) Akl e 1) 5l S (1a3.5-2.5) s il 3l Sl 5 G 0 a2
Ramps | tube(2.5-3.5cm) diameter 4l g s il gan | 1UMPSUM 1
all specifications as per drawigs attached
Water Tap Stand\cooler (stailess steel): oo
supply and install mineral water\cooler tap stand include with four faucets and the enhanced iron for the body of the water taps, the. ey )2l 55wl 3l a5 gl i ) g (i i) e e S e e oS 5
price include 320 gl s s 230 il il 1
1-The necessary excavation according to the instructions of the supervisor engineer. B Sl s a5 sl sl 155 e 3/ o e 825 6 il iy ) o nl L5 S 5 2
2installing feeding line to the water taps by high galvanized quality pipes diameter 3/4 " from the tanks until water taps with i gl Sl s Taally el I ALY 20|
installing main valve (knife) to control the feeding line nearest to the drinker, in addition isolation and protection the feeding line il Y ol m el 5.3 e " 4 (UPVC) 3inl Sl i el mm ) el B8 a5 s 3
according to the instructions of the supervisor engineer 0 (UPVC) 5.3 oy ¢ 4 o 58 2 530 N g g 55 ("4 5 ol on gun ) e 50 3558 0 0 Y|
Water Tap |3, providing and installing drainage line from water taps basin by enhanced plastic pipes (UPVC) diameter 4, thickness 5.3 mm, from il 2l 20720 8 all LS 55 e 1 € 5 na s S A i ) 51 a3 | Lump N
Stand | the water taps basin to the floor trap, which consist of enhanced plastic floor trap, diameter 4" of best quality, with all necessary A 55 Juadl (e om 1| SUM
pipes diameter 4 *, thickness 5.3 (UPVC) , with the necessary pieces to connect he pipes until the inspection point, the price includes (2200-50Hz 5% 0 win sl 2l ) s 3 o 31 I o) s 5 5
installing lids and lathe of chrome or enhanced plastic size ( 20 x20 )cm to the water taps and the floor trap of best quality.
5- Connect the water cooler to closest electrical point ( the cooler to be 220V-50Hz).
Plastering 5 il
Three layers plastering of cement and sand with ratio 1:2 for the first layer,1:3 to the other layers and fluidized material in addition . Gy s Lol 3l ) Uln (45 581 (ol 3:1 sy o) Al 2:1 Ty Joll 5 i) (pn i 205 sl |
The price includes the scaffolding, metal corner, and the metal lath (wide 15-20 ) cm by fixing it probably between the bricks and the | <l Ji 2L s il 58 Al A JLae W5 o5l i L Vi 405 g pof20-15) n o il gl 2l Tiond 5 31
— concrete works and over the different services systems such as the electrical and sanitary installations, where is necessary. RS IESVEERC RN
Plastering
a.Internal_olastering. three lavers ik B | 80
b. External plastering for three layers and the forth layer should be with shpreez sprinkle. The shpreez sprinkle should be with ratio of e Ao Rkl i 36 g a5 |
1:3 of the white cement and Quartz with thickness not less than 3mm, installation all the necessary links and angles and painting | sl i csliaal 5l sl 4a 301 Ly 31 5 3hm 1 i, o 3 G 56 Y Sy )5S0 ¥ i) n 301 iy ol 22 0555
with the desired colors according to the opinion of the supervising engineer. [REE e . s




Floor Ceramic Tiles
supply and install ceramic tles for floor, class (a) size (30*30) cm?, thickness=0.8cm,the tiles and filling materials should be approved
by the site engineer, the price includes:

a- Install single size aggregate with thickness not less than 4cm & mortar (thickness 3 cm) under the tiles.

b- prepare the ground properly to match the required level according to the supervising engineer.

Sl S0 S e 5]

e e s o o Bl 5 B30 s 0.8m = e 2 s (30 * 30) o (1) A3+ S 1 bl el Lk a5 35
ey oy 2

S (e 3 ) By flim) 5 LS ¥ s S 31351

(0 il iy ol il g i s S5 Y e

- Remove any waste and leftovers and dispose it properly in an authorized waste disposal site. Saindl ]yl B csmam G2 ol L sl S Ul 1 80 ) 0
Floor d- supply and install all materials needed(filling materials , mortar ,etc) to complete the job according to the instructions of the site ) il il a5 Al 3 o planidy 130 LY a5 s e RN sl e S 585 3585 2 27
Ceramic Tiles | engineer. e 1 e (0 oSN 2ns gl i 0
e clean the ite after completion of all works
Wall Ceramic Tiles Dl e B0
supply and install ceramic tles for walls (tapstand and sinks), ize (20*20) cm?, thickness=0.6cm class A for the bathroom walls and Gl 03 oy S Tl il (5 0.66M = a2 o (20 * 20) oy il 3L iS55 355
the windows lintil beam and the upper edge of the partition ,and rinse the edges so that the thickness of the tles does'nt appear at Rl Bl sl ol a1 LSl il il B ) L 30 e LI S 5 Y s sl i g el
the outer corners, And installation using cement grout on the brick and concrete walls and water tapstand and sinks the quality of + s oyl gl U8 o ikl 0 s Ryl e 55 i
the filling must be approved by the supervisor engineer , the price including: RS U5 el e bl 138 2L U1 310 e a5y 351
a- Supply and install all needed material to complete the job(filling materials , plastic corners 4215 ) Sainal g3l B g IS ol L ool Sy
b- Remove any waste and leftovers and dispose it properly in an authorized waste disposal site. ol 35 e 355 i omg A V1S i Sy g 1555 O ot il ol ipm il 7
- Prepare the edges of the wall ceramic tiles at the same level properly and the finishing of all work should be high standard and ) gl s sl 5 sl I 50 By
wanl|alligned. el g 0o i s ol |
Ceramic Tiles | & 1evel the walls to the required level according to the supervising engineer. m 84
e- clean the site after completion of all works
Emulsion Paint AL 3
supply and install emulsion paint according to Jordanian number (31), at least three layers except the b o o gl 0 ol Vi OBV e o5 000 (31) 48 o1 ol a2l ¢34 38 553 35
foundation face according to the required colors, the price includes the following: Rl 5 a5l ity Lol b 32 s e |
a-Treatment of all cracks in the wall wherever it was with required materials. 1 PRl eV AL ) e Aoy i
b grinding and applying putty for the internal walls and ceilings, A4l Gl il 48 520 gy i el U5l S A 5301 1l o A1 okl S 4381501 S e Al |
emulsion |G- c1eanin of the windows, the electricity systems and the ground with all the necessary materials to complete the work according to 1 e g ) 0l LS
baint. | the specifications and the instructions of the manufacturer to ensure full coverage of the walls and the celings with the internal m 35
emulsion paint.
Cement Tiles [ETTE]
supply and install cement tiles outside & around the bathroom building G (20) with minimum breaking load not less than 20 N/m? (140%40 % 4) paas s o Sin/ £ 20 0o 5 Y S Wgan o Y1 22)) g (20)G plaal e Jm s 5 ciond 33Ky i 53 355
after 28 Days, size(4*40*40 cm) according to the diagrams and specifications. The price includes the following: i L ned) iy peiin S 6 gl i ylatiag U s
arleveling the ground level before installation of the concrete tiles with required slob.
b-lay the single size backfiling with thickness of at least 4cm. 38 5l il g 1m0 el ety 3 301 cptial ot ol i S 5 IS s ) g
- Clean the site after completion of all works. it |
Cement Tiles | - leveling of the manholes with the new cement tiles. (i) ok s S o pSidy e 2 Y ey | P 60
- Mortar to be not less than dcm, ind) S e IS e il ki) s 1 A1) 2
- Clean the site during and after finishing the work il V) A e 5 e 0 JAViA i ke
~em oe 05 Y A8y S U Kigas
0yl gl il o e U1 3l 35y B0 i 5,
) o 1 2 8 s
Aluminum Windows
Supply and install Aluminum windows which should be painted with paint not less than 16 micron, and the frame should be with stia sl i
section not less than 10 cm, the shutter frame with section not less than 3 x 6 cm, with moveable aluminum fly net. The price i g 33 e b s 5 e 10 G i ¥ i S5 0850 16 e b Y oK iy e i) el S 55
Aluminum | ncludes the all necessary galvanized metal pieces, chrome and glasses with 6 mm thickness,raised and rubber belt and aluminum gl g 3 bl Y £330 i a1 0] 0 o 3 A i)l )y s oy il 025 i
Windows | POt brushes and marble sils with what necessary. 3\ qien e 2l i) Ll BLS IS 5 S o AShae o M5 S A3 il 4
Windows protection steel grill : N
supply and install a rhomboid galvanized protection steel gill of a thickness of 2 mm and slot 2 * 2 cm, and the price includes: ot ol 5 e 292 Ry pla 2 Bl Sl s JSE 3 Gl ione e Sl 38 5 5 308
2. The outer frame of metal angles (4 * 4 * 0.5), and the internal frame of iron sheet (3 * 0.5) (0.5 3) A8 havn e o A LV, (0.5%4%4) 8 frin U3 n 2 S0 LRI
b. Vertical and horizontal double Strengthening of iron sheets (3 * 0.5) and the mesh between them in both directions and every S0 | a5 3hlia o Lis Syl 128555, o S0 S 5 S5l  Lugis Sl 332 (0.5¥3) o e 3 (0 A1, Bl s
m, and the strengthening also used at the areas of the mesh connection 2
C.Install the mesh well by rail in the walls or protection iron according to the site engineer instructions. ol et S ey Beall 0m ) 0ol B en e ol L o S
Windows | & <upply a 3 faces of ol painting and ensure the coverage of all the mesh , angels , metal sheet , rails and rails after welding after 2 35 A il Sl 3l ey Aanll Ny ol Uy Sl il ey 3 ms 3 ) glas dee 3 |
protection | o raplishment by a spray m 4
steel grill
Metal doors Lo )|
Providing and building intersection section vasson doors 1.25" plated with sheet of two faces, thickness 1.5 compressed of two ot nadly, ol e 0, il e 1.5 ASla gl hame "1 e el ol S |
faces, the price includes Ll 0 Scm enss 1.5mm A8k i s Sk o 5|
a-supply and install a concrete frame with a 1.5 mm thichness and a depth of 5 cm from both parties. omlall (Ll 50 e e Bl JAS 5055 ol Glall s
binstall the frame and the door and promote all the frame by suture with a special welding . - BXIGMIM e b 303 o Sl L Chasonn 8 55 Sy 5 531 151 350] o e SV 5 SVl i 50
cinstall hinges high quality cylindrical locks, hands, stoppers protection grilles for dischargers made from the flat iron section 16x8 el 2 04253 (0 ass
mm, seal 3 e ey il 5 il 5 s A,
d-supply three faces of oil painting in addition to the foundation face. ol 1o R 301 455 g iV 352 s 3 HSha 53U A5 i a5 5
Metal doors |&-traet the door concrete frame with the needed plastering LMD e i Y3 i ALy 131 Sl e e S g s el 25

finstallation of  Marble threshold at the bottom edge of the door with a thickness of 3 cm from the finest quality with needed
mortar to get the job done.

g-constructing a new door openning with all neccessary actions if needed which might include but not limited to:

1. making an opening in existing walls.

2. removing and cleaning debris materials out of the site according to the instruction of the site engineer in Coordination with the
concerned authority.

3.repairing and plastering the concrete frames of the doors after being swished properly.

4.making of neccessary lintels according to local specifications.

) il g By 2 il b s 5 S 4in palslly ol 30 by 313 2)
5 i mg o1 ISy £%eml 3

Mo oy Jponad) lical i il 4 30 S ) oL )

cibina) 352 (n 3em AStan il 530 i sl 3 S 55




Wooden doors
Supply and install an interior wooden doors with or without discharges, Swedish squeeze with a net thickness of 45 cm with
compressed zan wood from both sides on the Sweden Frames (4.5 * 12) from the top and (4.5 * 18) from the bottom part within
White wood filling materials (3.5 * 3.5 ) and vertically perforated for ventilation with a thickness of 4.5 cm and a width not
exceeding (4-6) cm from the thickness of the slot of the concrete wall for the purposes of plastering with installing the frames , and
rail not less than 12 cm in length with thenecessary wooden frames in case of existence ofChinese tiles, and the price includes

peroppy
S b e Ol 0 e 015 Stan g o 5 Aol SLas 3 (o, Sl 1 S 01 ) g a1 Rl s 355

O d6-8) 32 Y G 3 e 5 A 43560 L g e 3 (3.5%3.5) il s sy i) 00 (18%4.5 ) 5 Y1 0o (127 4.5)
el 3 32 a3 AR g 12 06 ey iy ¥ st 5, 5l s g il 2 AN il A S
a4

¥ Ay 1 Lo 5 G g A3 B

Wooden | 5 pply and install three Faces of oil painting except the foundation face. SO 5 e o il il ) g e oo Ll g S o a2 10
doors | g adjust the door properly either by raising or shearing it in order to match the tiles level, (), i 3, 5 12) e ) S a1y 25
. Supply and install the door accessories such as (locks, hands, 3 hinges, ) s gk 2 ol 01 0 a3
. Plastering the door frames after swishing it properly e el e 3 Sl ) e S a5
E.supply and install marble thresholds with a thickness of 3 cm of the best quality.
The Roof and Anti-Leakage A s b |
waterproofing 34 A i (5-3) (0 Bt 33 28 3 238 15 08 5 Y 5k o i (15) A2 e Ak 55 0 el 0 B e
Slop the roof by normal concert G 15 with minimurm compressive strength not less than 15 N/mm? after 28 days, thickness 3-5 cm at Clial Dy 3 5 S RIS 3 ) 2 i 3 o il (e s i g ARl ]l e
The Roof _|the opening of the spout, and making the required slopes according to the drawings, over it two layers of mixed asphalt thickness 2 -1 LS el el il
and Ani- | €. then making single size aggrigate sprinkling over the mixture according to the general standards of the building (B0/100 e i ). | chios it G5l 1
Leakage |- Lower layer:class A (asphalt standard 80/100) (20/30 e clic). s cia el 2| .
waterproofin |- UPPer layer:class D (asphalt standard 20/30).
g
curb stone : [RERS
Supply and install a concrete curbs stone class a ready-made with a breaking force not less than 25 Newton / Mim? after a 28-day | £4ss( 50*30%12/15) L] 5355 25 o Y S g sl 830l ) s 38 ) e _.&),, w4
(12/15 * 30 * 50) with an apparent rise at least 20 cm and the price includes : + ol ety 5 e 20 0 Y
curb stone | 3-COMPress the soil and spray it with water to strengthen parties with a normal concrete (15 * 10) cm and the price includes ol § e 10715 ) e e B s LY e 5 g el Lo 5 5 ,.n m - .
B.apply cement grout and paint the curb stone with a special painting according to the specifications and instructions of the 5l et ey licalpll o sl a5 e AaS s
supervising engineer.
6" pue pipes Ay syl 3o
Vechancalworks | 6 puc ppes | SUPPIY and nstal 6" PVC pipes, thickness 7.7 mm to connct between marioles. The price includes excavations, ying out, adhesives 5y il by ooy G i o 0l PV.C il ) o e 757 Bl 5176 S el iy | .
material, required fitings and back flling over the pipes. sl G a0 il
Toilets pan T Gl )
Supply and install Arabic toilet pan of White painted chinese pottery size 46x56 cm, the price include reinforced plastic pipes Sk 5 ) B oDl sy s B 53 Y1 el Sl 0 med6XG6 o8 e e iS55 25
thickness not less than 5.30 mm and 4" diamerter and required fittings from the toilet until linking it to the main drainage pipes to | ualall 3Ll Jlaiudy Sl il 2 s 35 M iyl o i im a5 4 b e 5.3 e Y|
Toilets pan | the nearest manole outside the building , install short neck chrome tap 0.5" also install water flushing hose to be palced at (50-60) | ) 4lsk (1S ol 3 ol 60 50 ) £l e 4S5 5 Bl ele (i) e Linl 55 5 8 e 35 U51 1/2 3. R Unla s 3355 [umpsum 4
m with (80-120) length for anal cleaning. The price includes the Remove any waste and leftovers and dispose it properly in an Sl 8l i il Ay Uil 03 Juy dly of120- 80
authorized waste disposal site
Toilet adaptations for disabled (interior facilities ) Tyl TV 5 58 G plas
Adapt existing toilets for access for handicapped students( ) S a0 BV 5 53 Sl U8 e 185 Salan ppans
1.door with a minimum width of 90cm and the door should open inwards with an easy used door handle (no rounded (R i) ol o ) ol Al ey, SR U g 0l s e 90 G i Y i n 1
handle ). e BO-70: 165 ) i V1 saxial s Jlall U e (pae3.5-2.5) iy cliall 3a)l il o (o al] (e 2|
Toilet |2 Erab bar shall be installed along the wall on the side of the toilet seat (height :70-80cm , length:depending on AL gl m3,5-2.5) s (il sl i (e sl i (3,5-2.5: S, i V1 330kl pna e acinsz s
adaptations|CUbIC?! ize) material:galvanised iron tube(2.5-3.5cm) diameter and another grab bar shall be installed on the (250 i ol 72 3600 8 o 50-40) 1 n A1 832503, ( s 100-80 2 s, e BO-70:£ 145 ) s 4V
or | opposite side of the toilet seat (hight:70-80cm,length:80-100¢m), material:galvanised iron tube (2.5-3.5) in diameter . il el 5 Gl pw L Loy 55 5| lumpsum 1
disabled |32 toilet seat shall be installed with a (40-50¢m) hieght equipped with flushing cistern . 388 ) g 5 paaacil] i i)yl g
also install water flushing hose
all specifications as per drawing attached
Supply and install bathroom sink © plas Aludka s g 4555
Supply and | supply and installing sink White painted chinese pottery , size 41 x 56 cm with a pvc flexible drain pipe, D= (1.25" ) connected to the s Ukl 3535 o 51,25 b ity ol PV.C s ] 1X56) (ol () gty Al Sl (0 i S iy |
install | overflowsupply and install plastic pipes for ground stretch with iameter 2" thickness 3 mm until the ground drainage (floor trap), | < e adly A4 51 1/2 28 iy Akl 315 g g ¥ ol Sy o3 80 51 2 58 il e M| .
bathroom | supply and install of long neck chrome water tap (0.5" ) and fixing the sink properly to the wall using suitable materials and installing L oy i "3/ S Al 5l G ) Ak 58 5 g Jhands Al
sink  |supporter to it of galvanized pipes, diameter=(3/4" ).
Floor Trap )
supply and install floor trap with 4 slots of PVC( 2/4" ) with two chrome covers, one lath and the other sealed, size 20 x 20 cm. o el 20K20 o8 Bl 31 kil s S o e 0 CEIPVIC 2/4 o ) 55 0 5l | s s o
floor Trap | The price also includes the drainage laying ot from the loor trap to the external drainage network and the nearer inspection hole e 5.3 280 514 Sl g Al 3 G i 3 A S i el 5 i ) (o )l el S0 L Floor )
by Heavy duty PVC Pipe with diameter 4" thickness 5.3 mm, and all the necessary fittings . S okl gsens| Trap
Manhole
construct a 60X60 CM manhole with cast iron cover. the price includes the excavation and building walls thickness 15cm and a 13 (22) a2 Sl B A0 5n 200 35l s 15 ESac e ey il Jay adly e 60¥60. ALS i in
foundation with a 20 cm thickness of the reinforced concrete grade 22 and the anti-salty cement, casting the sewage inside the el 5 05 s ey 6l 55 T AN LT A1 o il iy i) 313 5 ) s £330 5
Manhole | manhole, benching internally, plastering outside places, supplying the manhole with circular iron lid of average weight of 50 kg. and « gl g elaill 2 gl G s e S iyl i S e ey bl g Al B A Lini Jady s 238 50 5| Hole 5
the price includes the the reinforced concrete around the lid according to the specification and painting the lid with black color and
lubricating.
Water Tank e |
supply and install plastic water tank (2m?), (3)layers food class. The price includes: float valve, inlet, outlet valve, air ventilation and | ol 4 sl iz (sstiah  Shival sl (s 3eiS (lacal iy 351 g Sl 530 6 a2 shall sboal (S50 5135 € 55 |
buoy diameter 3/4" of the type of high pressure and cleaning valve from the bottom, pc pipes and fitting to connect to water net 1 ol g Pl il 35 o0 134 8 sy el il il A S g ) e S i)
work as required to feed toilets, washing basin and tapsatnds, and the price also includes a lock for the tank door and installing a 53 30 S A2 m 88350 (5 ("1, "3/, "1/2) s (V) SO oY) gy sl e iy 1S Gl 5 ke
major water supply pipe as required under the instruction of the supervisor engineers. and the price also includes for each tank two | =) ssiea] 8 (n wstlae 58 LS g 1 sl ol o 5 013 bl 8 Ll o, ol LR 0l 25 il 0
vents and three butterfly valve diameter 1/2" & 1" , and feeding pipes up toilets washing basin, and drinkers by PVC pipes with | udial Uil Rlae ol e A 5 2l Judtall sl 053 A4 3585 30 2 Coias 0 IS8 € 5 Lo Uy |
appropriate and required diameters with all necessary such as corner bends , pieces , tie pipe fitting , reducers , and the required s Al S AN Bagaall AN dag 5l Sy o3k e a5 Sl Sy 3 S5 Byl g 158) 5 gl gm0k e sl
Water Tank | yalves with copper tongue , the necessary excavation works for the passage of the stretches _inside the walls of buildings or outside 52 30 il e e il il G oy il A0 540 gl sl 2 1 madl Jayy 50 iy sl il Tamk 4
and the accurate re-repaired , wrapping pipes under grounds with two layers of tar jute and three faces of asphalt with capacity A5 mnd 5 bl a2 gl S A Gl Sl e (il 813 iy Sl
of 2 cubic meters and test the network and the water tanks .
Rain Spouts IR
Supply and install rain spouts with metals ties each 50 cm, and the required fittings, in addition to install opened bend at the lower | . S0 Jiud &5t 8 3 dae 5 i S il b 218 58 5 cn o U el 50 S tind) I 5l Sl o 0 o 55 |
Rain Spouts |side of each rain spout and casting concrete base under the bend 453 Ak 5 s il e 0514 SR LM 7
a- Enhanced plastic pipes, diameters 4", thickness 5.3
Rain wire: P
supply and install of the cable (3 * 6) mm? visible or hidden depending on the nature of work, the price includes: § s el s o s o e 51 ol mm? (643 )8 s |
A. Excavations required for cable and its connections A 5 e 01 iyl |
8.install tothe and the work d then put the backfilling materials over it and then e IS L g el 488 bl el Sl 5 sl sl o e e 0
return the situation to what it was 3L e D3 a0 ey i Rl S0 iy 5303555 e ) 305 4 i 0 305 s o
Electrical Works | Rain wire: . w

Cein case of connect the cable aerobically , the cable must be extended on Konzzalat and install the cable by cups and antenna wire
to hold the Cable and all what is necessary.




Lighting Unit
supply and install fully lighting unit including electrical connections and switch , That contains a capacitor to raise the power factor
10(0.9), (36 * 1) watts with a plastic cover.

N iy

(0936, (0.9 ) 1 5150 dabna ) S e 45553 1 e keS8l G Sl Db il S i Ly 35S 500 iy S 35

Lighting Unit et e
1. Florenst 1 * 36 watts with a plastic cover S0 ke BTy 36x1 iy | Unit
2.Globe Wall lieht unit Cavacity 100 watts with 2 metal protection cover e iy il 113100 S 5 o s ] Unit
Electrical Circuits Breaker ) e
Supply and install electrical circuits breaker Automatically Magnattsaa thermal capacity of 20 amperes within a metal box hidden in | %350 1 )l 5 ng ol paslks e s sl Al el e e 20 o sl 5 50 65 5 08 S 55 i
Flectrical | Walls and contain the necessary cleats and the price includes delivers nearest distribution board by Cable 3 * 6 mm and the price | 34l Jsl a0 ks iad Jay sl el e i i 51 A 2,Lu(653) € Al s ik 35 b s s ¢
Circuits | ncludes excavation required for cable and extension and work manholes according to the specifications 03558 o 3505 " 5 oS 30 e By e S e I gl Sty 4858 pal) 3 ! iy i ) o Jgie | LU
sresker 2 il ]y il sl SR o 3 L g S (bl 5 ey (il R ol | SUM
Electrical wiring : R
Electical|30PPI and install interna electrical wiring to accommodate (3) fluorescent lights and (2) globs including switches , outlet, 25 MM | e o ( 2.5 ) gy <l e s 5 A s Loy o (2) 3 S8 (3) ohnid oS B S 553 35
wiing, | main wirin from ircite breaker to the electrecal outlet , and 1.5 mim or light connection, the price incudes al fitings such a5 i oLl (Gitimy ¢ S ) B Sl g iy oyl im0l 1.5 by eSl i Y e bl jop
(p.v.c pipes , flexible hoze , boxes, switch cover , main circuite , board box ). (0300 5 g 3 il s 8
Connection Box Gras 3yl
Provide and install lighting point grounded and the price includes plastic pipes and wires booster section 3 * 1.5 mm and back box 2 £ o) i il 20 1 53 g DLl PV il S il a2y 2SR g5 51 £ 5
Connection |and keys and switch on high 2 meter from tile | surface until the breaker and all the v and required iyl il 1l T 1 om0 Al i (30 o]
Box  |workby specifications system. Box
Demolish the old Bathroom units Lol il ol g o
Demolish | remove and demolish the old bathroom units the price includes removing and cleaning dispose. materials out of the site. according to | Sheal g ity i 2l o) S o sl 40 il ) 3 0 it 8151 et s Al il im0
theold | the instruction of the site engineer in Coordination with the concerned authority e
! Bathroom umbsum
units

Supplir'sSgnatur & stamp




ACTED

Lot 2, item D, part 1: Um Hussain primary school

Excavation and Grading Works:
A.grading and excavation untill 50 cm from natural groun level and should be compacted.

Tha g iy, ,u.dw
iy et 1 D st Sy B Y1 483005 A8« ¢ Sy im i S G

General Site Excavation |8 remove and clean dispose materials out of the site according to the instruction of the concerned authority. O e sl g e e e e i) of sl g s i i ) e bl i) gy ).44\ s p\n
Earthworks | and Grading AL i i 0 50 G i il T gh i o oLl g s 30
Excavation & Backfll | \yori:
Excavations iy |
A.rock and soil excavation according to required dimensions of to reach the required levels. s el g A il S Y1 ) s sl a5 Gl Yl 4Dk ¢ A5 ¢ A 55 S (0 i
B. remove and clean dispose materials out of the site according to the instruction of the concerned authority. Al g e 215 Al Sl U o 323l (S g sl 7 il iy 5] (pann ] il
and to use the excavation for backfiling and to remove the extra materials out of the site identified by the related authority. | Ji5 ¥ 1 s sy dadl ses o 20 JS Slisks o paldl (85 el 5 ol ol o Sy inll G2 A i adls e A
_|ortoimport selected materials from out of the site in case of the invalidity of the excavated materials. iy 32001 1y Sk Gl il i)yl s 3l e gm0 %690 05 .
Excavations | packfilling should be on layers each 20 cm and compacted not less than 90% , with all what is necessary according to the m &
specification and drawings for the foundations and grade beams.
backfilling T iy
Supply and grading a selected materials. dnsy a8 L el 2 Rl ) el e jdl gl el el g s 5 e o |
backfi The price includes backfilling, grading, watering and compacting(15 cm thickness) Ll s Hin )|
ackfilling h
e 15 ASla -
a. Inside the building el Jal| m? 18
b_Outside of the building ez a  mt 30
Blinding Concrete Works T Al e s
Blinding  |Supply and casting a | with minimum not less than 15 N/mm? after 28 days for ladly el y S Loy 28 303 2lef G 15 08 S8 Y (5 pem S (5 15 B2 Adle Al & oy pi]
Constuction | Concrete | foundations grade beams and slab on grade (inside and outside). sy om? 12
Works
Reinforced Concrete Works Aaloall L A Juas|
Supply and casting a normal concrete GR 22 with minimum not less than 22 after 28 n g sl dady padls Lags 28 ns 2plaf (g 22 8 S Y 5 ohem S 55k (22) Aa 0 Aale Bl A amy
days according to the drawings for foundations ,columns,grade beams and slab, the price includes the formwork system , 25l e gy ) T 0 el ) dmsud ) By S35 s 530 il
Reinforced gand curing.  supply and install mild steel GR 40 of all required lengths and diameters, the price includes cutting, iy A lld) J\,x.m) Y1 S e (Mild Steel Gr.40) (40) a2 botll o o 3n u€ iy s 3l il o
Concrete bendmg, loosing, dowel bars, and steel ifting chairs, the extra lengths will not calculated, nor any allowance to it. The price DI o V3 e 5l o sl 81 iy el 5l sl ) (ol S5 ol 85 ol e s 12
Works | includes all works required to complete the work according to the specifications and drawings and the instructions of the Gl il Sty i)yl AL S 31 L e 3,3 gl a5
supervisor engineer.
Block Works sl Juae|
supply and building hollow concrete blocks with minim: gth not less than 28 days and oy sl Loy 28303 20/piS35 o i Y (5 pham S 5 sy 4l (pa s § e i sl ol o olisy il
the price includes the cement and the sand with ratio 1: 4 wlth installation and what necessary to complete the work. Aoy el e Jadl el a3k b g s S S e (il s St )41 A 435
Block Works
a.Blocks thickness 10 cm for the partitions walls and parapets. A gl 5 ol il 1] 0 ASlans o ool m? 20
b. Blocks thickness 20 cm for the external walls. s AU ol 00 88 k] e 50
Exterior Facilities to disabled toilet T i
supply and install Disable facilitating concret Ramps according to the design produced ) Sy sl Uy el BRI 33 o pL 85 Al e s
for toilet without any access steps :no need to build access ramp (B i ) el ke Y ) 2 0% Shaal|
-for tolets with access steps + g el
1 install concrete ramp (slope 5%, up to 8% in exceptional cases;width:120cm) (1 120 G, Aie) il SIS 968 01965 o) Lile g f a1
install handrails or the whole length o th ramp (HhtS0-100 ¢, lengttisame s ength ofthe ramp o 3, 100-90 1) A i 1 e S (13,5-2.5) s e sl S 0n 5
Concret iron tube(2.5-3. lumpsum 1
PS | all specifications as per drawigs attached ) S i il |
'Water Tap Stand\cooler (Stailess steel) Aol sl
supply and install mineral water\cooler tap stand include with four faucets and the enhanced iron for the body of the water | el sl sl 5 5nal sl Jai Jal o g 8 5 i o) o (cbe (o) (iimn slon 2 /e € s |
taps, the price include: ey
1-The necessary excavation according to the instructions of the supervisor engineer. i) i e e a0 il
2installing feeding line to the water taps by high galvanized quality pipes diameter 3/4 " from the tanks until water taps S5 gl i sl 58 e 1 3/4 S8 e 3 Rl iy A el B85 1k 8 5 .2)
with installing main valve (knife) to control the feeding line nearest to the drinker, in addition isolation and protection the i gl e i a3 ) AiaYl A kSl sl
feeding line according to the instructions of the supervisor engineer. S e 5.3 ey " 4 558 (UPVE) 550 LS bl e s il s ) il L s 5 3]
3. Providing and installing drainage line from water taps basin by enhanced plastic pipes (UPVC) diameter 4", thickness 5.3 ) e e e g il a4 0 DU G el e 0 0S5 AL Y1 el ) 52
mm, from the water taps basin to the floor trap, which consist of enhanced plastic floor trap, diameter 4" of best quality, n A1 a5 e oy o A i Y1 s 5 SO0l g ¢(UPVC) 5.3 sy " 4 1a e 330
Water Tap | ith all necessary pipes diameter 4", thickness 5.3 (UPVC) , with the necessary pieces to connect he pipes until the 5 o G o N1 )3 52 e 20420 A8 53l S s 91| Sum 1
inspection point, the price includes installing lids and lathe of chrome or enhanced plastic size ( 20 x20 )cm to the water taps (220-50Hz 0583 Ol i 2l [yl ) o i g e ) I el ol a3 5
and the floor trap of best quality.
5- Connect the water cooler to closest electrical point ( the cooler to be 220V-50Hz).
Plastering )
Three layers plastering of cement and sand with ratio 1:2 for the first layer, 1:3 to the other layers and fluidized mater e gl S5 4l i (5 Y1 (bl 311 gy Y1 il 211 Ay iy il (o i 30335 s e
addition . The price includes the scaffolding, metal corner, and the metal lath (wide 15-20 ) cm by fixing it probably between G e Al e V15 bl o L Vo 4355 0 e 20-15) e ] il il il U 3 il
the bricks and the concrete works and over services syste h as the electrical and sanitary installations, S VAR R K P SE A RO RRE R
Finishes where is necessary.
Plastering
a. Internal plastering. three lavers O CCE NI 30
b. External plastering for three layers and the forth layer should be with shpreez sprinkle. The shpreez sprinkle should be e R R 2 Sl 30
with ratio of 1:3 of the white cement and Quartz with thickness not less than 3mm, installation all the necessary links and a4 U 5 CBleadl dae, a3 e 6 Y ASlany 5105 N1 Cilanl Gn 31 Ry el L2 05
angles and painting with the desired colors according to the opinion of the supervising engineer. A G s e .




Floor Ceramic Tiles
supply and install ceramic tiles for floor, class (a) size (30*30) cm?, thickness=0.8cm,the tiles and filling materials should be
approved by the site engineer, the price includes:

a- Install single size aggregate with thickness not less than dcm & mortar (thickness 3 em) under the tiles.

b- prepare the ground properly to match the required level according to the supervising engineer.

Sl S S e L4

50 i 5 LU e 5y 0.80m = o ¥ a (30 * 30) b () B2 ¢ a1 o ol I S 5y 35
ad nlly 21 el U8 e a sl

B 3 e 3 ) By fem) o S Jip ¥ i mn 35

i) G sl 5 e s S i Y e

Ce,:::i'zrm s | - Remove any waste and leftovers and dispose it properly in an authorized waste disposal site. Bl 13l A g K2 oy i il s Uty 1 0131 ¢ 17
d-supply and install all materials needed|(filling materials , mortar etc) to complete the job according to the instructions of el Sl s Rl g il Janl 138 ALY L5 sy R S5 e S S 255
the site engineer. el e LTV S ) s
e- clean the site after completion of all works
Wall Ceramic Tiles O Sl B
supply and install ceramic tiles for walls (tapstand and sinks), size (20*20) cm?, thickness=0.6cm class A for the bathroom gy adtudly Al 5 ) 0ol (15 0,66 = e 42 o (20 * 20) (o5 bl ol s B3 S 5 355
walls and the windows lintil beam and the upper edge of the partition ,and rinse the edges so that the thickness of the tiles LU iy gl im0 Uy e O A8 55 Y g il gall il e il 5l a5 |
does'nt appear at the outer corners, And installation using cement grout on the brick and concrete walls and water tapstand sl il el U8 G Lo o 0 cams e 1 i Jlidy iy 0l sl s e e
and sinks ,the quality of the filling must be approved by the supervisor engineer , the price including: +desy
Wall |2 Supply and install all needed material to complete the jobi(filing materials, plastic corners 245 ) S U3 ey g o el 50 (L 330 35l g oS s 25
Ceramic Tiles | O Remove any waste and leftovers and dispose it properly in an authorized waste disposal site. . mx sl B a8 by Lea alilly i Ltk *“f“«' 60
c- Prepare the edges of the wall ceramic tiles at the same level properly and the finishing of all work should be high standard Lty 32520 Al 55 0 g e W1 S s a5 5 e 055 0 i il el gn B
and alligned. 2l gl U o) (5 ) ) 20 g
d- level the walls to the required level according to the supervising engineer. e e com o ) i
e clean the site after completion of all works
Emulsion Paint AL ¢k
supply and install emulsion paint according to Jordanian standard specification number (31), at least three layers except the | sliadl 050 iy Gupldl an i 31 e o pny 4530 (31) 4 s 91 (oplid 5 Slins)yall Gy 024 o3k S 5 3059
foundation face according to the required colors, the price includes the following: 1L e o)
a-Treatment of all cracks in the wall wherever it was with required materials. sl 25 5l tn Lkl Jfonl 5 S gpen e
Emulsion |, grinding and applying putty for the internal walls and ceilings, sl pEL Gy LS )l e ey i 30
Paint |¢_ cleaning of the windows, the electricity systems and the ground with all the necessary materials to complete the work S50 Sl il sl 5 Janll JLaSY R 3301 3 5l e e im0 el el Sty 381l Al e 2lailad) |
according to the specifications and the instructions of the manufacturer to ensure full coverage of the walls and the ceilings O ¢Sy i iy ) paadl AL Adaidl (laal dnieadl
with the internal emulsion paint.
Cement Tiles ) B
supply and install cement tiles outside & around the bathroom building G (20) with minimum breaking load not less than 20 | 4) saas s Jia/ & 20 G i Y oS Upen a1 5 g (6 (20 plasll i sm s g I iacd B3 a5, 30
N/m? after 28 Days, size(4*40*40 cm) according to the diagrams and specifications. The price includes the following: i Lo ol s guetia Sl ol pall ishaey J sioae (2 40 * 40 %
aleveling the ground level before installation of the concrete tiles with required slob. i) e 3 el 50N ol Jay el RS iy st ol s B30l 5 8 Y1
b-lay the single size backfilling with thickness of at least 4cm il st dl 3
Cement Tiles | c- Clean the site after completion of all works. (i) ki R 3 pla3icls e 4 e Y L g 40
d- leveling of the manholes with the new cement tiles. il (S B e S L Ty S 1 Ul 51 03
e- Mortar to be not less than 4cm. 3 ¥ DU g e o AL lin e |
- Clean the site during and after finishing the work L Aem e U6 Y Ay a5 i
) gl S s R S 35l 2y I3 55,
el g 4 sy Lol I8 8yl i
Aluminum Windows osia ) i
Supply and install Aluminum windows which should be painted with paint not less than 16 micron, and the frame should be | Jas ¥ gaias il el s s 10 Co i ¥ paias 3lall g (55 S0 16 G i ¥ o3y s 0l o o patall Sl € g i
with section not less than 10 cm, the shutter frame with section not less than 3 6 cm, with moveable aluminum fly net. The sl g o gl s 3 At sl 5 e e radl s sV e RS e Jie 3 e 3 2|
price includes the all necessary galvanized metal pieces, chrome and glasses with 6 mm thickness, raised and rubber belt and Y iy ol L S s Al 5 oy 350 il el o e ] Sl 330
Aluminum | 5} inum polts, brushes and marble sils with what necessary. bl g e il 3
Windows
dows protection steel grill : i 2
supply and install a rhomboid galvanized protection steel grill of a thickness of 2 mm and slot 2 * 2 cm, and the price rdady rdl 5 pe 242 Aaliy 5 ple 2 o1 ASLas ana IS8 3 ke itne Bhan il S 53 5 358
includes: (0.5% 3) s ot il 0n RIS LY, (0,5%4%4) (oA dein U om g Sl Y
a. The outer frame of metal angles (4 * 4 * 0.5), and the internal frame of iron sheet (3 * 0.5) 2, e 50 S 5 (AL 5 Lagi a5 5350 (0.5%3) Lok L 0m (o A1y gl s
b. Vertical and horizontal double Strengthening of iron sheets (3 * 0.5) and the mesh between them in both directions and ECRREC I
every 50 cm, and the strengthening  also used at the areas of the mesh connection ) et s s el ) )l i S Al L Ll s ]
Windows | C. Install the mesh well by rail in the walls or protection iron according to the site engineer instructions. o ol ey syl IS sl SNy sl Uy o 3 i (g g ms 3 a5 s e
protection |D- supply @ 3 faces of ol painting and ensure the coverage of all the mesh , angels , metal sheet , rails and rais after welding RS T 3
steel grill: |after establishment by a spray
Metal doors prwppe
Providing and building intersection section vasson doors 1.5" plated with sheet of two faces, thickness 1.5 compressed of ay adly, el e S, Gfeall G 1.5mMM ASlan sy iama 1.5 i 5 yealh ol S 5 |
two faces, the price includes L Sem Gants 15mMM AShams 51 Sadhe a5
a-supply and install a concrete frame with a 1.5 mm thichness and a depth of 5 cm from both parties ol pally 508 e B S S35 il B S
brinstall the frame and the door and promote all the frame by suture with a special welding . s on (o Dol dan Clasems 3555 sl 531 £ 51 3 n ol YLy ¥l S i
cInstall hinges high quality cylindrical locks,hands, stoppers ,protection grilles for dischargers made from the flat iron 8x16mm
section 16x8 mm. ol e s 3 5 s
d-supply three faces of oil painting in addition to the foundation face. el i 3l e e e iy 3 il o 1 S e,
etraet the door concrete frame with the needed plastering. ol ¥ 530 5l V) 581 o e 3 Al 53 A e S5
Metal doors |.installation of a Marble threshold at the bottom edge of the door witha thickness of 3 cm from the finest quality with D e e a5 (D1 o1 o3 0 el 4 L S e i oL 25
needed mortar to get the job done. B bl dad Jee 1
g-constructing a new door openning with all neccessary actions if needed which might include but not limited to: ) el g Banly 2l il Sl s 854 7 e als 3 )30 it A2
1. making an opening in existing walls. VL 3y 1 a6 sy 34 3
2. removing and cleaning debris materials out of the site according to the instruction of the site engineer in Coordination e L Jpandl il o) i U SRS ) il L2 4
with the concerned authority. e 3l e 3em dSac ol 0 fs; ) S 55
3.repairing and plastering the concrete frames of the doors after being swished properly.
4.making of neccessary lintels according to local specifications.
5- Installing marble sils to the doors thickness (3 cm) of the best quality
Wooden doors preceTpwpey
Supply and installan interior wooden doors with or without discharges, Swedish squeeze with a net thickness of 45 cm with compressed zan 5 013 Sl g e 45 sl AL 535 S, Sl ) S 05 ) g 1S T ) S 55 305
wood from both sides on th Sweden Frames (4.5 12 o the top an (4.5 * 18)rom the bottom part within Wit woo fling materils G e 5 (3.53.5) sl a2 O s o i) o (18%0.5 ) 5 B3] 0 (127 4.5) 15w e oo ol
13 35 and vertcal erorsed forventaton it 3 hikness of .5 cm nd 3 with o xceding () cm o e s ofthe sl Sy, 5l g 6 sl ()Y RSN il AT Sl (o el 6-0) 232 ¥ L mt 5 w5 Sl a5l
Wooden |frames inese e, and the p e ' ey el M s dla B L S g e 12 05 Wl )
doors  [A. supply and install fa el g e L 1 Gl (0325 A3 G | 6

ce.
B.adjust the door properly either by raising or shearing it in order to match the ties level.
C. Supply and install the door accessories such as (locks, hands , 3 hinges, )

D. Plastering the door frames after swishing it properly.

E.supply and install marble thresholds with a thickness of 3 cm of the best quality.

I (5 e g s il ) B e Wl s JS L) s
(G, 2 3, (5, SVIE) Jin ) ) e S 5y 355

s Ui 3y ol 81 ] g |

5 sl e 3 AL 5 0 e 55 5




The Roof and Anti-Leakage
waterproofing.

Slop the roof by normal concert G 15 with minimum compressive strength not less than 15 N/mm? after 28 days, thickness
3-5 cm at the opening of the spout, and making the required slopes according to the drawings, over it two layers of mixed

G ghag A e

ot (5-3) o AStanety p 32 28 3m2 20le/ 5 15 (o JE Y (5 ke oS 5582 (15) A2 Adle s 4 (e eland (533 520 Jae
o ALY 5 Rl A2 a5 2 A8 g (s il 188y ULl e Bl J sl e 5 5341 e
-1 LS (el Al il il 1 iy 550l

::‘; :‘;‘;f asphalt thickness 2 cm, then making single size aggrigate sprinkling over the mixture according to the general standards of (80/100 e Sl ). | e A4 5k 1
the building : (20/30 e ), 3 ciiom oy ) 2l 2 ,
Leakage m 17
waterproofin|~ LOWer laver: lass A (asphalt standard 80/100 )
& - Upper layer: class D (asphalt standard 20/30).
curb stone : GAS
Supply and install a concrete curbs stone class a ready-made with a breaking force not less than 25 Newton / MIim? after a ) O 32 28 3ms 2ala/5i 455 25 o i Y S 5k el 5 50l g it (0058 ) il i iy el S iy 5
28-day (12/15 * 30 * 50) with an apparent rise at least 20 cm and the price includes : el a5 e 20 e Jis Y sl ¢l (50730%12/15)
a-compress the soil and spray it with water to strengthen parties with a normal concrete (15 * 10) cm and the price includes Jas radl 5 pod 10415 ) e e s s i) e 5 n sl Lot 5 B s |
curbsstone | apply cement grout and paint the curb stone with a special painting according to the specifications and instructions of il et S 5 il o sl Sy i ALY (a3 5 ] A, m 30
the supervising engineer.
pve pipe: Dty gy 34
Mechanical works | 6" pye pipes | SUPPIY and nstall 6" PVC pipes, thickness 7.7 mm to connect betuween manholes. The price includes excavations, ling out, il Gl A i G T 3y PLV.C 5l Sl G 77 RS 16 RS e aS gl 0
adhesives material, required fitings and back filling over the pipes. el (38 bl AU gl Al 52l 3l
Toilets pan High quality Tl G
Supply and install Arabic toilet pan High quality of White painted chinese pottery size 45x56 cm, the price include reinforced | s se JaZs Jrudly Jadl 3 (anVl sealls Aladl Al 30 suB6*45 U Al 52sm 53 3s e (sl ja S iy ) 4
plastic thickness not less than 5.30 mm and 4" diamerter and required fittings from the toilet until linking it to the main s At ) g el 5y Alemy i inla (e (51 4 Sl e 5.3 (e Ji Y ASLee (5 i) LB (e i el
drainage pipes to the nearest manole outside the building , install short neck chrome tap 0.5" also install water flushing il U 55yl ey B 1/2 3 S Ry i gl 538 sl 31 gl i m 5 sl 7 A (50 |
Toilets pan | Nose (steam) to be palced at (50-60) cm with (80-120 ) length for anal cleaning. The price includes the Remove any waste | bl Uil 8131 das adls . m{120- 80 ) sk 555 0l 5 o 60 50) £l oo 46855 5 il ela (2 s s| _ArabiC )
and leftovers and dispose it properly in an authorized waste disposal site. sasiadl @)yl gk palatl | Tollet unit
Toilet adaptations for disabled (interior fac Al Loy 5 58 paada plas|
Adapt existing toilets for access for handicapped students( ) Al T 55 DU 6 (pn p513 e prans
)lduurw\lh a minimum width of 90cm and the door should open inwards with an easy used door handle (10 rounded handle | i) plasil e ) pIasio¥) Al imbins, D1 Gl i 0 ot o 90 g i ¥ i ms il 1
Toilet |5 grah bar shall be installed along the wall on the side of the toilet seat (height :70-80cm , length:depending on cubical s | _— L . (v‘e,*m
i iron tube(2.5-3.5cm) di and another grab bar shall be installed on the opposite side of the E;‘**J‘) i Y1 saxiall sy Lilall J gk e (,..3_5.(2_5) i glicall 1l g5 e lasaill piailia 2 . X
s for wuet seat (hight:70-80cm, length:80-100cm), material:galvanised iron tube (2.5-3.5) in diameter iy Gl and) 58 G sl adia s (3.5-2.5: 5k, A V) aniall s e adixid b, ae 70-80;  lUMPSUM
disabled |3. a toilet seat shall be installed with a (40-50cm) hieght equipped with flushing cistern . Bk A i 8axie 3, ((pae 100-80 : U5, s 80-70: 15 ) Fymi V) saxiall Al Agally( pn2.5-3.5)]
also install water flushing hose (k) iz peadl g eem g (2 40-50)
all specifications as per drawing attached ol sla by Gl Lo Loy 55
88 5l gl ppabocil] g i) gl gran
Supply and install bathroom o phas Aluda € iy 35
Supplyand |supply and installing sink White painted chinese pottery , size 41 x 56 cm with a pvc flexible drain pipe, D= (1.25" ) connected | 535 e (11,25 S8 (alill; dosie P.V.C (s mof 41X56) (A8 e izl llad) LAl (e Julie a5 s
install |[to the overflow ,supply and install plastic pipes for ground stretch with diameter 2" thickness 3 mm until the ground 38 Ry AL 3555 i Y1 ) iy 3 RS 512 Sy e e ) Sl ) .
bathroom | drainage (floor trap), supply and install of long neck chrome water tap (0.5" ) and fixing the sink properly to the wall using il it "3/ S8 Ailladl s sl (g Al S 5y Ly ol ALkl s Jay aad) Al A5 51 1/2)
sink  [suitable materials and installing supporter to it of galvanized pipes, diameter=(3/4" ). L)
Supply and install bathroom sink High quality  plas Ak a5 5]
Supplyand |Supply and installing sink (child friendly) White painted chinese pottery , size 41 x 56 cm with a pvc flexible drain pipe, D= e PLV.C s o 41X56) 8 e s 55 msl) sl il e JUll Aadin udie i e*
install [(1.25" ) connected to the overflow ,supply and install plastic pipes for ground stretch with diameter 2" thickness 3 mm until | = Y1 < uadl 44l o3 AShaws 51 2 b el ol g a5 ) Dy Akl 0355 g0 11325 S il
bathroom [ the ground drainage (floor trap), supply and install of long neck chrome water tap (0.5" ) (made in Italy or Turkey) and f Alla a5y Vel Al 35y sadly Ayl 5 485 ) Al Aetiom (1 1/2 S iy Ak 3,5 | sink 1
sink (child [ the sink properly to the wall using suitable materials and installing supporter to it of galvanized pipes, diameter=(3/4" ). Ll il L "3/4 Al und ol )
friendly)
Floor Trap o) iy
supply and install floor trap with 4 slots of PVC( 2/4" ) with two chrome covers, one lath and the other sealed, size 20 x 20 O e Y1t Ll g S e (it g GIPVIC 2/4 G ath o)) 55 50 8 () e S g
Floor Trap | R 5 i A 0l g 3 3D ! el S35 L sl 2020] |
The price also includes the drainage laying out from the floor trap to the external drainage network and the nearer SIS 3 Lo gren s e 5.3 ASlac 51 4 3 o o
inspection hole by Heavy duty PVC Pipe with diameter 4" thickness 5.3 mm, and all the necessary fittings .
Manhole
construct a 60X60 CM manhole with cast iron cover. the price includes the excavation and building walls thickness 15cm 5 Al 40 (30 200 5321 3 s 15 A6l sl ey il smudly o 60¥60 ALIS
and a foundation with a 20 cm thickness of the reinforced concrete grade 22 ,steel and the anti-salty cement, casting the il 3535l 35U LYy A1 o6 sl i ) i 5 ol iy 230 ] i) mu,m)
sewage inside the manhole, benching internally, plastering outside places, supplying the manhole with circular iron lid of o LS 30 L e o) el B L bty madly s 50 (353 Jne sl 58 om 5513 S 0m
Manhole |, erage weight of 50 kg. and the price includes the the reinforced concrete around the lid according to the specification and ol g el 35 5 a3 e Sy il | HOlE 3
painting the lid with black color and lubricating.
Water Tank e O3B
supply and install plastic water tank (2m?), (3)layers food class. The price includes: float valve, nlet, outlet valve, air ventilation and A 0 o ) ) 15 Ak £ 5 (2P S S 055 5 6
buoy diameter 3/4" of the type of high pressure and cleaning valve from the bottom, pvc pipes and fitting o connect to water net | (e (i213/4 b &ul szl s, b o) el TS ol 5 o
work as required to feed toilets, washing basin and tapsatnds, and the price also includes a lock for the tank door and installing a U () RSl oY) s <o sl n sy Ay 5 gy LA (0 S iy Il il 5
major water supply pipe as required under the instruction of the supervisor engineers. and the price also includes for each tank two | L.z iy, &sstiad) Y sl s sy kil budl 5 Aol 2802 a4 301 (il ("1, "3/, "1/2)|
Water T ;;::‘saandmree butterfly valve diameter 1/2" & 1", and feeding pipes up toilets washing basin, and drinkers by PVC pipes O 5 L iy sl i 38 e 8 LS s ol 056 i B R
ppropriate and required diameters with all necessary such as corer bends , pieces, tie pipe fitting, reducers , and the 2 o i LRV il 52 A 31 il (il ) 53 AR 65 )5 5 s O34
required valves with copper tongue , the necessary excavation works for the passage of the stretches_inside the wals of bulldings | 1" %7 S5 11 20l iyl Ly o oy b e g ot ety com 153 B 1815 08 o 34
or outside and the accurate re-repaired , wrapping _pipes under grounds with two layers of tar jute and three faces of asphalt T e ol i D sy i 8 2y £ i 0 1 o Sy & A om0
with capacity of 2 cubic meters and test the network and the water tanks . 602 oy T oS g f o 1 ey A 15 )b Al 333 i )
L AN s
Rain Spouts [N
Supply and install rain spouts with metals ties each 50 cm, and the required fittings, in addition to install opened bend at the | 35 dae. i 3a IS Jind b 8 £ 58 S 5 e e SO0 il 50 US siondl Il cn sl s oo iS5 |
Rain Spouts |lower side of each rain spout and casting concrete base under the bend ce S il M 35
a- Enhanced plastic pipes, diameters 4", thickness 5.3. 245 53 A8l 5 e Sy e 1 4 A
Rain wire: © g
supply and install of the cable (3 * 6) mm? visible or hidden depending on the nature of work, the price includes el radl 5 Jonll G o i ) ol M (673 )JsS a5 5
A. Excavations required for cable and its connections a5 Jasl A3 il
B.install manholes according to th and the work d then put the backfilling materials over it e IS Lo ) qin ) el 5 488 a5 ) Sl i)yl i e e
Electrical Works | Rain wire: |and then return the situation to what it was o3 e gy Qs Qa5 ol (i Al Qs iy 30558 e D) 308 2 L s Sl 3 Ul g m 50
C-in case of connect the cable aerobically , the cable must be extended on Konzzalat and install the cable by cups and
antenna wire to hold the Cable and all what is necessary.
Lighting Unit BRI
supply and install fully lighting unit including electrical connections and switch , That contains a condenser to raise the B Jalan ) e o s 53 0 o el U Ao EDbanm sl IS L 8548500 iy S 35
Lighting Unit | 2211’ factor 0 (0.9), (36 *1) wats with a plastic . LS el e B0 (J%36),(0.9)
1. Florenst 1 * 36 watts with a plastic cover S5l ol e bl 36x1 i | Unit 2




2.Globe Wall light unit Cabacitv 100 watts with a metal protection cover it Aoy il 115100 a5 sl Bl o[ Unit
Electrical Circuits Breaker Al et
Supply and install electrical circuits breaker Automatically Magnattsaa thermal capacity of 20 amperes within a metal box s Rt 4 sl Esiand) A0 G ] 20 B bl 55 m (S50 55 (S i bl € |
hidden in walls and contain the necessary cleats and the price includes delivers nearest distribution board by Cable 3 * 6 A i it 1 AL 2Lu(6x3) S A s Rl 255 b iy Al paadly ¢ 530 Il o 5 i
Electrical | mm and the price includes excavation required for cable and extension and work manholes according to the specifications. Lo a5 4858 paldl 5 Jasd) Sl 5 il sl i i e 5 2005 Sl 530 byl Jady jdl 5 sl
its s ol i n g (i Al s ol iy 0558 Lo Sl 3005 " L r J) 305 A g e 8| Lump Sum
Breaker i ) il T ga il )y illabaidl e 3 o
Electrical wiring : e S D)
Electrical | 3UPPIY 2nd install internal electrical wiring to accommodate (3) fluorescent lights and (2) globs including switches , outlet, ) s ey el ey AN S L i (2] i) (3) i A A ) D) 1S 5y 5 )
2.5 mm main wiring from circuite breaker to the electrecal outlet , and 1.5 mm for light connection , the price includes all ) e S gl g s oy e ) sem sl ple 15 5 oo e ) hasel (bl o Joms (e 25| JOP
fittings such as (p.v.c pipes, flexible hoze , boxes , switch cover , main circuite, board box ). (e 0 SV ey 3 il i LS A
Connection Box Juasill saial
Provide and installlighting point grounded and the price includes plastic pipes and wires booster section 3 * 1.5 mm and il 5 2pke 153 b Sd 5 PVC a5l LSS ol sll oy 5 AL 50510 AL 58 5 o
| back box and keys and switch on high 2 meter from tile | surface until the electric circut breaker and all the necessary il 5 il o 35l Jae ) om 3 Lo ey S A oLl i (L) e e 2 65 )
C°“’:‘"°" materials and required work by specifications system. Box
ox
Demolish the old Bathroom units Tl Gl iy o
Demolish | remove and demolish the old bathroom units the price includes removing and cleaning dispose materials out of the site iyl (il e o ) 2 A e Galkilly a1 3 ga iy A 5] and) ey Tl Al s oy A0 3)
7 | bemolishing works| _the0ld |according to the instruction of the site engineer in Coordination with the concerned authority il Seall g Gl e
Bathroom
units

Supplie’s Signture & stamp.
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install of long neck chrome water tap (0.5" ) the price including install and connect with | s o3k Lo ISy bl 4820 s il y oS 8 iy nadly Ayl 8 G201 1/2 58 Bty 250
water tap | required fittings according instructions of the supervising engineer. . Gt el S| pes s
3/4" CPVC pipes "3/8 LDl i 34
34" Cpve|SUPPIY and install 3/4" PVC pipes. The price includes excavations, Iying ou, adhesives L1y ey iadl Jady sandly CPV.C 5 il LSl (a2 13/4 48 i 30 o 5
" E‘; material, required fitings and back filling over the pipes. according instructions of the il peigal) Sl 5 e p5h Lo S5 sl sall 58 palall 5 A 530 ol 5 2l m 30
plp supervising engineer.
Demolish | Demolish the old Bathroom units Tagal) clabasl) Ghan g p
7| bemotishing works| _theold |remove and demolish the old bathroom units the price includes removing and cleaning i Bl 8 il o 10 iy 15) el G Bl Sl in  pr A
Bathroom |dispose materials out of the site according to the instruction of the site engineer in A el g ol iyl il e TS 1
units | Coordination with the concerned authority.

Suoolier's Sienature & Stamo.




Lot 2, item E: REH Almdahlea primary mixed

windows Maintenance

Maintenance and coating of metal windows to be painted with a coating at least 16 microns and frame of
the rail with the addition of a sliding sieve of moving aluminum and the price including install glass
thickness 6 mm as well as rubber sheets according to Supervising engineer instructions.

ERIETS

i i sl g il A5 0 16 00 i Y 3 ol 0 e R sl 3 B
o 5300 S ey i Sl L S5 e a6 A gl 58 5 e ¥ 0 38 e
JETEN R

Aluminum | Maintenance of metal mesh e B B 2
Windows | In addition to the work of maintenance of the metal mesh includes the work of oil paint 3 faces and the L3l s lall Gl 5 kil a5 05m5 3 R s dae Jally il ol Ubiea oo ) Adbd
coverage of all the metal grids and angles and simplities and rail and rail after welding after the A5 Do L) a5y 20 258 A 52 (i) 2y el 2y ol WIS Rmpaall S 5 Cillansdl
establishment of individual spray and install the mesh well by rail in the walls or iron protection and L el Sladel i s deall a5 0l B pes S
according to instructions Supervising engineer
Wooden doors [RCEURIY
For wooden doors o o LIS g s 12 0o Lelsh J Y il lala 5, (3 shall Canlll o Adal dnta il gl Allsas
Maintenance of nternal woaden doors with fxing o frame, and aluminum fittings not less than 12 am 2 el g il L3l 5 i 3 5301
with the necessary detectors in the presence of Chinese tiles and the price includes: AT 45 o Lo 3 A e 55 (3|
A.supply and install three Faces of oil painting except the foundation face. [ i ) 3 g o U ST
Wooden g . jiust the door properly either by raising or shearing it in order to match the tiles level. A e o =il @l G o8 Ll g Jes - e 7
doors ¢ supply and install the door accessories such as (locks, hands , 3 hinges, ) o), a3, s, SYIE) Jie Gl ) snnS) S 5 255
D. Plastering the door frames after swishing it properly. Jas Lgda 2ns Gl ) Gl Ganans o
E.supply and install marble thresholds with a thickness of 3 cm of the best quality. Ao 5 Jumdl (e a3 ASlewsy ol ) (e e S s
3/4" CPVC pipes "3/4 &Sy e 50
Supply and install 3/4" PVC pipes. The price includes excavations, lying out, adhesives material, required Al sl 5 dpall s dall Jady jedls CPLV.C s siall chiiusdll (a (551"3/4 518 i 50 S 5
" N - " - N i . 3 i) e & = bl bl s A
Vechanical Works 3/4_ Cpve |fitings and back filling over the pipes. according instructions of the supervising engineer. ) i) Clan 5 a3l e OS5 gl sall 358 bl B30 il 230
pipes
install of long neck chrome water tap (0.5" ) the price including install and connect with required fittings e 23k Lo S o) 48028 om0 5 01 oyl A5k 485 5 1/2 58 Biny 3539
water tap | 2cCOrding instructions of the supervising engineer. . o e S| s
WATER Rehabilitation and maintenance of the existing water pump and the price includes Remove & Installation il Sl jandl 33 sa all Sl Adme J Dlaa 5 Jualisale)
and lubrication iy ol S5, | PCS 1
PUMP
Design and manufacture of two galvanized steel doors for concrete well e Al il Bl 32e m Gl sl gt pen
The price includes manufacturing frame and door, supply, installation and manufacturing according to e 3k e S5l (e Ll o il 5 S 5 2y Sl YT piea Jay el
measurements from the site. according instructions of the supervising engineer. okl pusied) Sles S| Lump
WATER WELL 1
Sum
Rehabilitation of the water well Repair of cracks and break the concrete at the top of the well and the Sl y ) gl Jady paadly Sl e (b D A0 ey G £ SUal o) iy Jali sile
price includes cleaning the well and washing all the pipes and fittings in the well. G ey o
ump
1
Sum
Supply and install portable toilet: the toilet should contained (Turkish toilet, bathroom sink with water | s ¢ sl ) ssia ge plos Ausia ¢ (Sl Gala ) Gala sl el il qany e s o 1S 555 355
tap, 1 water tap with spray) the scope includes connecting the portable toilet to the nearset accessable i) A5 bl jaas) Zlie ias il ) sendl pala a8 ) Jaly (313 ge 2al s olsaf
(water source and waste water network/clean out). The toilet should give privacy for user (for example: ol 1 Jan o) paianall G gl (il pal ey o i (pnm e il 1 /
the toilet doors to be closed from inside, the toilet windows should clouded heavely...etc). and all the 5 e e () € S Al Cinla 5l 3815 0085 0l cimg ¢ BRI (i 355 o g onla sl
portable | necessary materials and required work by specifications. i) sal) 5 bl o 3l Jae ¥l | LUMP i
toilet: Sum
Water Tap Stand\cooler (Stailess steel) 2safolual) oyl
supply and install mineral water\cooler tap stand include with four faucets and the enhanced iron for Sl panll Jai Jalpe g S g S o) g (e i) (e sbin 2 /iy S iy il
the body of the water taps, the price include: Jads prdl il sl
1-The necessary excavation according to the instructions of the supervisor engineer. i) Guigal) Sladdad canea A U Sl il 1
2-installing feeding line to the water taps by high galvanized quality pipes diameter 3/4 " from the tanks i ol G158 (e 13/ W sk e 53 g 3 Alilis il ol pm sl 35 lad S 552
until water taps with installing main valve (knife) to control the feeding line nearest to the drinker, in i) Slasda o Aleally el ) ALYl 3l Jady wSatll ) pleca S S g sl
addition isolation and protection the feeding line according to the instructions of the supervisor )
engineer. e 5.3 s " 4 S8 (UPVC) S nll Sl ol G sl i sm ) heall 1k 535 05 3
Water Tap |3 Providing and installing drainage line from water taps basin by enhanced plastic pipes (UPVC) diameter ol (0" 0 g (LI (pn () e (o (9585 (5 (oY) i) (M 2 Gaa el Lump
Stand thickness 5.3 mm, from the water taps basin to the floor trap, which consist of enhanced plastic floor | i (s casli¥l s 58 5301 ) o ((UPVC) 5.3 lawss ¢ 4 1a b8 R 530 sl goan g e e s sum B

trap, diameter 4" of best quality, with all necessary pipes diameter 4", thickness 5.3 (UPVC) , with the
necessary pieces to connect he pipes until the inspection point, the price includes installing lids and lathe
of chrome or enhanced plastic size ( 20 x20 Jcm to the water taps and the floor trap of best quality.

5- Connect the water cooler to closest electrical point ( the cooler to be 220V-50Hz).

5 e dad g il
e g Jusdl (e o Y
(2200-50H7 055 O wimg 2 o) /o2l ) o 50 A o1 N el el oo .5

imadly okl ps 20%20 (U8 el LSS Sl 58 G Bl
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