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4 Items details Unit | Quantity
i Y-S P Baagl s
The price including the labors, machinery ~ L.
equipment, and materials, and all necessary to 9 Glanally SV g Juand) Al (A Loy Jady )
achieve the work , and do all efforts to finish the  2sgadl JS3 abill g Jand) (G8adl a3k La IS5 <2 gal)
work in the best way. and according to the il o 11 U8B g g A8y 0 Juaily Jand) elgY
drawings, specifications and the instructions of il Gudigal) cllaylat g il gall g
Acted engineer.
s}i]te leveling (iin llllm;lp s:m: include rle(mov; the stones, . Jle-«i-"l\s ¢ 5 kaal) ‘-‘-“J'! Sadi ::**351‘ cﬁ}d\ ‘-*-.'3“'-"
the trees, and all that hampers work, with moving 4 . e N
6.1 these materials out of the site to authorized places for Sﬁjﬁ;‘: J‘Jﬂi: J_: S,;; J&f‘ fﬁ LAS‘S; LS 1.0
such waste, and do all efforts to finish the work in the B =R ° P LG" ‘.'u oS
best way. Ak il Jasd) gy
Excavation and backfilling works in cubic meters:
Excavation works : Excavation of any kind of soil :soily, qasll el aa pdl g sdall Jasi
rocky, concrete..etc,and remove the surplus outside A 5 AN 168 0a B oE oY A 1 Ldal) Jles)
the site to the designated site ,With the leveling of the el g A Galdl) U [ Tl Al ¢ & duall
excavation floor and well compaction of ground floor dag ial) && FW - S A 1) 55‘9‘-“ S
befor.e s.tartmg concrete work ,the price includes the Jad s | At AN JUSYL 501 B s s )
6.2 backfilling ) m3 10.0
Backfilling works : backfill with suitable and clean B e s . .
material, ign layers not more than 25 cm and then S 098 U o ARy ML"': Aga g 2 @0 de;‘
sprayed with water and well compact (work using daad) s ""“:J_"u‘ﬁ' 9:):‘ = 25 oo 43N clih
labor or Hand compactors) (R ASSall ) Alalad) 5 pladinly
and all the works according to the drawings, Loutigal) cilaglat g ciliial gall g cilahiall cus oy Janllg
specifications and instructions of ACTED engineer.
Implementation of plain concrete 10 cm thickness with 3 sl e (14 pus 10 ASbaws 4ils “'.'L““{i i
Portland Cement resistance of not less than 180 (4:2:1) 51 qudy 2au/p2< 180 ¢ Ji5 Y dagliay
6.3 kg/cm2 proportions mixing (1: 2: 4) (Cement - sand - ign O gad 834D GBI M 3 (g8 - day - aud) m3 70
: Gravel) and include spraying for two weeks twice Lo JS g p] Ol il Ay 48 i) dda i ciua ) g6 Lia gy '
daily. and all necessary in accordance with the edigall g 65 g il gall Lish g Janl) £l a3k
pecifications and guid of the supervisor engineer. Lyl
Building ston.e 40 cm width with gom.i f.’mishir.ng so that Gy Jasilly 5l ge s 400a 0 J2a ot sl
the construction of cement mortar mixing ratio of 1: 4 . w‘) 4:1 JalA iy Asiiandl) 45 sally sUid) 0158
6.4 (cement: sand) with spray twice daily for three days ) Jeds ol 3\.’.‘)3 M \.\.4 . ‘.)J! : Ja_ m2 20.0
and item include all necessary works according to the G ada > N 2 u’\j’“ u‘., & ( V
quantities and specifications bl sally sl ek 23 e
Impl ation of reinfor t concrete with . . . N
Portland Cement resistance of not less than 200 5 Y dagliay (o33 gl Ciian) (1o dalua Al 3 2450
kg/cm2 proportions mixing (1: 2: 4) (Cement - sand - Jay = clanl) (4121 1) Bl sy 2au/pas 200 &
6.5 Gravel) and include spraying for two weeks twice L 0S5 ¢ Laga ot a ce gand B3l Gl Jadti 5 (58 - m3 5.0
daily. and all necessary in accordance with the udigal) Cilgua i g Sliial gall Wik g Jand) £lgY a3k
drawings and specifications and guidance of the L pial)
supervisor engineer.
block walls as indicated in the drawings including all
plant, materials and labor required to achieve the ..
finishes instructed in full compliance with the 3 gal) 43S Jarl) Gandly g cllabial) i ga LaS dlly il
Specification and drawings including preparation, all Cliaal gall Gy Jals Jody Jard) o Jandly
6.6 other works necessary for the satisfactory completion | aldiuly o0 JSJH Jandl £Lgd¥ a5k La JSy Clagusllg m2 50.0
. of the work, of the hollow concrete blocks walls 200 hald Ay Agilan) Adgall g a 20 ASLaws § il Al :
mm thickness the mortar cement mixing ratio 1: 4 bl A5 Baad Liaga o A g (dau s i) 4:1
(cement: sand) with spray twice daily for three days . iliua) gall 5 ciluast] G a3k Lo goas 331 Jadg
and item include all necessary works according to the
quantities and specifications
Plastering of all interior and exterior walls, apply 3 cm
rough, solid and smooth surface coats, including all ASlaw a3 ¢ Aga LA g Aptalal) Jail gad) grand (pualil)
plant materials and labor required to achieve the Jadiy (Agilgl) Addal) g Aslas¥) didal) g Adida plal) Jadis
finishes instructed in full compliance with the bl G8at 4y glhaal Alalad) 3401 g 3 sall asan
Specific?tion incl.uding surface preparation, curing, D35 A3 b Lay ciliaal gall ) JUiaY) @ L sl
6.7 scaffolding, beading, stops, metal mesh a.t the edges il gall e itnall el ¢ eVl ¢ Aallaall ¢ e m2 155.0
and all other works necessary for the satisfactory i L I - .
completion of the work, measured as finished area : f’a" ds““ M‘,J@\‘J ,A'A)_)u"d)i“.wm d_"“?’
using Portland cement, and the final layer mortar Afj'u‘” e pladiuly i M Adhias LG’“L‘{ g
cement ratio of 1: 3 (sand: cement) with spray of water | «* <> Sl plal) () g (“{""“Y‘ 34‘)1“) 311 Ay
for three times per day for 3 days each layer according sl U8 5 Al JSI alyf 3 Baal pgall
to the quantities




CIRAM - Comprehensive and
Integrated Response to Address
Malnutrition - Al-Dhale’e
governorate

ACTED

BoQs of Pumping Room (4*5)m

Annex 6

Water Sources Rehab.

p(5*4) &2 43,8 oladl S

6 ok

oles y3Lao Jual

4 Items details Unit | Quantity
J—ae 3y 1 saagll At
Interior and exterior painting for the walls and ceiling " . .
as directed by the Engineer, shown on the drawings g5 uean Cllbally 43 il g Agdalal) gl il lash
and specified, including surface preparation, priming, | %! I3 (A Lay (el gall g clbabaiiall a9 ¢ Gadigal)
6.8 painting 2 types: emulsion base and oil paint as Ak, u-‘L“ A )glaa gl g Ayalad) Akl g i) m2 155.0
: indicated on drawings, the number of coats specified, el e Jardly ¢ Cila gl b pudaga g LS () :
working on horizontal, vertical and inclined surfaced a3l L gaan g Auall g ALiLall g Aaaif 1) g A,889)
and in narrow widths and all other works necessary L) (udiga Cilaglad Gy g Jand)
for full satisfaction of ACTED Engineer.
S_up.ply and install painted. steel door includil_lg but not ) G Antil U2 lhaa Sin o S fig 2055
limited to all plant, materials and labor required to L e i . A
provide and install the shown on the Drawings ,‘v’a L.,\‘A.Lls ALl e LgBE) 5 Lt (2 AS e c«a!\
including glazing, frame and fixing ironmonges on the A3 “.L“"J.U gall gaan )‘.“'“ ¥ Jaal J"'“"‘ 2 .‘ﬂ"
wall, technical door lock with cylinder, and all frame MY 3 A Ly cila g ) A pudaga sh La Lkl g b gil
6.9 should be sealed by silicon or sealant to avoid any ‘ ‘—Ubhuk‘l‘;e‘ ARl Gl JiB g dgismal) JLE“J‘A*:'NJ NO 1.0
’ leakage. Gill gla i G gSalanadly o g LYY JS 0883 Of iy ’
As per the drawings and per the engineer instructions. Loutigal) claglad s 9 p geal) Guss, G puid éi uiadl
the dimension as the following: The frame 1.2*3.4 m ean g ¢ Lgdaay e 3 ISEO <liual g Gy ) Jid
;vith two doors 1.2*;.7 m the paint should be sprayed a1.0* 1.2 ol gap p2.2%1.4 Y1 40N dad)
a compressor and corrosion_resistant 1. Sa e il e ok s A OO
t]fe doorlljock ISEO or equivalent S potia 010 Olg BEL Rl st hp O e 300
Supply and install painted steel door including but not
limited to all plant, materials and labor required to Y JUall Jasan Ao I3 B Lay e bas Gl oS ST 468
provide and install the shown on the Drawings 9 L g b gil 4a ) Allanll g 3 gall gran )
including glazing, frame and fixing ironmonges on the JUEBY) yant g UaYI D B Lay cla g ) (B il ga
wall, technical doorlo.c.k with cylinder, and e?ll frame g ¢ A shady) & Al gL,;ll Ji g Bailal u“" Al
6.10 should be sealed by silicon or sealant to avoid any uiadl o pedll gila i esSabidly asia Y1 08 a8 o NO 1.0
leakage. . N A !
As per the drawings and per the engineer instructions. ouigal HL&"““ e ‘t‘w‘)n T ‘é..‘
the dimension as the following: The frame 3*3 m with oy« Lglilay L 5l ISEO sl 54 @Um <l Jad
small door size 1.2*2 m paint should be sprayed by a O g s3all 2 2% 1.2 Gy ga 3*3 Y1 1AM da)
compressor and corrosion_resistant JSUll o glia ¢ 9% ol g bl Al g3 (i
the door lock ISEO or equivalent
Supply and install painted steel windows including but | JUal) Juw o @il b Loy Ahna baa 38) g oS g 368
not limited to all plant, materials and labor required to oa La Ll g b gil da DU Alland) g 30 gall ax paall Y
provide and install the shown on the Drawings JUBY) 305 g YIS B Lay e g ) (B ruda g
inc:ludindg g]llafzing, fr;lxlmel:r:)d ﬁxirllg;rbonn.ll(_mges on the agida S JS 08 O iy ¢ Lailal) e Adaall
wall, and all frame should be seale silicon or o 1 e et s o .
6.11 sealant to avoid any leakage. Y 3 poall . ) iadd HM,‘ELA f‘ UJML' NO 3.0
As per the drawings and per the engineer instructions. .. ‘U‘M‘ lalal s
the dimension as the following: The frame 1.5*1.6 mat | # 0-5 €43 %3 #1615 Jl‘h‘\-u ) o) caman g
0.5 m from ground of room paint should be sprayed by 058 Olg BELa Aaul g Gl of g #2U) vl a
a compressor and corrosion_resistant JSU o glia




