
freeboard 30 cm

External plastering consisting
 of tow layers
10mm 1:3 rough finish
10mm 1:2 smooth float
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Slop 2%

ل 5% المي

15 cm  thick 1:1.5:3 concrete roof
slab(dosage 380 kg/m3)

15 cm thick 1:1.5:3 reinforcd concrete slab (dosage 380 kg / m3)
10 cm thick 1:2:4 concrete slab (dosage 300 kg / m3)6mm 1:4 15
15cm thick compacted hardcore base

10 cm thick 1:2:4 concrete slab (dosage 300 kg / m3)
15cm thick compacted hardcore base
Soil compacted well with water spring

Slop 2%

ل 5% المي
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ربوع اني حجر م مب

 Outlet Pipe G.I. 4"

ربوع اني حجر م مب

Internal plastering consisting
 of three layers using sikalite waterproofing
compound(1kg for 50 kg cement):
10mm 1:3 rough finish
10mm 1:2 smooth float
Epoxy 2 coats

20 cm  thick 1:1.5:3 concrete
roof wall (dosage 380 kg/m3)

15 cm thick 1:1.5:3 reinforcd concrete slab (dosage 380 kg / m3)
10 cm thick 1:2:4 concrete slab (dosage 300 kg / m3)6mm 1:4 15
15cm thick compacted hardcore base

Designed and drawn by:
WASH Engineer / Bakeel Salem

Agency For Technical
Cooperation and DevelopmentPromoting Resilience and Social Cohesion Through an Integrated Response to Vulnerable Communities in Yemen

Project Name:Rhabiliation of water point in Al Haimha village
Al Maderabah and Al Arah Name Sheet: ـــــــــ. No. of Sheet: 4

Note:
Fc=250 kg/m3

           Fy=2700 kg/cm2
          All dimensions are in centimeters

Section  in short direction
ـــــاة القصـــــير       مقطــع بالاتج

1/50

Section  in long direction
ـــل       ـــــاة الطوي مقطــع بالاتج

1/50

Approved by:
WASH Coordinator / Sohaib NASIR
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Reinforced cover 10 cm thickness
م  لحة 10 س انة المس غطاء من الخرس

plain concrete 10 cm
15cm thick compacted hardcore base

Reinforced cover 10 cm thickness
م  لحة 10 س انة المس غطاء من الخرس

scale 1/25

Chamber Room
ش ة التفتي غرف
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